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I. INTRODUCAO 

Desde os primeiros relatos do uso de ultrassom para fins de diagnostico cardiovascular 
realizados por Edler e Hertz em 1954, a ecocardiografia se expandiu exponencialmente ao longo 
das decadas que se seguiram. 1 A historia da ecocardiografia e de inovagao contlnua. Com cada 
nova descoberta e desenvolvimento tecnologicos, o exame ecocardiografico foi se tornando mais 
completo, abrangente e mais integrado. Em algumas circunstancias, metodos antigos foram 
completamente substituldos por tecnologias mais refinadas. Em outras, novas tecnologias foram 
incorporadas para melhorar seu desempenho. 

Diversas organizagoes profissionais, incluindo a Sociedade Americana de Ecocardiografia (ASE 
-American Society of Echocardiography), tern se esforgado no sentido de desenvolver grupo de 
diretrizes abrangentes, focando na utilizagao da ecocardiografia para fins cllnicos. Outras 
diretrizes se dedicaram a recomendagoes baseadas em tecnicas especlficas para aspectos do 
exame como a quantificagao de camaras e a fungao diastolica. 2,3 Instituigoes de acreditagao 
como a Comissao de Acreditagao Intersocietaria (IntersocietalAccreditationCommission) tern 
padronizado diversos componentes do exame ecocardiografico. 4 

A ASE padronizou o exame ecocardiografico transtoracico bidimensional (2D) em 1985 s e 
atualizou suas recomendagoes em 2011. 6 Recentemente, a Sociedade Britanica de 
Ecocardiografia estabeleceu conjunto basico de informagoes que devem constar no 
ecocardiogramatranstoracico (ETT) 7 e a Sociedade Sufga de Cardiologia 8 estabeleceu padrao 
para a realizagao do ecocardiograma pelo cardiologista. 
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A ASE decidiu reunir este grupo de experts para a elaboragao de novas diretrizes para a 
realizagao de ecocardiogramatranstoracico abrangente. Nosso objetivo e: 1) determinar o 
conteudo basico de um exame ecocardiografico abrangente, 2) fornecerrecomendagoes quanto a 
tecnica e uso apropriados dos diversos instrumentos durante o exame, 3) fornecer guia para a 
integragao das diversas modalidades de imagem baseadas em ultrassom em um exame completo, 
e 4) descrever as boas praticas para a obtengao e descrigao dos dados gerados atraves de um 
exame ecocardiografico abrangente. E importante frisar que medidas especfficas direcionadas a 
determinadas patologias estao alem do proposito deste documento. 

Este documento esta dividido da seguinte forma: 

1. Introdugao. 

2. Nomenclatura. Esta segao ira padronizar as diversas janelas e manobras de varredura 
que serao citadas ao longo deste texto. 

3. Instrumentagao. Esta segao forneceraas recomendagoes e diretrizes para o uso de um 
equipamento de ultrassom moderno para a demonstragao adequada de todos os recursos 
disponfveis em um exame ecocardiografico transtoracico. 

4. Imagem bidimensional. Esta segao definira as recomendagoes deste comite para as 
imagens em 2D que deverao compor um exame abrangente. 

5. Medidas no bidimensional. Esta segao vai fornecer diretrizes para a padronizagao de 
medidas que devem ser obtidas como parte de um ecocardiogramatranstoracico completo. 

6. Medidas emmodo M. Esta segao vai fornecer diretrizes para medidas selecionadas a 
serem realizadas atraves do modo M. 

7. Imagem com o Color Doppler. Esta segao define quais as janelas e medidas basicas a 
serem obtidas atraves da tecnica do Color Doppler e integradas a um exame 
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ecocardiografico completo. De forma semelhante, tambem e definida a maneira mais 
adequada para exibigao da interrogagao por Color Doppler dos fluxos atraves das valvas, 
vasos e cavidades. 

8. Imagem com Doppler Espectral. Esta segao define quais as janelas e medidas basicas a 
serem obtidas atraves da tecnica do Doppler Espectral e integradas a um exame 
ecocardiografico completo. De forma semelhante, tambem e definida a maneira mais 
adequada para exibigao da interrogagao por Doppler Espectral dos fluxos atraves das 
valvas, vasos e cavidades. 

9. Tecnicas adicionais. Tambem sao feitas recomendagoes acerca do uso de solugao salina 
agitada bem como de outros agentes facilitadores para aumentar a capacidade de detecgao 
da borda endocardica. O comite tambem recomenda, como parte do exame padronizado, 
o uso rotineiro das tecnicas de strain longitudinal e avaliagao tridimensional do tamanho 
e fungao ventriculares, desde que seja factfvel. 

10. Sequencia do exame. O exame transtoracico completo integrado e enumerado em uma 
sequencia recomendada para sua execugao. Tambem sao feitas recomendagao quanto ao 
uso seletivo de um exame transtoracico limitado (menos abrangente). 
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II. NOMENCLATURA 
A. Janelas Para Aquisicao De Imagens 

A nomenclatura a seguir define os pianos, visoes e manobras de varredura. Movimentos do 
transdutor sao descritos como direcionados no sentido anterior, posterior, superior, inferior, 
lateral e medial (Figura 1). Todos os transdutores tern uma marcagao para indicar orientagao. 
Cada janela descrita neste texto fornecera a orientagao do transdutor baseado no 
posicionamentoda marcagao do mdice de localizagao. As janelas descritas sao: paraesternal, 
apical, subcostal (SC) e supraesternal. (Figura 2). O paciente e posicionado em decubito lateral 
esquerdo (desde que possa ficar nesta posigao) para aquisigao das janelas paraesternais e apicais. 
A visao emprojegao paraesternal eixo longo (PLAX) esta localizada ao lado esquerdo do esterno 
e as imagens sao obtidas com a marcagao do mdice de localizagao apontando para o ombro 
direito do paciente. Na visao paraesternal em eixo curto (PSAX) a localizagao e a mesma da 
janela PLAX, mas com a marcagao do mdice de localizagao apontando para o ombro esquerdo 
do paciente. Esta janela fornece imagens do coragao emplano axial. A janela apical esta 
localizada logo abaixo da mama esquerda, onde e possfvel sentir a impulsagao do apice cardfaco. 
A marcagao do mdice de localizagao deve ser posicionada inicialmente entre 4 e 5 horas para 
visualizagao da imagem apical em 4 camaras (A4C). A janela subcostal (SC) esta localizada logo 
abaixo do esterno, sendo melhor obtida com o paciente em posigao supina. A visao inicial desta 
janela e a projagaosubcostal 4 camaras, visualizada atraves do posicionamento do mdice de 
localizagao em 3 horas. 2,9 " 12 A janela supraesternal esta localizada logo acima do manubrio 
esternal, tambem com o paciente em posigao supina, e demonstra o eixo longo do arco aortico. A 
marcagao do mdice de localizagao deve ser direcionada para o ombro esquerdo do paciente com 
a face do transdutor direcionada para baixo, quase em paralelo com o pescogo. Pequenos 
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movimentos de giro e angulagao devem ser realizados para obtengao da melhor imagem do arco 
aortico. 

B. Manobras de Varredura 

Os termos inclinar, varrer, girar, deslizar, centralizar e angular serao usados para definir os 
movimentos do transdutor. Inclinar faz referencia ao movimento no qual o transdutor fica em 
posigao fixa e a sua face se move para demonstrar outros pianos no mesmo eixo (Figura 3). 13 
Varrer se refere a agao deliberada de fazer uma captura em video de uma serie de imagens 
obtidas. Um exemplo seria a gravagao de diversos pianos do coragao em varredura, de posterior 
para anterior, emjanela apical, ao longo de alguns segundos. O termo girar faz referencia a agao 
de mudar a orientagao da marcagao do indice de localizagao com o transdutor emmesma 
localizagao (Figura 4). 9,13,14 Deslizar significa mover o transdutor sobre a pele do paciente para 
uma nova posigao (Figura 5). 9,13,14 Os termos centralizar e angular fazem referencia a 
movimentos sutis realizados para otimizar uma imagem. Centralizar e a agao de mover o 
transdutor lateralmente com a intengao de colocar a estrutura de interesse no centra da imagem. 13 
Ela se diferencia da inclinagao, pois se da no mesmo piano da imagem (Figura 6), enquanto esta 
ultima descreve a movimentagao ao longo de diferentes pianos em mesmo eixo axial. 13 Angular 
faz referencia ao movimento de direcionar o feixe de ultrassom para a estrutura de interesse 
enquanto mantem o transdutor parado no mesmo local. Um exemplo seria a visualizagao da 
valva tricuspide (VT) na janela PSAX seguida do direcionamento do feixe para a valva aortica 
(VAo) e, na sequencia, para a valva pulmonar (VP) (Figura 7). 14 Angular e diferente de 
centralizar, pois enquanto este centraliza a estrutura de interesse na imagem atraves da 
movimentagao lateral do transdutor em mesmo piano, a angulagao implica em movimentos 
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pequenos e complexos para otimizar a visualizagao de determinada estrutura, mas sem 
necessariamente centraliza-la na imagem. Ao longo de todo este documento, o termo “otimizar” 
faz referencia a realizagao de movimentos apropriados do transdutor para produzir a melhor 
imagem possfvel. 

C. Tecnicas de Mensuragao 

Este comite recomenda que a interface entre o miocardio compactado e o nao-compactado 
(trabeculado) seja usado como referencia para todas as medidas em 2D e 3D (Figura 8). O 
miocardio compactado e uma parede solida e homogenea que se diferencia das trabeculagoes 
dentro da cavidade ventricular preenchida com sangue. Caso esta distingao nao possa ser 
adequadamente determinada, recomenda-se a utilizagao da interface sangue-tecido como 
referencial para medidas. 


Pontos Chave #1 


Descrigao dos movimentos do transdutor para otimizar a imagem. Estes sao: 

Inclinar: O transdutor se move ao longo do mesmo eixo de orientagao para mostrar 
diferentes pianos do coragao. 

Varrer: Utilizagao de diversos movimentos do transdutor para gravar um video longo 
mostrando multiplos pianos e estruturas anatomicas. 

Girar: O transdutor fica em mesma localizagao enquanto a marcagao mdice e 
movimentada para uma nova posigao. 

Deslizar: O transdutor se move ao longo da pele do paciente para uma nova localizagao. 
Centralizar: Movimentagao lateral do transdutor ao longo do mesmo piano de imagem 
para centralizar a estrutura de interesse. 

Angular: O transdutor e mantido na mesma localizagao enquanto o feixe de ultrassom e 
direcionado para otimizar a visualizagao de determinada estrutura. 
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III. INSTRUMENTACAO 

Operadores executando um ETT devem estar familiarizados com a instrumentagao disponrvel e 
com sua contribuigao para modificar a qualidade da imagem. Alguns aspectos da produgao da 
imagem sao determinadas pelo proprio sistema de ultrassom e nao podem ser modificadas pelo 
operador. Entretanto, diversas configuragoes podem ser ajustadas pelo operador durante a 
aquisigao da imagem (pre-processamento) ou manipuladas apos a coleta e arquivamento dos 
dados (pos-processamento), tendo assim um papel importante para otimizar a obtengao das 
imagens. 10,15 

Para economizar o tempo dos operadores e aumentar a consistencia na aquisigao das imagens, 
diversos laboratories de ecocardiografia configuram “ presets ” nos seus aparelhos. “ Presets ” sao 
configuragoes de instrumentagao visando otimizar a aquisigao de imagens de um determinado 
tipo de paciente, estrutura anatomica ou fluxo de sangue e deve ser considerada um ponto de 
partida para a otimizagao das imagens. 10,15,16 Eles economizam tempo, uma vez que sao 
configurados para um tipo de paciente tipicamente atendido naquele laboratorio. “ Presets ” estao 
disponiveis para todas as modalidades de imagem por ultrassom, incluindo os modos 
M,bidimensional e Doppler. 10,16,17 A primeira segao desta diretriz ira discutir as configuragoes 
de instrumentagao que podem ser ajustadas pelo operador. 

A. Imagem Bidimensional (2D) 

1. Mapas de Escala de Cinza 

A amplitude do ultrassom refletido e detectado pelo aparelho varia atraves de diversas unidades 
logarftmicas de intensidade do sinal, muito alem da capacidade de percepgao pela visao humana. 
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Os sistemas processam os dados de modo a amplificar ou suprimir determinados sinais, 
transformando os dados brutos em uma imagem ecocardiografica em diferentes tons de cinza. 
Sinais de alta amplitude sao traduzidos como brancos enquanto sinais de baixa amplitude 
aparecem como cinza escuro e a ausencia de sinal como preto. A manipulagao do sinal se 
apresenta ao operador como uma serie de mapas de escala de cinza que permitem selecionar 
aquele que mostra a melhor imagem para um tipo especlfico de paciente. 17 Alguns mapas podem 
ser melhores para patologias especlficas ou mais adequados para pacientes de determinados 
biotipo e constituigao ffsica. Mapas de escala de cinza em cardiologia sao elaborados para 
otimizar a visualizagao da interface sangue-tecido (ecos especulares) e para evidenciar diferengas 
sutis entre ecos dispersados por refletores fracos, como o miocardio. 

Devido a ampla variedade de sistemas de ultrassom disponlveis, este comite recomenda aos 
laboratories de ecocardiografia que trabalhem com os especialistas dos produtores e 
desenvolvedores dos seus respectivos sistemas de ultrassom para selecionar a configuragao de 
escala de cinza que seja a mais adequada. Uma vez que os protocolos do laboratorio sejam 
determinados, e importante manter as configuragoes consistentes, para facilitar a comparagao 
longitudinal dos exames ao longo do tempo (Tabela 1.1a, b). 

2. Colorizagao do Modo Bidimensional (B color) 

Dentro da selegao do mapa em escala de cinza, muitas vezes ha uma opgao para a colorizagao da 
imagem no modo B. Neste caso, a imagem em escala de cinza e transformada em uma variagao 
de diferentes cores (por exemplo, sepia, uma cor rosa claro) ao inves de cinza. O modo B 
colorido pode ser uma preferencia do laboratorio ou do medico de interpretagao. Alguns clmicos 
acham que a imagem colorida demonstra certas patologias melhor do que a imagem em escala de 
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cinza. 18,19 O modo Bcolor nao altera a informagao exibida, apenas a percepgao do observador 
(Tabela 1.2a, b). 18,19 

3. Faixa Dinamica 

Um importante parametro que ajusta a aparencia da escala de cinza na imagem e o ajuste da 
faixa dinamica. 10,17 Em alguns sistemas de ultrassom, este controle e chamado de 
“compressao”. 18 Esta configuragao altera a razao entre as maiores e menores amplitudes de eco 
recebidas na imagem . 10,17 Uma faixa dinamica baixa resulta em uma imagem bastante preta e 
branca (alto contraste). Este ajuste podera ser benefico para estudos com imagem de qualidade 
limitada. Uma faixa dinamica alta produz uma imagem com um maior numero de tons de cinza, 
o que significa que um intervalo menor de amplitudes e atribufdo a um tom especffico de cinza 
que compoe a imagem. Para imagens cardfacas, as configuragoes de faixa dinamica devem ser 
ajustadas para fornecer tons de cinza suficientes para discernir a interface entre o miocardio 
compactado e o nao compactado. Poucos tons de cinza podem resultar em uma sub representagao 
ou ausencia de estruturas de baixa amplitude (por exemplo, um segmento de paredes finas, 
trombos ou vegetagao), enquanto muitos tons de cinza podem fazer com que a imagem parega 
desbotada, as vezes eliminando a diferenciagao precisa entre o miocardio compactado e nao 
compactado (Tabela 1.3 a, b). 


4. Frequencia de Transmissao 


Frequencia de transmissaose refere a frequencia de operagao do transdutor de imagem. A faixa 
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de frequencias usadas na ecocardiografia de adultos e de 2,0 a 5,0 MHz. As frequencias mais 
altas produzem uma melhor resolu?ao de imagem, mas sao incapazes de penetrar mais 
profundamenteno corpo em relagao as frequencias mais baixas. 10,17 Com a disponibilidade de 
transdutores de banda larga, agora e relativamente facil modificar a frequencia de transmissao 
rapidamente. Os operadores devem come?ar com uma frequencia de transmissao alta e depois 
ajustar para frequencias mais baixas se for necessaria uma penetra?ao adicional da onda sonora. 
A melhor frequencia possfvel deve ser usada para exames de imagem durante todo o exame 
(Tabela 1.4a, b). 

5 . Imagem Harmonica 

Os modernos sistemas de imagem permitem a selegao de imagens harmonicas. Estes sistemas 
empregam frequencias de retomo que sao multiplos (frequuencia harmonica) das frequencias de 
transmissao (fundamental). As frequencias harmonicas sao causadas pela distor§ao do feixe 
sonoro ao navegarpelos tecidos. 10,17,21,22 A imagem harmonica mais empregada utiliza a 
frequencia da segunda harmonica, que e o dobro da frequencia fundamental. 10,17,21,22 Os 
fabricantes reduziram a frequencia fundamental dos transdutores para aumentar a penetra§ao 
enquanto exibem a segunda harmonica de frequencia mais alta. Isto e especialmente util em 
pacientes obesos ou que apresentam tecido muscular denso, normalmente produzindo imagens de 
maior qualidade. Como o grau de distorgao harmonica e proporcional a intensidade do sinal 
refletido, os ecos especulares de maior energia das bordas dos tecidos sao otimizados, enquanto o 
rufdo de baixa energia e eliminado. Assim, a imagem harmonica resulta em uma imagem que 
parece mais nftida com uma relagao sinal/rufdo maximizada. 10,17,21,22 As primeiras formas de 
imagem harmonica tecidual impactaram negavamente a resolu§ao axial pelos pulsos de longa 
duragao necessarios para a resolugao da frequencia. Formas mais recentes em imagem harmonica 
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de banda larga resolveram esse problema e permiram imagens de alta resolu?ao axial com baixo 
nfvel de artefato. 23 O comite de reda?ao recomenda que a ultrassonografia cardiaca seja 
realizada com imagens harmonicas na maior frequencia possivel (Tabela 1.5a, b). 22,24-28 


6. Tamanho e profundidade do setor 

O ajuste da profundidade de imagem indica a que distancia do corpo o sistema de ultrassom tenta 
detectar a anatomia. A profundidade e medida em unidades de comprimento (centfmetros ou 
milfmetros) e deve ser definida para maximizar o tamanho da exibi§ao das estruturas ou fluxo de 
interesse. As configuragoes de profundidade e largura do setor tambem podem influenciar na 
taxa de quadros. Como o coragao e uma estrutura em movimento, taxasmaiores de quadros sao 
desejaveis para aumentar a resolugao temporal, particularmente para estruturas em movimento 
rapido. Profundidades setoriais desnecessariamente grandes aumentam o tempo necessario para 
produzir cada linha de imagem do setor, forgando o sistema a comprometer a qualidade da 
imagem, seja reduzindo as taxas de quadros ou reduzindo o numero de linhas por setor. Da 
mesma forma, um angulo setorial mais estreito pode ser apropriado em algumas circunstancias 
para melhorar a qualidade da imagem (Tabela 1.6a, b). 

7. Foco do Feixe do Transdutor 


Alguns sistemas utilizam foco dinamicoautomatico com base na predefinigao e na profundidade 
da imagem. O operador nao pode ajustar esse recurso. Outros sistemas possuem um controle de 
foco de transmissao manual que ajusta a forma e a largura do feixe de som. 17 Feixes mais 
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estreitos produzem melhor resolugao lateral. 17 O foco deve ser definido na profundidade da 
estrutura de interesse (Tabela 1.7a, b). Observe que nos casos em que o apice precisa ser 
avaliado, mover o foco para o apice pode aumentar a resolugao. Normalmente, para imagens 
cardiacas, um unico foco e usado para manter as taxas de quadros altas e melhorar a resolugao 
temporal. A utilizagao de varias zonas focais pode diminuir a taxa de quadros, reduzindo a 
resolugao temporal. 


8. Ganho Geral e Compensagao de Ganho e Tempo 

Os controles de ganho sao projetados para fazer com que tecidos com propriedades acusticas 
semelhantes paregam consistentes de um paciente para outro e em todo o campo de visao. 1017 O 
ganho geral ajusta o brilho da imagem em todo o setor. O ganho deve ser alto o suficiente para 
que apenas alguns ecos sejam demonstrados no sangue ao mesmo tempoem que as bordas do 
tecido endocardico do sangue estejam bem delineadas (Tabela 1.8a, b). Os controles de 
compensagao de ganho e tempo (TGC) geralmente sao configurados por meio de uma serie de 
ajustesque podem ser modificados para amplificar uma parte especffica da imagem. Este 
controle e usado para compensar a perda de energia devido a atenuagao. A atenuagao e a perda 
da intensidade e amplitude do sinal de ultrassom a medida que se desloca para o interior do 
corpo. 10,17 Assim, os sinais de retomo do campo proximo do setor tern uma amplitude muito 
maior do que os do campo distante. A amplificagao e utilizada paraequalizar a demonstragao das 
estruturas em todo o setor (Tabela 1.9a, b). 

Em alguns sistemas de ultrassom, ha uma fungao de omitizagao automatica que ajusta rapida e 
automaticamente o TGC com base nas informagoes de eco que retomam ao sistema de 
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ultrassom. 29 Embora isso possa ser um recurso de economia de tempo para o operador, ele deve 
ser usado como ponto de partida para omizagao de imagem e nao deve ser analisado como ajuste 
definivo para a imagem (Tabela 1.10a, b). 


9. Zoom /Ampliagao 

Outro recurso de imagem e o controle de zoom / ampliagao. A maioria dos sistemas 
apresentaduas possibilidades disponfveis de de zoom / ampliagao. Ha um recurso de zoom de 
pre-processamento que e ativado colocando-se uma regiao de interesse (ROI) dentro de uma 
pequena parte do setor e aplicando-se o zoom. Enquanto o numero de pixels no visor nao e 
alterado, cada pixel representa agora uma area menor do coragao. Como o ROI e pequena em 
comparagao com a imagem sem zoom, as taxas de quadros aumentam e a resolugao da imagem e 
aumentada. O segundo recurso de zoom e um recurso de pos processamento. Nesse caso, depois 
que a imagem e congelada, uma regiao de interesse e selecionada e a imagem e ampliada. Isso 
resulta em ampliagao simples de uma estrutura anatomica. O numero de pixels usados para 
produzir a imagem ampliada e o mesmo do setor original. Na exibigao de video com zoom, 
numero menor depixels e exibido em formato ampliado tornando a imagem maior, mas com 
uma menor resolugao. O comite de redagao recomenda usar o zoom de pre processamento 
sempre que possfvel (Tabela 1.11a, b). 

10. Taxa de Quadros 

Pode haver momentos em que taxas de quadros mais altas sao desejadas para maximizar a 
resolugao temporal. Os operadores podem aumentar as taxas de quadros diminuindo a 
profundidade da imagem, diminuindo o numero de zonas focais, estreitando a largura do setor ou 
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usando o zoom de pre processamento. 10 Dependendo do sistema de imagem, outros ajustes de 
imagem podem aumentar as taxas de quadros, (exemplo: redugao do numero de linhas sendo 
gravadas por cada varredura de setor) (Tabela 1.12a, b). 10 


B. Doppler Espectral 

Os parametros do Doppler espectral que podem ser ajustados pelo operador no momento da 
aquisigao da imagem incluem: escala de velocidade, posigao da linha de base, velocidade de 
varredura, filtros de velocidade, tamanho do volume da amostra e ganho do Doppler. 10,30 

1. Escala de velocidade 

Ajustar a escala de velocidade permite que o tragado Doppler espectral seja exibido tao grande 
quanto possivel sem aliasing (veja abaixo) (Tabela 1.13a, b). Por convengao, o fluxo em diregao 
ao transdutor e exibido acima da linha de base de velocidade zero, e o fluxo para longe do 
transdutor e exibido abaixo da linha de base na geragao de imagens de TTE. No entanto, a 
maioria dos sistemas permite que o operador inverta o sinal. A linha de base pode ser movida 
para cima ou para baixo para permitir que o sinal Doppler seja exibido o maior possivel sem que 
ocorraaliasing em uma determinada diregao. No entanto, o operador deve tomar cuidado para 
nao perder fluxo importante emdiregao oposta. 

2. Velocidade de Varredura 

A velocidade de varredura padrao deve ser ajustada para 100 mm/s ou ajustada para omitizar a 
exibigao da varredura com base na frequencia cardiaca. 2 Idealmente, 2 a 3 batimentos de 
Doppler espectral devem ser demonstrados em cada varredura. Isso permira a visualizagao de 



28 


mais de um batimento e permira medigoes precisas de intervalos de tempo. Em alguns casos, a 
velocidade de varredura deve ser ajustada para omitizar a exibi?ao para um diagnosco especffico. 
Por exemplo, diferentes velocidades de varredura podem ser utilizadas para avaliar o influxo 
mitral. Em alguns casos, pode ser desejavel aumentar a velocidade de varredura para alargar a 
onda espectral permitindo-se medi?ao mais precisa do tempo, da integral de tempo e velocidade 
e da inclina?ao. Em outras ocasioes, ao avaliar a fisiologia ligada ao ciclo respiratorio, e 
desejavel uma velocidade de varredura lenta de 25 mm / s para permir que muitos batimentos 
sejam vistos simultaneamente com um respirometro (Tabela 1.14a, b). 31-33 Todas as medidas de 
velocidade e intervalo de tempo devem ser realizadas a uma velocidade de pelo menos 100 
mm/s. 


3. Tamanho do Volume de Amostra 

O recurso de tamanho do volume de amostra deve ser usado para diminuir o alargamento da 
linha espectral (rufdo na janela espectral) para exibir um sinal de Doppler o mais claro 
possfvel. 10,34 Se o volume da amostra for muito grande, o sinal Doppler pode ser ruidoso 
dificultando a distin?ao entre fluxo laminar e turbulento. 34 O tamanho apropriado do volume da 
amostra muda dependendo de qual estrutura esta sendo interrogada. Recomendagoes especfficas 
encontram-se em segoes posteriores para circunstancias individuals de aquisi?ao de imagens 
(Tabela 1.15a, b). 

4. Filtros de Parede e Ganho 


Outro parametro do Doppler espectral ajustavel e o filtro de parede. O filtro de parede permite a 
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remogao de sinais de alta intensidade, mas de baixa velocidadedo espectro Doppler que podem 
ser originados do movimento das paredes da camara ou folhetos da valvula. Ele deve ser 
configurado para permir a exibigao inequlvoca do inlcio e do final do sinal de fluxo de interesse. 
Em alguns casos, onde a velocidade do sinal e muito baixa, o filtro de parede pode precisar ser 
ajustado para um nlvel mais baixo para melhor detectar o sinal do Doppler. Nos casos em que ha 
fluxos de altas velocidades, o filtro de parede pode precisar ser ajustado para cima para remover 
interferencias de baixa velocidade, permindoassim uma exibigao adequada do sinal de Doppler 
de interesse (Tabela 1.16a, b, c). 

Assim como na geragao de imagens em tons de cinza, o ganho geral do Doppler e ajustado para 
demonstrar um sinal nftido de Doppler que registreo espectro total de velocidades, exibindo 
muitos tons de cinza sem perder informagoes importantes de baixa amplitude ou obscurecendo o 
envelope espectral real com excessivo ruldo (ganho excessivo) (Tabela 1.17a, b, c). O sinal ideal 
para medigao e aquele que demonstra uma curva de velocidade suave (Tabela 1.17a, bee). 35 A 
velocidade modal (porgao mais densa do sinal do Doppler) e a velocidade adequada para a 
medida. 35 

5. Configuragoes de exibigao 

A linha de base do Doppler espectral deve ser posicionada para exibir de forma ideal o fluxo de 
interesse. Em alguns casos, como ao usar o Doppler contlnuo (CW) para avaliar a PV, pode ser 
desejavel demonstrar o fluxo anterogrado e de insuficiencia de forma simultanea no mesmo visor 
do Doppler. 

Varios sistemas tambem possuem um recurso de omitizagao automatica que ajusta o sinal do 
Doppler espectral, incluindo o posicionamento da linha de base, ganho e filtro de parede com 
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apenas um controle. Este pode ser um bom ponto de partida para a otimizagao de imagens 
(Tabela 1.18a, b). 


6 . Doppler Pulsado, Doppler de Alta Frequencia de Repetigao de Pulso, Doppler 
Continuo 

O Doppler espectral consiste em tres modos: Doppler pulsado (PW), Doppler de alta frequencia 
de repetigao de pulso (FRP) e Doppler continuo (CW). 17,30 O Doppler pulsado e usado quando se 
deseja medir a velocidade do fluxo sangulneo a uma profundidade particular. A principal 
limitagao do Doppler PW e o fenomeno de aliasing, que e a incapacidade de exibir a forma 
completa da velocidade da onda em velocidades excessivamente altas. O aliasing ocorre quando 
a frequencia do Doppler e maior que a metade da frequencia de repetigao do pulso que esta 
sendo transmitida para o coragao. 10 A frequencia de repetigao do pulso, que e o principal fator 
que determina a velocidade maxima mensuravel, ou o limite de Nyquist, e determinada 
principalmente pela escala de velocidade e e limitada pela profundidade maxima da imagem. 
Quando o aliasing nao puder ser eliminado, mesmo maximizando a escala, no modo PW, a 
mudanga para o Doppler de alta FRP aumenta o numero de volumes de amostra ativos. O 
Doppler de alta FRP e usado quando o operador deseja medir a velocidade do fluxo sangiimeo a 
uma certa profundidade, na qual o aliasing ocorre com o Doppler PW. Por exemplo, aumentar o 
numero de volumes de amostra para 2 aumenta o limite de Nyquist por um fator de 2 e, portanto, 
velocidades mais altas podem ser exibidas. [10] A principal limitagao desta tecnica e a 
ambigiiidade do alcance ou a incapacidade de determinar a origem das velocidades exibidas. 10 
Com o Doppler de alta FRP e 2 volumes de amostra, as velocidades exibidas podem ser 
provenientes de qualquer volume de amostra. A interpretagao clfnica geralmente define qual 
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volume de amostra e a fonte, mas os artefatos de exibigao podem, em algumas situagoes, ser 
dificeis de definir. Os operadores devem conhecer as caracterfsticas do programa de imagem em 
uso, percebendo que alguns programas revertem automaticamente para Doppler de alta FRP 
quando a escala de velocidade e aumentada, subitamente fazendo com que varios volumes de 
amostra aparegam (Tabela 1.19a, b). 

O Doppler CW e usado para medir e registrar fluxos de altas velocidades. Embora nao haja 
limite de Nyquist com o Doppler CW, como a transmissao e recepgao do ultrassom sao 
contlnuas, a limitagao e a ambigtiidade do intervalo. 10,15 O Doppler CW avalia toda a faixa de 
frequencias de retorno ao longo do caminho do feixe e, portanto, nao e capaz de discernir onde 
qualquer desvio de freqiiencia particular e localizado. 101736 O Doppler contfnuo pode ser 
realizado com transdutores duplex (combinando imagem e Doppler) que ajudam a definir a fonte 
do fluxo de alta velocidade. Para sensibilidade maxima, recomenda-se que o transdutor 
especializado sem imagem seja usado em situagoes cllnicas em que e essencial obter a 
velocidade maxima de fluxo. 37 

7. Doppler Tecidual 

O Doppler tecidual (DT) e usado para medir a freqiiencia Doppler do miocardio em movimento e 
do anel das valvas mitral e tricuspide. 3,16,38,39 Tanto os modos Doppler pulsado e colorido podem 
ser usados com DT. 40 Comparado com a medigao das velocidades do fluxo sangumeo, o Doppler 
tecidual detecta velocidades muito baixas (<20 cm / seg) em uma amplitude muito alta (> 40 
dB). 3,16 Os ajustes do filtro sao muito diferentes comparados com os habitualmente utilizados 
para o Doppler PW . Para otimizar este modo Doppler, recomenda-se que seja utilizado um pre- 
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ajuste recomendado pelo fabricante do ultrassom. 16 Uma predefinigao para o DT melhorara a 
aquisigao de dados e servira como um rapido ponto de partida para otimizar o sinal do DT. As 
predefinigoes de DT tem um volume de amostra maior do que o Doppler pulsado, uma escala de 
velocidade abaixo de 25 cm / s, configuragoes especificas de filtro e potencia, e velocidades de 
varredura selecionadas conforme mencionado acima para o Doppler PW. As medigoes de 
velocidade e intervalo de tempo devem ser feitas a uma velocidade de varredura de 100 mm / s 
(Tabela 1.20a, b). 41 

C. Doppler Colorido 

Doppler colorido e uma tecnica de Doppler pulsado que utiliza varios volumes de amostra ao 
longo de uma serie de linhas de varredura, exibidas em uma regiao de interesse. 17,42 Nao e 
uma exibigao independente, mas e integrada com a Imagem 2D, sendo afetada pelas 
configuragoes de ganho bidimensional. O Doppler colorido exibe as seguintes caracterfsticas 
de fluxo sangumeo: tempo, velocidade relativa, diregao e presenga de turbulencia. 34 Para 
exibir melhor os dados do fluxo de cores, varios parametros devem ser otimizados, incluindo 
o tamanho da regiao de interesse, o tamanho do setor bidimensional, o mapa de fluxo de 
cores e a escala de velocidade. 

1. Regiao de interesse e Tamanho do setor bidimensional 

Antes de iniciar o Doppler colorido, o tamanho do setor bidimensional deve ser ajustado para as 
menores profundidade e largura necessarias para representar com precisao a regiao anatomica a 
ser avaliada. Isso ajudara a otimizar a taxa de quadros coloridos por segundo. 34 Em algumas 
configuragoes, o modo de zoom de pre processamento pode ser a melhor alternativa para a 
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exibigao 2D. A caixa do Doppler colorido define o tamanho e a posigao da regiao a ser avaliada 
pelo mapeamento do fluxo em cores. A caixa deve ser dimensionada para incluir todas as 
estruturas de fluxo que estao sendo avaliadas. 34 Recomenda-se, desta forma, definir a regiao de 
interesse tao estreita e superficial quanto possfvel permite otimizar as taxas maximas de quadros 
por segundo e escala de velocidade, produzindo assim a melhor resolugao temporal e de 
velocidade de fluxo (Tabela 1.21a, b). 34 

2. Ganho do Doppler colorido 

O ganho do Doppler colorido deve ser ajustado aumentando-se lentamente o ganho ate que haja 
um fluxo aleatorio de cor alem das bordas da area anatomica de interesse, seguido por uma 
diminuigao lenta do ganho ate que o excesso de ganho desaparega. As configuragoes de ganho de 
cor devem ser habitualmente durante o exame, pois variagoes na transmissao do som e na 
atenuagao do sinal podem resultar em avaliagoes suubestimadas nao intencionais do fluxo, caso 
os ganhos permanegam baixos demais. 

Assim como a escala de cinza e o Doppler espectral, o ganho geral tambem pode ser ajustado 
para demonstrar o “melhor” fluxo atraves das estruturas anatomicas. 34 Em algumas situagoes, se 
uma estrutura anatomica e mal visualizada por imagens em escala de cinza, o aumento do ganho 
de Doppler colorido pode demonstrar o preenchimento da estrutura (Tabela 1.22a, b), 
confirmando sua presenga. 

3. Mapa de cores 

O parametro do mapa de cores define como o sistema de imagens exibe o fluxo de sangue. Os 
mapas mais basicos exibem a diregao do fluxo. Quase universalmente, ha uma linha de base 
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preta representando fluxo zero exibido. Normalmente, os mapas de imagens de Doppler colorido 
sao configurados de modo que o fluxo em diregao ao transdutor seja um mapa de cores 
vermelho, enquanto o fluxo afastado do transdutor e um mapa de cores azul. A faixa de 
velocidade em cada diregao representa o limite de Nyquist para a freqiiencia de imagem e o 
transdutor utilizados. Normalmente, a configuragao da escala e de 50 a 70 cm / s. Para 
diferenciar as velocidade do fluxo de sangue, o mapa exibe velocidades em um conjunto de tons 
ou intensidades com tons escuros representando baixa velocidade e tons brilhantes representando 
velocidades mais altas (por exemplo, do vermelho escuro ao amarelo brilhante). O fluxo laminar 
tende a ser descrito como uma cor pura, pois as velocidades sao relativamente uniformes. O 
fluxo turbulento, que contem uma fusao relativamente aleatoria de velocidades do mapa de 
cores, e representado como um mosaico multicolorido. Os mapas de cores tambem podem ter 
recursos nos quais o operador pode selecionar uma configuragao que adicionara tons de verde ou 
amarelo ao mapa, o que serve para destacar a variagao na velocidade do fluxo como um metodo 
alternativo para diferenciar o fluxo turbulento do laminar. Cada fabricante tern o mapa vermelho 
/ azul basico e seu proprio conjunto de outros mapas. Recomenda-se que um laboratorio de 
ecocardiografia deva escolher um mapa consistente em todos os aparelhos (Tabela 1.23a, b). 

4. Escala de velocidade do Doppler colorido 

A otimizagao da escala de velocidade do Doppler colorido e uma caracterfstica importante que 
interfere na forma de demonstragaodos jatos de cores. A configuragao de escala geralmente e 
exibida como um valor numerico (geralmente em cm / s) visto no mapa de cores. Este valor 
numerico representa o intervalo de velocidades medias que podem ser exibidas. Definir a escala 



35 


para faixas de alta velocidade auxilia na demonstragao de fluxos de cores sem aliasing (Tabela 
1.24a, b). Isto e particularmente verdadeiro para o fluxo laminar atraves de valvasnormais e 
vasos sangulneos. Por padrao, recomenda-se que a escala de fluxo de cores (limite de Nyquist) 
seja definida entre 50-70 cm / s em cada diregao para todas as avaliagoes de Doppler colorido de 
rotina. 43 Isto e particularmente importante para a exibigao de jatos de insuficiencia turbulentos 
em valvas. A magnitude do jato exibido da insuficienciae afetada por diversas variaveis, sendo 
uma delas o limite de Nyquist, em que o mesmo volume insuficiente parece consideravelmente 
maior em uma escala de cores mais baixa, quando comparada quando utilizada uma escala 
maior (Tabela 1.25a, b, c). 44 Configuragoes consistentes tambem aumentam a reprodutibilidade 
de estudos longitudinals para pacientes com valvopatia cronica. Outra variavel importante que 
deve ser registrada e relatada nos estudos e a pressao arterial, uma vez que a forga motriz atraves 
do oriflcio regurgitante tambem afeta proporcionalmente o tamanho do jato exibido 45 

Por outro lado, ajustar as configuragoes de escala em velocidades altas pode ter um efeito 
significativamente diferente, quando o fluxo na caixa do Doppler colorido esta em baixa 
velocidade. Nessa situagao, a caixa de cores pode demonstrar praticamente nenhum sinal de 
Doppler colorido porque a maioria das velocidades cai dentro de uma faixa estreita de baixa 
velocidade “escura” perto da linha de base na escala de cores. A redugao do limite de Nyquist faz 
com que o sistema exiba velocidades mais baixas em tons mais claros, minimizandoeste 
problema. Um bom ponto de partida para estados de baixo fluxo, como nos atrios (Tabela 1.26a, 
b) ou veias pulmonares, e um limite de Nyquist de cerca de 30 cm / s. 

Tanto para imagens em tons de cinza como para Doppler espectral, varios programas de 
ultrassom oferecem um recurso de otimizagao automatica para configuragoes de Doppler de 
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fluxo de cores. Esse recurso permite o ajuste automatico do ganho e da escala de cores para 
ajudar a otimizar rapidamente as imagens do Doppler colorido. O operador deve entender as 
caracterfsticas desse recurso para melhor utiliza-lo em varias configuragoes. 

D. Modo M 

Como os outros modos, o modo M possui parametros que podem ser controlados pelo operador 
para otimizar as imagens. Os ajustes de maior importancia sao: ganho geral, ganho setorial e 
velocidade de varredura. Esses parametros do modo M funcionam de maneira semelhante ao 
Doppler espectral e ao modo bidimensional. Uma vantagem do modo M e a resolugao temporal 
superior aos demais modos, melhorando a exibigao de objetos em movimento rapido. 10,46 
Portanto, utilizar rapidas velocidades de varredura em torno de 100-200 mm / s e vantajoso para 
fazer as medigoes mais precisas relacionadas ao tempo. Outras condigoes fisiologicas que 
exigem a observagao de multiplos batimentos podem se beneficiar de uma velocidade de 
varredura lenta (Tabela 1.27a, b). Padroes especfficos de movimento no modo M podem definir 
certa patologia melhor que qualquer outra modalidade. De forma semelhante, o tempo de 
movimento de certas estruturas dentro do ciclo cardfaco e, as vezes, melhor delineado com o 
modo M. 10 

1. Modo M colorido 

O modo M colorido integra a imagem do Doppler colorido ao tragado do modo M. Ele pode ser 
usado para ajudar no tempo de certos eventos de jatos de fluxo dentro do ciclo cardfaco, 
aumentando marcadamente a resolugao temporal. Exemplos em que esta tecnologia pode ser util 
sao o tempo de jatos de insuficiencia no ciclo cardfaco e a avaliagao da velocidade de 
propagagao do influxo mitral no ventrfculo esquerdo (Tabela 1.28a, b). 47 ' 49 
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2. Modo M ajustdvel 

Medidas lineares sao superestimadas quando obtidas obliquamente a estrutura de 
interesse. Em alguns pacientes, por exemplo, com um coragao "inclinado”, pode nao ser 
possivel orientar o cursor no modo M perpendicularmente as paredes e camaras. 0 modo 
Majustavel permite que o cursor de modo M seja girado, em vez de manter uma origem fixa 
no ponto estreito do setor de imagem bidimensional. Isso permite que o cursor do modo M 
seja direcionado perpendicularmente a uma estrutura de interesse, melhorando a precisao 
das medidas lineares do modo M em pacientes com angulos agudos ou fora do eixo. 50 51 No 
entanto, uma vez que a imagem e obtida a partir de imagens bidimensionais, a resolugao 
temporal e de profundidade nao sao melhores que os parametros de imagem 
bidimensional, ou seja, sao muito inferiores as imagens obtidascom o modo M diretamente. 

E. Eletrocardiograma 

Para determinar o momento ideal das medidas lineares, e fundamental um sinal de ECG de boa 
qualidade ao realizar a ecocardiografia. Adicionalmente, e essencial ter o registro adequado das 
ondas “R” e “T” para a aquisigao de imagens digitais, pois esses sinais acionam a aquisigao de 
clipes de video. 52 Sinais de baixa qualidade podem resultar em disparo incorreto ou gravagao 
imprecisa. Na ecocardiografia, tres eletrodos de eletrocardiograma sao utilizados. As tres 
derivagoes sao rotuladas como brago direito, brago esquerdo e pema esquerda. Tipicamente, o 
eletrodo do brago direito e colocado proximo ao ombro direito sob a clavicula, o eletrodo do 
brago esquerdo e colocado sob a clavicula esquerda e o eletrodo da pema esquerda e colocado no 
lado esquerdo, abaixo da borda inferior das costelas. 53 
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Pontos chave #2 


Configuragoes de instrumentagao 

Imagem Bidimensional 

Mapas em escala de cinza: selecione o mapa em escala de cinza que melhor se adapte ao 
aparelho do laboratorio, a populagao de pacientes e a patologia esperada. Familiarize-se 
com os mapas em escala de cinza alternativos para circunstancias especificas. 

Penetragao: selecione uma configuragao padrao para o ponto de partida do laboratorio de 
ecocardiografia. Ajuste para configuragoes mais baixas para exames dificeis e mais altas 
quando mais cinza for necessario para exibir uma patologia especffica. 

Frequencia do transdutor: utilize transdutores com alta faixa de frequencia com imagem 
harmonica para otimizar a penetragao e a qualidade da imagem. Comece com altas 
frequencia e ajustes rotineiramente durante o exame para melhorar a qualidade da imagem. 
Tamanho do setor e profundidade. utilize o setor para exibir a estrutura de interesse na 
maior taxa de quadros por segundo e na resolugao temporal mais alta. Essa configuragao 
deve ser ajustada com frequencia durante todo o exame. Medidas sao melhor realizadas no 
modo com zoom. 

Ganho: ajuste com frequencia as configuragoes de ganhos geral e setorial durante o 
exame, procurando otimizar a interface entre a estrutura analisada e o sangue. 

Doppler Espectral 

Escala de velocidade: ajuste a escala para evitar sinais de fluxo ambfguos. Um sinal 
maior no visor e medido com mais facilidade e precisao. 

Velocidade de varredura: defina a velocidade de varredura para otimizar as medidas dos 
fluxos. Velocidades mais altas sao melhores para as medidas de VTI e tempos de 
aceleragao/desaceleragao. Velocidades mais baixas demonstram melhor alteragoes de 
fluxo relacionadas a respiragao. 

Amostra de volume: ajuste o tamanho da amostra de volume para otimizar o sinal de 
Doppler espectral, a depender da estrutura ou do fluxo avaliados. 

Ganho: ajuste para mostrar um sinal de fluxo bem definido. Evite excesso de ganho. Evite 
realizar medidas em sinais fracos e mal definidos. 

Doppler tecidual: utilize a predefinigoes recomendadas pelo fabricante para obter um 
sinal de velocidade ideal no ajuste de ganho adequado. 
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Configuragoes de instrumentagao 
Imagem Doppler Colorido 

Tamanho do setor: primeiro otimize o tamanho do setor em 2D e, em seguida, adicione a 
regiao de interesse do Doppler colorido adequadamente para mostrar as informagoes de fluxo 
que estao sendo avaliadas. Uma regiao de interesse mais estreita e curta otimiza a taxa de 
quadros e a escala de velocidade. 

Ganho de cor: defina o ganho de cor logo abaixo do ponto de espectro aleatorio (nfvel do 
ruido de fundo - padrao pontilhado). Ajuste os ganhos com frequencia ao longo do exame 
para maximizar a exibigao do fluxo. 

Mapa de cores: selecione um mapa padrao para o laboratorio em uma configuragao de escala 
padrao consistente (50 a 70 cm / s). Isso aumentara a consistencia entre os estudos e permitira 
melhores comparagoes longitudinais. Em configuragoes de fluxo baixo, ajuste a escala de 
velocidade para baixo para exibir melhor a imagem no Doppler colorido. 


IV. PROTOCOLO DE IMAGEM 2D 

Esta segao contem uma sequenciade imagens 2D que constituem as janelas essenciais de um 
exame completo. Segoes subsequentes apresentarao elementos essenciais do exame Doppler e 
medidas envolvendo essas modalidades ecocardiograficas. Seguindo estas segoes, a sequencia 
completa de um exame integrado e apresentada. Os laboratories devem estabelecer padroes para 
aquisigao de imagens. Circunstancias clfnicas podem ditar variagoes no numero de imagens 
necessarias, mas e essencial que um numero adequado de imagens seja adquirido para cada 
janela, para representar com precisao a anatomia e o desempenho cardfacos. Alem disso, 
metodos padronizados para gravagao de imagens para realizagao de medidas sao recomendados. 
As avaliagoes de fungoes que requerem multiplas medidas devem sempre ser feitas a partir do 
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mesmo batimento cardfaco (por exemplo, volumes diastolico e sistolico para o calculo da fragao 
de ejegao). As medidas devem ser realizadas a partir dos filmes gravados e salvos como quadros 
fixos separados. Isso permitira uma compreensao completa de como cada medida foi obtida e 
permitira uma nova medida apos a conclusao do exame, se necessario. 

A. Janela Paraesternal Eixo Longo 

O exame e iniciado posicionando-se o paciente em decubito lateral esquerdo. 5,14 O transdutor e 
colocado no 3° ou 4° espago intercostal a esquerda do esterno, com o apontador do transdutor 
direcionado para o ombro direito do paciente, aproximadamente na posigao de relogio de 9 a 10 
horas. 14,54 Se possfvel, o ventrfculo esquerdo (VE) deve aparecer posicionado 
perpendicularmente ao feixe de ultrasom, dentro do setor de imagem. Se o ventrfculo nao 
aparecer relativamente horizontal, o transdutor pode ser movido para uma janela paraesternal 
superior ou o paciente virado para uma posigao mais pronunciada de decubito lateral esquerdo. 
Na maioria dos pacientes, o apice nao pode ser visto nesta janela (PLAX). O aparecimento de um 
“falso apice” e um VE encurtado, podem ser eliminados girando, inclinando e / ou angulando o 
transdutor, maximizando assim o comprimento da cavidade ventricular esquerda dentro do 
campo de visao. 14 

1. Plano Paraesternal longitudinal: ventriculo esquerdo 

Depois de encontrar a melhor imagem no eixo paraesternal longitudinal, a profundidade da 
imagem deve ser aumentada para que se possa observar alem da parede posterior, avaliando 
quaisquer condigoes anormais, como derrame pleural ou pericardico (Tabela 2.1). Essa “visao 
geral” e a primeira imagem que deve ser capturada. A proxima imagem e obtida apos a redugao 
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da profundidade para encaixar perfeitamente o piano paraesternal longitudinal no setor, deixando 
cerca de 1 cm de profundidade alem do pericardio. Esta visao deve mostrar o movimento de 2 
dos 3 folhetos da valva aortica (VA) e de ambas as cuspides da valva mitral (VM) (Tabela 2.2). 
Em seguida, a fungao de zoom deve ser usada para visualizar de maneira ideal a VA e a via de 
saida do ventrfculo esquerdo (VSVE). [14] Muitas vezes, a janela para visualizar a VSVE e a 
aorta e diferente da que foca no VE, e o reposicionamento e necessario para demonstrar a melhor 
visualizagao da VSVE e da aorta. Uma atengao especial deve ser dada ao movimento da valvula 
e a qualidade da imagem para medidas lineares da VSVE e da aorta. O transdutor deve ser 
deslizado ligeiramente em diregao a jungao sinotubular (JST) e um filme deve ser obtido (Tabela 
2.3). Apos o congelamento da imagem, o trackball e rolado para o quadro que demonstra a VA 
fechada, e e dada atengao a valva fechada, JST, seios de Valsalva e aorta ascendente (Asc Ao), 
para garantir que a qualidade da imagem seja adequada para as medidas. [2] Se necessario, o 
transdutor pode ser posicionado um ou dois espagos intercostais acima, ou o paciente 
reposicionado para obter uma visao mais completa da Asc Ao. Pode ser util obter essa imagem 
com o paciente em expiragao. Os primeiros centfmetros da aorta devem ser vislveis. Em seguida, 
a caixa de zoom da ROI e posicionada sobre a VM para demonstrar o movimento das cuspides 
anterior e posterior. A ROI tambem deve demonstrar adequadamente o atrio esquerdo (AE) e a 
porgao de entrada do VE. Este e o filme final da visualizagao do eixo paraesternal longitudinal 
(PLAX) (Tabela 2.4). 

2. Janela da via de saida do Ventriculo Direito 

A janela da via de saida do ventriculo direito (VSVD) visualiza a valva pulmonar (VP) e o fluxo 
desafda do ventriculo direito (VD). Para obter essa visao, o transdutor e inclinado anteriormente 
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a partir da visao PLAX e girado ligeiramente no sentido horario. 54 ’ 55 As estruturas cardiacas 
visualizadas nesta janela incluem a VSVD, dois folhetos da VP, a arteria pulmonar principal 
(APP), e em alguns casos, a bifurcagao da arteria pulmonar (AP). Uma imagem dessa janela deve 
ser gravada (Tabela 2.5). 

3. Visao da via de entrada do Ventriculo Direito 

A visualizagao da via de entrada do ventriculo direito e obtida pela inclinagao do transdutor 
inferiormente em diregao ao quadril direito do paciente. 54,55 Uma rotagao adicional no sentido 
anti-horario do transdutor pode ser necessaria para otimizar a demonstragao da cuspide anterior e 
de uma segunda cuspide da valva tricuspide (VT). Dependendo da orientagao, a cuspide septal 
(se o septo e visivel) ou a cuspide posterior (se o septo nao estiver visfvel) serao observadas. A 
VT deve estar no centra do setor com partes consideraveis do VD visualizadas na parte superior. 
O canto superior direito e a parede anterior do VD e a esquerda,parede inferior do VD. O atrio 
direito (AD) e, em algumas circunstancias, a valvula de Eustaquio, a fistula de Eustaquio, o seio 
coronariano (SC) e a veia cava inferior proximal estao na parte inferior do setor. Uma imagem 
dessa janela deve ser gravada (Tabela 2.6). 

B. Plano Parasternal Eixo Curto (PSAX) 

As janelas PSAX sao obtidas girando o transdutor em 90° no sentido horario, a partir da janela 
PLAX, para posicionar o feixe perpendicular ao eixo longo do VE. 514,54 Varias estruturas 
anatomicas sao visualizadas inclinando o transdutor progressivamente de cima para baixo, em 
varios nfveis. A primeira imagem comega ao nfvel dos grandes vasos (aorta e AP). Nessa visao, a 
aorta acima da valvula e vista em corte transversal e a VSVD, a valva pulmonar, a APP e o infcio 
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dos ramos esquerdo e direito da AP sao visualizados. A qualidade da imagem e a visualizagao 
das estruturas podem ser melhoradas ao mover o transdutor em um espago intercostal acima. 
Uma imagem deve ser gravada neste mvel (Tabela 2.7). 

A inclinagao inferior demonstraa valva pulmonar, a VA (e todos os seus tres folhetos) e a VT, 
alinhadas da direita para a esquerda em todo o setor. 54 Uma janela maior deste setor deve ser 
tomada para visualizar o AE imediatamente abaixo da VA, o septo interatrial e a transigao para o 
AD. Partes do apendice atrial esquerdo podem estar visfveis no lado direito do setor, em alguns 
pacientes. 14 No setor superior, deve-se tomar cuidado para demonstrar a transigao no VD, dos 
tratos de via de entrada para a via de safda (Tabela 2.8). Cada valvula deve ser avaliada 
manipulando o tamanho do setor ou o uso da fungao zoom. Um filme deve ser realizado com 
zoom na VA, para demonstrar o numero e movimento dos folhetos (Tabela 2.9). Nesse mvel, 
uma manipulagao ainda mais minuciosa pode demonstrar a origem do tronco da arteria coronaria 
esquerda, a partir da posigao do folheto coronariano esquerdo (3 a 5 horas). 56 O movimento 
adicional do transdutor em diregao ao folheto coronariano direito pode mostrar a origem da 
arteria coronaria direita (11 horas). 56 A visao da origem das arterias coronarias nao e 
considerada parte do exame de rotina. Dadas as necessidades cllnicas variaveis da populagao 
atendida, cada laboratorio de ecocardiografia deve desenvolver uma polltica de inclusao rotineira 
de imagens das origens das arterias coronarias. Em seguida, o setor deve ser ajustado para 
demonstrar a anatomia e o movimento das cuspides da VT. Alem disso, o AD inteiro, a via de 
entrada no VD e as areas ao redor do septo ventricular alto devem ser demonstradas. Varias 
capturas de imagens e filmes podem ser necessarios neste mvel (Tabela 2.10a). Apos avaliar a 
VT, o transdutor e inclinado em diregao a VSVD e a VP, e um filme e adquirido (Tabela 2.10b). 
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A partir do irivel dos grandes vasos, o transdutor e inclinado inferiormente e levemente para a 
esquerda em diregao ao apice do coragao, parando no nivel da VM. I4 ' 54 ' 55 Nesta visao, a 
movimentagao maxima de ambas as cuspides anterior e posterior da VM devem ser claramente 
demonstrada. O VD aparece como um crescente nas partes superior e esquerda do setor. As 
paredes anterior, lateral e inferior do VE sao visiveis. As configuragoes devem ser ajustadas para 
obter uma visao clara da parede livre. Um filme deve ser feito mostrando a VM e VD (Tabela 
2 . 11 ). 

Em seguida, o transdutor e inclinado para um local imediatamente abaixo das extremidades das 
cuspides da valva mitral, ao nivel dos musculos papilares. 14,54,55 O ventriculo deve parecer 
circular e os musculos papilares nao devem ser oscilantes. Isso ocorre aproximadamente no nivel 
ventricular medio-esquerdo e e uma visao particularmente importante para analisar a fungao 
global e regional do VE. As configuragoes de imagem devem ser cuidadosamente ajustadas para 
otimizar o movimento e o espessamento miocardico. O VD continua presente nas porgoes 
anterior e medial do setor. Pelo menos dois filmes neste nivel devem ser adquiridos (Tabela 
2 . 12 ). 

O ultimo filme PSAX a ser adquirido esta no nivel do tergo apical do ventriculo 14,54,55 Isso pode 
exigir inclinagao, ou deslizar o transdutor para baixo em um ou dois espagos intercostais e 
lateralmente para melhor visualizagao do apex. O VD geralmente nao esta mais presente no setor 
(Tabela 2.13). 

C. Janela Apical 

Depois que as janelas de PSAX sao realizadas, a janela apical e proxima a ser analisada. 5,14 A 
posigao apical e normalmente encontrada no lado esquerdo do torax, perto do ictus cordis. 
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alinhado com a linha axilar media, como a maioria das pessoas, que apresentam levocardia. Um 
bom ponto de partida e o 5° espago intercostal, mas deve-se notar que muitas vezes ha mais de 
uma janela apical que pode ser usada durante o exame. O termo “eixo” tern sido usado para a 
projegao ideal de ultrassom atraves do apice dos ventrfculos, valvas atrioventriculares e atrios, 
em um vetor que maximiza o eixo longitudinal do coragao. 14 Idealmente, essa visao deveria 
estar disponivel em todos os pacientes, permitindo uma otima qualidade de imagem. No entanto, 
nem sempre e esse o caso, pois a transmissao por ultrasom e limitada pelos espagos intercostais. 
Alteragoes na estrutura cardiaca devido a cardiopatias e mudangas na estrutura da cavidade 
toracica tambem podem tornar a visao ideal impossfvel. Para melhor posicionar o transdutor para 
a janela apical, recomenda-se uma imagem que melhor exponha o apice. Ao longo do exame, o 
reposicionamento do paciente pode melhorar a qualidade da imagem em varias janelas apicais. 
Em geral, quando avaliamos a janela apical em um coragao normal, o eixo longo da base do AE 
ate o apice do VE deve consistir em cerca de dois tergos do VE e um tergo do AE. Este e um 
guia subjetivo util para saber se o VE nao esta encurtado. Alem disso, o VE deve estarafilado em 
uma forma elipsoide no apice. Se o ventrfculo estiver encurtado, o apice parecera mais 
arredondado. 9 

1. Plano Apical de 4 Camaras 

A primeira janela apical a ser adquirida e a janela A4C. Para obter essa visao, o transdutor e 
colocado no ictus cordis, com o apontador do transdutor voltado para o leito. A imagem e 
otimizada para que todas as quatro camaras sejam vistas, com estruturas do lado esquerdo 
aparecendo no lado direito da tela, e estruturas do lado direito a esquerda. 14 No coragao normal, 
o apice do VE esta no topo e no centra do setor, enquanto o VD e de forma triangular e tern uma 
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area consideravelmente menor. O miocardio deve ser visfvel uniformemente do apice ate as 
valvas atrioventriculares, e a banda moderadora identificada na parte apical do VD. O 
movimento completo das duas cuspides da valva mitral e duas das cuspides da valva tricuspide 
(septal e posterior ou anterior) devem ser identificados. As paredes e septos de cada camara 
devem ser visualizados para avaliar as medidas de tamanho e fungao. 2 Observar essa janela 
durante a respiragao permite ao operador avaliar a interdependence ventricular, as 
anormalidades do movimento septal, e o movimento do septo atrial aneurismatico. O filme 
inicial deve abranger uma visao completa de todas as quatro camaras, incluindo a visualizagao 
completa dos atrios para avaliagao global dos tamanhos (Tabela 2.14). Para facilitar a 
quantificagao e a observagao do movimento dos segmentos das paredes, o tamanho do setor deve 
ser reduzido para incluir apenas os ventrfculos. Esse tamanho menor tambem e recomendado 
para imagens de strain longitudinal e aquisigao de volume 3D. 57 Um ou dois filmes 2D 
adicionais devem ser gravados neste nfvel (Tabela 2.15). 

2. Visao focada no Ventriculo Direito 

Para obter a janela focada no VD, a janela A4C deve ser inicialmente obtida. O transdutor e 
entao girado levemente no sentido anti-horario, mantendo-o no apice para maximizar a area do 
VD nessa janela. O piano deve ser mantido no centra do VE, evitando a inclinagao anterior para 
uma visao de cinco camaras. Pequenos ajustes devem ser feitos para maximizar a area 
visualizada do VD. 58,59 Essa janela e recomendada para a medida linear e da area do VD. O 
posicionamento alternativo do transdutor inclinando-se em diregao ao lado direito do coragao ou 
deslizando para uma janela mais medial, em um espago intercostal acima, pode ser necessario em 
alguns pacientes. Ambas as manobras podem ser usadas para alinhar o vetor do anel da VT para 
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a excursao sistolica do piano anular da tricuspide (TAPSE) e as medidas de velocidade. 60,61 E 
recomendado aplicar zoom no anel da VT para medida do TAPSE. Para laboratories com 
tecnologia de strain, essas janelas podem ser otimizadas para o strain longitudinal do VD. 58,59 
Pelo menos 2 filmes dessas janelas sao recomendados (Tabela 2.16). 

3. Plano Apical de 5 Camaras 

A partir da janela A4C, a janela apical de cinco camaras e obtida inclinando o feixe de ultrassom 
anteriormente ate que a VSVE, VA e a Asc Ao proximal sejam visualizadas. 14 O exame nesta 
visao deve focar na VSVE, VA e VM. Um filme dessa janela deve ser gravado. Observando-se 
alem do fluxo aortico nessa visao, pode-se ver tambem uma parte da veia cava superior (VCS) 
entrando no AD. A inclinagao anterior contmua pode demonstrar a VSVD e a valvula pulmonar 
em alguns indivfduos. 54,55 Essa visao da VSVD nao e considerada parte do exame normal 
(Tabela 2.17a, b). 


4. Janela do seio corondrio 

A partir da visao do A4C, o transdutor e inclinado posteriormente para a imagem do SC, 54,55 que 
aparece como uma estrutura em forma de tubo substituindo a VM entre o VE e o AE. O seio 
termina perto da jun?ao do folheto septal da VT e do AD. Uma estrutura semelhante a uma 
membrana, a valvula de Thebesius, pode estar presente na jungao do SC com o AD. Nessa visao, 
a valvula de Eustaquio pode ser visualizada no AD e a veia cava inferior (VCI) tambem pode ser 


visfvel (Tabela 2.18). 
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5. Janela de Duas Camaras 

A partir da visualizagao completa do A4C, o transdutor e girado aproximadamente 60 graus no 
sentido anti-horario para demonstrar a visao apical de duas camaras (A2C). 14 Nesta visao, o AE, 
a VM e o VE sao demonstrados. O SC tambem pode ser visto em eixo curto, posicionado no 
sulco atrioventricular. Outras estruturas que podem ser visfveis sao o apendice atrial esquerdo ao 
longo do lado direito do setor e a veia pulmonar superior esquerda. Dois videos dessa janela 
devem ser obtidos, um da visao completa do setor (Tabela 2.19) mostrando todo o VE e AE, e 
um segundo video focalizado mostrando apenas o VE (Tabela 2.20). 

6. Janela do Eixo Longo Apical (Janela 3 Camaras) 

Para obter a visao do eixo longo apical, comumente referido como a visao 3 camaras, o 
transdutor deve ser girado 60 graus no sentido anti-horario a partir da visao A2C. 14 A visao do 
eixo longo apical demonstra o AE, VM, VE, VA e aorta. Como na visao A2C, dois videos 
devem ser gravados: um do setor completo (Tabela 2.21) do apice a base do AE, e um segundo 
video direcionado ao VE (Tabela 2.22). 

7. Janela Apical de Quatro Camaras e do Duas Camaras Demonstrando os Atrios e as Veias 
Pulmonares 

A partir da visualizagao padrao A4C, para otimizar a imagem dos atrios, a profundidade da 
imagem deve ser aumentada para que seja possfvel ver 2 cm atras dos atrios. Isso permitira a 
geragao de imagens das veias pulmonares que entram nos atrios (Tabela 2.23). Alem disso, a 
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zona focal (se disponfvel) pode ser colocada ao nfvel das valvas atrioventriculares e / ou logo 
atras dos atrios, o que demonstrar mais claramente a anatomia. O ganho geral e a compensagao 
de ganho temporal devem ser ajustados para otimizar a imagem no modo B. Um video e gravado 
demonstrando as veias pulmonares entrando no AE. 

Frequentemente a melhor imagem do AE nao esta no mesmo piano que a imagem ideal do VE. O 
transdutor deve ser posicionado separadamente para otimizar a visao do AE, para maximizar a 
largura da base da camara atrial, seguida de posicionamento para maximizar o eixo longo da 
camara para evitar encurtamento. Esta imagem deve ser registrada e usada para quantificagao da 
camara. Da mesma forma, o transdutor deve ser reposicionado para obter uma imagem ideal do 
AD, a ser usada para quantificagao. Os videos devem ser gravados especificamente para 
quantificagao. 

Voltando para a visao A2C, o processo deve ser repetido para obter dados otimos na imagem de 
duas camaras do AE. Com o posicionamento adequado, o AE na visao A2C deve ter uma 
dimensao de eixo longo dentro de 5 mm da obtida na visao A4C. 


D. Janela Subcostal e Visualizagoes 

A janela SC e utilizada para avaliar o coragao, o pericardio, a espessura da parede livre do VD e 
os grandes vasos localizados no abdome (VCI e VCS, veias hepaticas (Hvns) e aorta abdominal). 
Pode ser muito util para imagens do coragao quando as imagens da janela paraesternal estao 
abaixo do ideal. 2,14 A janela SC e obtida com o paciente deitado em posigao supina com os 


musculos abdominais relaxados. Fazer com que o paciente dobre os joelhos pode ajudar a relaxar 
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os musculos do estomago, facilitando a obtengao das imagens. A imagem pode ser melhorada, 
adquirindo-a durante a inspiragao mantida. 

1. Janela Subcostal de 4 Camaras 

A imagem do SC comega com o transdutor colocado no abdome do paciente na jungao da caixa 
toracica (processo xifoide), com o marcador do fndice apontado para a esquerda do paciente, por 
volta da posigao de 3 horas. O transdutor e apontado para o ombro esquerdo do paciente, 
transeccionando o coragao em uma orientagao de 4 camaras. A partir dessa imagem, a VT do 
AD, o AE, a VM, o VE, o septo interatrial e o septo interventricular podem ser examinados. 14 
Essa visao e particularmente importante para avaliar defeitos nos septos interatrial e 
interventricular e a espessura da parede do VD, pois o feixe de ultrassom e perpendicular a cada 
septo. Um video deve ser gravado (Tabela 2.24). 

2. Visao do eixo curto subcostal 

A partir da visao de quatro camaras, a rotagao do transdutor no sentido anti-horario de 
aproximadamente 90 graus deve resultar em uma orientagao de eixo curto do coragao. O ffgado e 
a VCI sao visualizados mantendo a orientagao do eixo curto do coragao e apontando o transdutor 
em diregao ao ffgado do paciente (Tabela 2.25). O principal objetivo dessa visao no exame de 
rotina e mostrar a VCI no piano longitudinal por varios centfmetros a medida que ela vai para o 
AD. 2 Um video de um ciclo respiratorio deve ser obtido da VCI longitudinal. Essa visao e usada 
para medir o diametro da VCI e avaliar as alteragoes do diametro da VCI durante a respiragao 
(fndice de colapsibilidade) para estimar a pressao venosa central. 2,58 A drenagem das veias 
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hepaticas na VCI tambem deve ser visualizada a partir dessa visao, e um video deve ser 
adquirido (Tabela 2.26). 


E. Visao do Eixo Longo na Regiao Suprasternal 

O paciente e posicionado em posigao supina com um travesseiro atras dos ombros para que a 
cabega possa ser inclinada para tras. Virando o rosto do paciente para a esquerda, o transdutor e 
colocado na regiao supraesternal, com o indice voltado para as 12 horas inicialmente, com 
rotagao gradual no sentido horario em diregao ao ombro esquerdo (1 hora) e inclinado em 
diregao ao piano que corta o mamilo direito e a ponta da escapula esquerda (Tabela 2.27). 14,55 
As estruturas visualizadas sao a aorta (ascendente, transversal e descendente) e as origens das 
arterias inominada, carotida comum esquerda e subclavia esquerda. A arteria pulmonar direita e 
demonstrada em um corte transversal. Visoes adicionais da janela supraesternal sao fornecidas 
no apendice. 


V. MEDICOES2D 

A. Visao do Eixo Longo Paraesternal 

A visualizagao do eixo longo paraesternal deve ser usada para medigoes lineares do VE. 


1. Ventriculo Esquerdo 
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A espessura da parede ventricular esquerda e a dimensao da camara sao medidas no final da 
diastole, definida como o primeiro quadro de video imediatamente apos o fechamento da cuspide 
da valva mitral. 2 Se o movimento mitral nao estiver visivel, a diastole final pode ser 
identificada como o pico da onda R no ECG. A imagem deve demonstrar a camara ao longo do 
eixo central para maximizar a dimensao. Os musculos papilares nao devem estar visiveis na 
visualizagao do eixo longo paraesternal. Uma linha e estendida, perpendicularmente ao eixo 
longo do VE, da interface do miocardio compactado do septo interventricular ate a borda interna 
do miocardio compactado da parede posterior (Tabela 3.1). A medigao deve ser obtida no nivel 
logo abaixo das pontas das cuspidesda VM. 2 O septo interventricular e a parede posterior do VE 
devem ser medidos no mesmo tempo e nivel que a dimensao diastolica final do ventriculo 
esquerdo. Apenas o tecido compactado do septo deve ser incluido na medida, tomando-se o 
cuidado de evitar a inclusao de trabeculas do VD, da insergao da banda moderadora ou do 
aparelho valvar da VT, como espessura septal. 62 Para a medida do septo interventricular, o cursor 
eletronico deve ser colocado na interface onde a cavidade ventricular direita se encontra com o 
septo interventricular compactado, e movido para onde o septo interventricular se encontra com a 
cavidade do VE. 2 Para a medida da parede posterior do VE, o cursor eletronico deve ser 
colocado na interface da parede posterior compactada e da cavidade do VE e movido para a 
interface da parede pericardica posterior do VE. 2 Deve-se tomar cuidado para evitar a inclusao 
do aparelho valvar da VM na medigao (Tabela 3.2a, b).0 video deve ser avangado quadro a 
quadro para auxiliar na diferenciagao da parede posterior com os folhetos e as cordas tendineas. 
A dimensao sistolica final do ventriculo esquerdo deve ser obtida na menor dimensao da 
cavidade, geralmente o quadro que antecede a abertura diastolica inicial da VM, distalmente as 
pontas das cuspides da VM (Tabela 3.3). 2 Uma excegao a essa regra envolve a presenga de 
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espessamento isolado do septo basal (septo sigmoide ou protuberancia septal). Neste caso, o 
local de medigao na sfstole e diastole deve ser movido levemente em diregao ao apice do VE 
para um pouco alem da protuberancia septal, fazendo todas as medidas lineares nesse nfvel. 63 ’ 64 
As medigoes devem permanecer perpendiculares ao eixo longo do ventrfculo (Tabela 3.4). 

2. Via de saida do ventricular direito proximal 

A VSVD proximal deve ser medida no final da diastole no eixo longo paraesternal. O cursor 
eletronico de medigao deve ser colocado na interface da parede anterior compactada do 
ventrfculo direito e na cavidade do VD, e estendido ate a interface da jungao septal-aortica 
(Tabela 3.5). 58 

3. Medidas anterior e posterior do atrio esquerdo 

Medidas anteroposterior lineares 2D do AE sao preferidas. O modo M tambem pode ser usado 
para esta medigao. O AE e medido no final da sfstole usando o metodo de borda anterior a borda 
anterior. 2 Para a tecnica 2D, o cursor eletronico e colocado ao nfvel do seio de Valsalva (SoVAo) 
da raiz da aorta e estendido ate a borda anterior da parede posterior do AE, perpendicular ao eixo 
longo da camara atrial (Tabela 3.6). 2 Para o modo M, o cursor e orientado perpendicularmente a 
raiz da aorta e ao AE, no nfvel dos seios da aorta. O cursor eletronico de medigao e posicionado 
na borda anterior da parede posterior do seio aortico e estendido ate a borda anterior da parede 
posterior do atrio esquerdo (Tabela 4.1). 2 
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4. Via de saida do Ventriculo Esquerdo e Anel Aortico 

Os diametros da VSVE e do anel aortico sao medidos a partir de imagens ampliadas no eixo 
longo paraesternal da VSVE e VA. A imagem deve ser otimizada para mostrar o eixo central da 
VSVE com visualizagao dos pontos de insergao das valvulas da VA (anel).O diametro do anel 
aortico e medido a partir da borda interna ate a borda interna dos pontos de insergao dos folhetos 
coronario direito e nao coronario, na abertura maxima da valva proximo a sistole media (Tabela 
3.7). Para o diametro da VSVE, usando a metodologia similar de borda interna a borda interna, a 
medida deve ser feita aproximadamente 3 a 10 mm do piano da valva na meso sistole. 35,37 As 
interfaces de diametro sao o septo ventricular do miocardio compactado e a cuspide anterior da 
VM. A posigao de medigao do diametro deve corresponder aonde o volume da amostra do 
Doppler pulsatil e colocado para o tragado do Doppler da VSVE (Tabela 3.8). 2 

5. Aorta Ascendente 

Varias medidas da aorta sao feitas a partir da visao do eixo longo paraesternal. Todas as medidas 
sao feitas perpendicularmente ao longo eixo do vaso na maior dimensao, usando a tecnica borda 
anterior a borda anterior no final da diastole. 2 A medida dos seios da valva aortica e feita no 
diametro maximo do seios. A medida da jungao sinotubular deve ser feita na jungao dos seios 
distais e origem da aorta tubular (Tabela 3.9). A porgao tubular da aorta ascendente e medida na 
maior dimensao identificada acima dos seios aorticos. 2,65 A mudanga para uma janela 
paraesternal mais alta, mais proxima do esterno e / ou realizar expiragao pode ser necessario para 
visualizar a aorta ascendente (Tabela 3.10). 
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B. Visao do Eixo Curto Paraesternal 

1. Via de Saida do Ventriculo Direito 

A VSVD proximal e distal sao medidas a partir da visao do eixo curto paraesternal, que e 
posicionada para mostrar a VA no nivel dos folhetos na diastole final. Um cursor eletronico e 
colocado na interface da parede anterior do ventriculo direito do miocardio compactado e a 
cavidade do ventriculo direito, e uma linha e estendida ate a interface sangue-tecido da raiz da 
aorta. A VSVD distal deve ser medida usando a tecnica borda interna a borda interna na diastole 
final proximo a VP (Tabela 3.11). 58 

2. Arteria Pulmonar 

O ramo principal da arteria pulmonar e medido no meio do caminho entre a VP e a bifurcagao da 
AP, usando a tecnica borda interna a borda interna no final da diastole (Tabela 3.12). 58 

C. Visualizagoes Apicais 

1. Volume do Ventriculo Esquerdo 

O calculo dos volumes do VE e da fragao de ejegao das medidas lineares nao e recomendado e 
nao deve ser relatado. 2 


a. Metodo biplanar de discos 

O metodo biplanar de discos e a tecnica de medigao de volume 2D recomendada. As 
visualizagoes apicais devem ser usadas com um tamanho de setor reduzido que apenas exiba o 
VE, o aparato da valva mitral e uma pequena porgao do AE, para melhorar a definigao da camara 
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a uma taxa maxima de quadros. O apex do VE deve estar centrado no setor e o eixo longo da 
camara maximizado.As medigoes do volume do VE sao feitas tragando-se a cavidade do VE ao 
longo da interface do miocardio compactado e nao compactado da parede da camara. Essas 
medidas sao feitas nas janelas apicais de 4 e 2 camaras no final da diastole e no final da sistole, 
definidas como as maiores e as menores areas visiveis em cada janela, respectivamente. 
Musculos papilares e trabeculas sao exchudos do tragado e sao considerados parte da camara. O 
tragado e concluido desenhando uma linha horizontal no VE no nivel do anel da VM. A partir do 
centro dessa linha, uma linha vertical e estendida ate o ponto mais distante do apice para o 
calculo da altura dos discos. 2 A diferenga nos comprimentos do VE entre as janelas de 4 e 2 
camaras deve ser inferior a 10%. 2 Varios sistemas oferecem algoritmos de rastreamento 
endocardico semiautomatico para calcular volumes e fragao de ejegao. Os sistemas devem exibir 
rastreamento endocardico durante todo o ciclo cardiaco para permitir a avaliagao da qualidade 
dos dados. Erros no rastreamento podem ser ajustados manualmente.Estes ciclos de rastreamento 
devem sempre ser gravados para permitir que o interprete do estudo julgue a qualidade dos 
dados. Da mesma forma, os dados brutos dos ciclos usados para os tragados da soma biplanar 
devem sempre ser registrados como parte do estudo. Quando a definigao endocardica e reduzida, 
os agentes de contrastesao altamente recomendados e podem melhorar significativamente a 
quantificagao (Tabela 3.13). 2 

b. Volume ventricular esquerdo 3D 

Se disponfvel, o uso de algoritmos com a tecnica 3D para avaliagao do volume e da fungao do 
VE sao preferfveis, em relagao a tecnica de discos. 2,57 Todas as tecnicas discutidas acima para 
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otimizagao da avaliagao do LV sao relevantes para as imagens 3D. E importante o adequado 
posicionamento do VE, de tal forma que toda a camara seja capturada na avaliagao do volume 
com um maior taxas de quadros possfvel. Diversos sistemas oferecem algoritmos 
semiautomaticos para o calculo volumetrico. Esta tecnica oferece potencialmente a melhor 
correlagao dos volumes derivados da ecocardiografia em relagao as referencias padrao, quando a 
qualidade da imagem ecocardiografica e excelente. 66 

Atraves das tecnicas 2D, metodos de exibigao integrado de rastreio e calculo volumetrico sao 
necessarios para que seja avaliada qualidade da informagao (Tabela 3.14). Laboratories 
ecocardiograficossao encorajados a estabelecer algoritmos padronizados para o adequado 
processamento e divulgagao das informagoes 3D. 


2. Volume atrial esquerdo 

Conforme ja citado, imagens do AE 2D devem ser obtidas independentemente e otimizadas para 
a quantificagao do seu volume. 2 Primeiramente, o volume maximo ao final da sfstole deve ser 
identificado. As bordas endomiocardicas devem ser tracejadas nas janelas A4C e A2C. O 
tracejado do AE estara completo ao desenhar uma linha de um lado do anulo ao lado 
contraposto. O apendice atrial esquerdo e as veias pulmonares nao devem ser inclufdas nesse 
tracejado. O comprimento do AE deve ser aferido em ambas as janelas apicais de quatro e duas 
camaras. O comprimento e medido a partir do centra do anulo mitral ate a borda interna da 
extensao mais distante do tragado superior da parede do AE, aproximadamente no ponto medio. 
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Os comprimentos dos eixos longos devem distar 5mm um do outro. Se esta medida nao for 
alcan?ada, as imagens apicais devem ser reavaliadas. 67 A maioria dos sistemas de ultrassom 
calculam automaticamente o volume do AE de forma biplanar, tanto atraves do metodo de area- 
comprimento quanto atraves da tecnica de de discos biplanar. Atraves do metodo area- 
comprimento, a menor medida obtida (atraves da janela de duas e quatro camaras) deve ser 
utilizada para o calculo do volume do AE. Atraves do metodo somatorio de discos, a maior 
medida deve ser utilizada. O metodo somatorio de discos e a forma preferida para o calculo do 
volume do AE, por envolver menores influencias quanto ao formato do AE (Tabela 3.15, 3.16). 
(2) Devido a variabilidade do calculo volumetrico inerente a cada tecnica, e importante que o 
laboratorio utilize rotineiramente a mesma tecnica. 

3. Dimensoes lineares do ventriculo direito 

Atraves da janela apical A4C focada no VD, a dimensao linear longitudinal ao final da diastole e 
medida atraves do tracejado de uma linha atraves do ponto medio do anulo tricuspide ate a 
interface compactada do miocardio na regiao do apex da camara. Os diametros incluem as 
medidas do diametro transverso maximo no 1/3 basal do VD ao final da diastole, e a dimensao 
linear no ponto medio entre o diametro basal maximo e o apex. O diametro do 1/3 medio da 
cavidade e realizada ao nfvel dos musculos papilares no final da diastole (Tabela 3.17). 2,58 

4. Area do ventriculo direito 

Atraves da janela apical A4C focada no VD, a area do VD e medida tracejando a borda tecidual 
sangue-endocardio do musculo compactado do anulo tricuspide ao apex, e novamente ao anulo 
tricuspide. Realizando esta medida no final da diastole e no final da sfstole e composto a 
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mudanga da area fracionada do VD (FAC). 58,59 Para as medidas do VD, os musculos papilares, 
trabeculas e banda moderadora sao incluidas na aferigao da area. Para adquirir medidas 
acuradas, a janela necessita demonstrar o VDV por inteiro, com adequado posicionamento da 
janela focada no VD (Tabela 3.18). 

5. Volume atrial direito 

Na janela apical A4C, uma visao focada e direcionada ao atrio direito deve ser obtida e 
otimizada. Ao final da sfstole, um esbogo da interface sangue-tecido do AD e tracejado, 
excluindo-se AAD, VCS e VCI, no nlvel do anulo tricuspide. Uma linha vertical e realizada do 
ponto medio do anulo da TV ate o meio da parede basal superior do AD. O metodo somatorio de 
discos plano-unico e utilizado para o calculo do volume do AD (Tabela 3.15). 2,58,67 

D. JanelasSubcostais 

1. Veia Cava Inferior 

O diametro da VCI e aferida atraves da janela eixo longitudinal SC, com o paciente em posigao 
supina. A medida deve ser realizada l-2cm proximal a jungao VCI-AD. 2,58 O diametro da VCI 
deve ser realizada na sua maior dimensao, normalmente durante a expiragao. O registro longo o 
suficiente deve ser feito para observar a variabilidade do diametro da VCI durante o ciclo 
respiratorio. Se a pressao venosa central e normal, o diametro da VCI tipicamente colapsa mais 
que 50% do seu diametro durante a expiragao. Se esta medida nao for observada, o paciente deve 
ser instrufdo a realizar uma respiragao rapida e curta para forgar uma maior diferenga de pressao 
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intratoracica e registro . Esta informagao e levada em consideragao junto ao diametro da VCI 
para estimar a pressao do AD. (Tabela 3.16) 2,58 

Pontos Chave #3 


Medidas 

• Medidas lineares do VE devem ser realizadas pela janela PLAX, com a camara 
ventricular adequadamente centralizada e o mais perpendicular possivel do eixo 
longo. 

• Realizar rotineiramenteaferigao das medidas do VE logo abaixo das pontas das 
cuspides da VM. Dar atengao a parede posterior; evitando medidas em conjunto com 
as cordas da valva mitral e aparato dos musculos papilares. Similarmente, evitar 
inclusao de estruturas do lado direito que se inserem no septo ao aferir a espessura 
septal. 

• Se um septo mais saliente estiver presente, mova a aferigao da dimensao ligeiramente 
apical alem da saliencia. 

• O diametro anteroposterior do AE deve ser aferido pelo modo M ou 2D como o 
diametro linear desde SoVAo ate a parede posterior do atrio esquerdo. 2D e 
preferivel em relagao a tecnica do modo M. Ambas as tecnicas de medida devem 
seguir orientagao consistente com estas duas estruturas. 

• Diametros da VSVE e anulo aortico sao medidas provenientes da sistole, aferigoes da 
aorta sao oriundas da diastole. O diametro do trato de saida e definido pelo septo e 
pela cuspide anterior da valva mitral, a localizagao do trato de saida e definido pelo 
posicionamento da amostra de volume onde atinja-se um fluxo laminar proximal a 
AV. 

• O volume do LA calculado pelas janelas A4C e A2C ajustado em exibigao otimizada 
e o metodo preferido para quantificagao do tamanho do atrio. O eixo longo supero 
inferior obtido atraves das duas janelas devem distar 5mm um do outro. 

• Area e medidas do VD sao preferencialmente medidas atraves da janela focada no 
VD. 

• Tecnicas do modo M nao recomendadas para aferigao de medidas rotineiramente. 
Medidas especializadas como TAPSE, diametro da VCI durante a respiragao, ou 
analise prolongada da movimentagao dos folhetos daVA em pacientes com 
dispositivos de assistencia do VE sao medidas especializadas valiosas. 

• Volume do VE e FE do VE sao preferencialmente aferidas atraves de tecnicas 3D. O 
tamanho e a profundidade do volume adquirido devem ser otimizados em frame rate 
maximizado. Rastreamento de todo ciclo cardiaco deve ser revisado e corrigido, e 
dispostos como parte das imagens finais adquiridas. 




61 


VI. MEDIDAS NO MODO M 

Medidas para quantifica?ao realizadas rotineiramente pelo modo M nao sao recomendadas. 
O comite desta diretriz nao recomenda grava?ao das janelas padroes PLAX da VM e do VE 
como unica forma de diagnostico que incorpora eventos temporais (ex. movimenta?ao da 
VM, movimenta?ao das paredes septal e posterior) que possam estar presentes (Tabela 4.2, 
4.3). O diametro anteroposterior do AE, discutido na sessao de medidas do AE e as duas 
medidas ja discutidas acima ainda podem estar presentes em alguns laboratories e em 
protocolos de pesquisas de imagem. 

A. Excursao sistolica planar do anulo tricuspideo (TAPSE) 

O TAPSE e uma medida da performance sistolica longitudinal do VD. (60,61) E aferido na 
janela apical A4C. 58,59 O cursor do modo M deve ser alinhado ao longo da parede livre do 
VD o mais perpendicular da regiao lateral do anulo tricuspideo possfvel (e o mais paralelo 
possfvel do movimento do anulo da VT). A regiao de interesse do anulo da VT deve ser 
demonstrado o maior possfvel sem excluir estruturas anatomicas relacionadas. A distancia 
movida desde a borda do anulo no final da diastole ate o apice ao final da sfstole e aferida 
(Tabela 4.4). 2 > 58 > 59 
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B. Veia cava inferior 

O modo M atraves da janela SC e o metodo preferido para aferir o diametro da VCI 69 e o 
rndice de colapsibilidade da VCI.70 (70). O cursor do modo M e posicionado atraves da VCI 
cerca de l-2cm distal ao AD, e o diametro da VCI e medido no repouso e durante a 
respiragao normal. Tambem pode ser aferida atraves do paciente realizando manobra 
respiratoria. O rndice de colapsibilidade pode ser calculado usando a razao entre os diametros 
obtidos. 2 Deve ser tornado cuidado no posicionamento do cursor do modo M de forma 
perpendicular, onde o diametro pode ser erroneamente superestimado. Observando a VCI no 
eixo curto durante a manobra respiratoriapode ajudar a determinar se a VCI se mantem sem 
variagoes durante a inspiragao (Tabela 4.5). 

C. ValvaAortica 

Existem algumas circunstancias em que o modo M da valva VA pode ser util na analise 
temporal de eventos e monitoramento da abertura e fechamento da valva. Um exemplo 
clrnico seria utilizar o modo M para aferir o grau de abertura da VA em pacientes com 
dispositivos de assistencia ventricular esquerda. 71 

VII. IMAGENS NO COLOR DOPPLER 


Ecocardiografiacom Doppler colorido (CDI) e rotineiramente utilizada em virtualmente 
todas as imagens adquiridas pelo metodo 2D. Nao e uma tecnica de imagem independente. 
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Portanto, todo CDI deve ser interpretado no contexto de imagens do modo M, 2D, ou 3D, 
com as quais sao combinadas. Recomenda-se que as imagens anatomicas devam ser 
adquiridas primeiro, seguidas imediatamente pelo exame do CDI. Pelo fluxo rotineiro 
normal, uma avaligao pelo CFI ja e adequado. Para sinais de fluxos atlpicos ou excentricos, 
multiplas janelas, varreduras e imagens excepcionais sao recomendadas para melhor 
caracterizagao da patologia. Se necessario, a largura do setor pode ser reduzido para melhorar 
o frame rate, porem a largura setorial nao deve ser reduzida a ponto de eliminar partes da 
regiao de interesse. Imagens simultaneas lado a lado demonstrando uma imagem na escala 
cinza de um lado, e imagem com color Doppler do outro lado, pode auxiliar em determinadas 
situagoes, porem nao e recomendada como unica avaliagao color em todo protocolo. 
Raramente ambas as imagens serao otimas simultaneamente, e a informagao proveniente do 
metodo CDI ou pela escala em cinza pode ser perdida. Similarmente, protocolos que utilizam 
rotineiramente CDI sem uma imagem razoavel em escala em cinza serao apropriados. 
Enquanto se economiza tempo, informagoescruciaisseraoperdidas. 

A. Trato de safda do Ventriculo Direito, Valva Pulmonar e Arteria Pulmonar 

CDI deve ser usado para avaliagao do VD, VP, tronco da arteria pulmnonar e arterias 
pulmonares com analise do fluxo sistolico, da insuficiencia valvar e de eventuais shunts. 37 ' 
43 Estas estruturas sao avaliadas atraves das janelas PLAX, PSAX e SC. A escala CDI deve 
ser ajustada entre 50-70cm/s, podendo ser reduzida em casos de baixo fluxo. 
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B. Via de entrada do Ventriculo Direito e Valva Tricuspide 

A VT pode ser analisada utilizando metodo CDI atraves da janela PLAX via de entrada do 
ventriculo direito, janela PSAX (ao nivel da aorta), janela apical A4C, janela apical focada 
no VD e janela SC. Em cada visao, tanto o fluxo de entrada quanto a Insuficiencia valvar sao 
acessfveis. A escala de velocidade do fluxo color usada inicialmente e normal (50 - 70cm/s), 
particularmente se a Insuficiencia da VT for observada. A escala de velocidade e ganho 
podem ser otimizados para demonstrar velocidade de fluxo baixa. Demais janelas podem ser 
utilizadas para melhor caracterizagao de jatos regurgitantes (Tabelas 5.2, 5.3, 5.4). 37,43 CDI 
tambem deve ser usado para guiar o posicionamento do cursor do PW e CW para alinhar a 
amostra o mais paralelo possfvel do fluxo. 

C. Via de entrada do Ventriculo Esquerdo e Valva Mitral 

A VM deve ser analisada utilizando o metodo CDI atraves das janelas PLAX, PSAX e A4C, 
apical 2 camaras e janelas do eixo longitudinal. Para melhor demonstrar as velocidades do 
fluxo pelo color Doppler atraves da VM direcionadoao VE, a valva deve ser posicionada no 
centra do setor para assegurar que toda a valva esteja inclufda na caixa do color, e entao o 
transdutor deve ser ajustado e angulado atraves da valva para identificar estenoses e jatos 
regurgitantes. Dependendo dos achados iniciais, gravagoes de CDI adicionais devem ser 
realizadas para melhor analise de toda a extensao do trato de entrada e Insuficiencia. Ajustes 
da escala de velocidade padrao combinados ao ganho do CDI otimizado deverao demonstrar 
melhor o fluxo. O fluxo de entrada e melhor demonstrado atraves da janela apical A4C, que e 
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a mais paralela ao fluxo. Entretanto, deve-se perceber que o fluxo atraves da VM e 
normalmente parcialmente direcionado para a parede lateral do VE. Jatos regurgitantes 
devem ser mapeados cuidadosamente e podem mudar drasticamente atraves dos diferentes 
pianos de imagem (Tabelas 5.5, 5.6, 5.6, 5.8). 37,43 

D. Trato de safda do Ventriculo Esquerdo e Valva Aortica 

A YSVE e a VA sao analisados emparelhando a escala de cinza com o metodo CDI atraves 
das janelas PLAX, PSAX, apical 5 camaras e apical longitudinal. A YA e avaliada para 
analisar o fluxo laminar vs. turbulento durante a slstole e para analisar padroes de fluxo 
turbulentos regurgitantes durante a diastole. Em cada janela, a caixa do color deve ser 
ajustada quanto ao tamanho e profundidade para explorar tanto a VSVE quanto a VA. Se 
turbulencia for observada proxima a valva na VSVE, janelas adicionais com aproximagoes 
podem ser necessarias para melhor caracterizar a localizagao do fluxo anormal. Metodo CDI 
combinado ao modo M pode ser de valor adicional para melhor caracterizar o tempo dos 
eventos na VSVE. Ajustes do ganho do color podem ser necessarios multiplas vezes para os 
diferentes tipos de jatos. A configuragao da escala de velocidade padrao pode ser usada 
inicialmente e posteriormente ajustada para medidas especializadas conforme necessidade 
(Tabelas 5.9, 5.10, 5.11, 5.12). 37,43 

E. Arco aortico 

Ao adquirir uma imagem do arco, a caixa do Doppler colorido precisa estar alinhada com o 
segmento de interesse, e o operador precisara manejar o transdutor para demonstrar aumento da 
aorta ascendente, do arco transverso e da aorta descendente (AoDesc) no melhor angulo do 
Doppler que demonstre o preenchimento de cor. Como a aorta esta proxima ao transdutor, 
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alguns aparelhos elevam automaticamente o limite de Nyquist para iriveis muito altos e pode 
precisar ser ajustado para baixo, objetivando um melhor preenchimento de cor. Mudangas na 
tonalidade do Doppler tecidual sao normalmente esperadas, desde tons vermelhos, de fluxo em 
diregao ao transdutor na AoASc, preto no topo do arco, devido a orientagao perpendicular virtual 
ao fluxo, e tons de azul, de fluxo se afastando do transdutor na AoDEsc (Tabela 5.13 a, b) 37,43 

F. Veiaspulmonares 

As veias pulmonares devem ser avaliadas no Doppler colorido na janela A4C. Este piano e mais 
paralelo ao fluxo e tipicamente exibe tres das quatro veias pulmonares. A angulagao anterior para 
a janela apical de 5 camaras, pode demonstrar a 4-veia pulmonar, a veia pulmonar superior 
direita. A profundidade deve ser definida para permitir a visualizagao das veias pulmonares 
chegando ao AE. A tamanho da caixa do Doppler colorido deve ser definida o menor possivel 
para manter taxas de quadros mais altas.Devido a profundidade da imagem e as velocidades mais 
baixas do fluxo, o ganho do Doppler precisara ser calibrado e o limite de Nyquist reduzido para 
demonstrar o bom preenchimento de cor (Tabela 5.14). 3 A imagem latente do Doppler colorido 
pode igualmente ajudar com a identificagao de que a veia pulmonar esta sendo visualizada 
baseada no mapa de cor (vermelho se aproxima, azul se afasta). 

G. Veiashepaticas 

As veias hepaticassao visualizadas na janela SC. 14 A imagem do Doppler colorido e ajustada a 
imagem da veia hepatica media, pois e frequentemente essa veia que se encontra no melhor 
angulo do Doppler. O ROI do Doppler colorido deve ser definido para demonstrar o fluxo 
sanguineo nas veias hepaticasa medida que entram na VCI. O Doppler colorido pode ser 
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otimizado ajustando o ganho e definindo a escala de velocidade para uma faixa 
inferior,demonstrando o melhor preenchimento de cor sem aliasing de cor e rufdo (Tabela 5.15). 

H. Veia cava inferior 

Na janela SC, no eixo longo da VCI, se possfvel, a VCI deve ser visualizada em um angulo de 60 
graus ou menos para melhor demonstrar o fluxo de cores. As configura?oes da escala de 
velocidade de cor devem ser reduzidas e os ganhos ajustados para demonstrar um bom 
preenchimento de cor na VCI. Todo o comprimento VCI visfvel deve ser avaliado com CDI 
(Table 5.16). 

I. Septo atrial 

O septo atrial pode ser visualizado a partir das janelas A4C, PSAX, e SC. 54 A profundidade pode 
ser ajustada ou a caixa com zoom utilizada para demonstrar o AD, o septo interatrial, e o AE, 
com o tamanho da caixa necessario sem eliminar algumas destas estruturas de interesse. CDI e 
otimizado em uma escala de velocidade menor e os ganhos ajustados.Todo o comprimento do 
septo atrial deve ser inclufdo, procurando qualquer evidencia de fluxo de cor pelo septo em todas 
as janelas. Os jatos podem ser excentricos. A janela SC e mais eficaz, pois as imagens em escala 
de cinza estao proximas a perpendicular do feixe de ultra-som, e a maioria dos sinais de fluxo de 
um defeito septal sao paralelas (Tabela 5.17). 
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VIII. MEDIDAS DO DOPPLER ESPECTRAL 


Esta segao discutira as medidas rotineiras de Doppler executadas durante um 
ecocardiogramatranstoracico completo. Os laboratories devem estabelecer normas para as 
medigoes que devem ser feitas. As circunstancias clmicas podem variar o numero de batimentos 
cardfacos medidos. As medidas devem ser obtidas a partir dos clipes de video gravados e salvos 
em quadros separados. Isto permite que as medigoes do Doppler sejam feitas no momento da 
aquisigao ou, posteriormente, no momento da interpretagao. 

A segao e organizada por valvas. CDI deve ser usado para ajudar a alinhar o cursor do Doppler 
espectral o paralelo ao fluxo sangumeo possfvel, e utilizando uma velocidade de varredura de 
100 mm/s. As configuragoes de linha de base e PRF/escala devem ser otimizadasindividualmente 
para cada valva e o valor de velocidade para demonstrar o sinal de melhor qualidade sem 
aliasing. 

A imagem do Doppler e direcionalmente limitada.O deslocamento maximo do Doppler e 
detectado quando o feixe de ultra-som e paralelo ao fluxo. A velocidade maxima detectada e 
reduzida em fungao do cosseno do angulo formado entre o feixe de ultra-som e o fluxo de 
deslocamento. Um angulo de 20 graus resulta em apenas uma redugao de 6% na velocidade de 
fluxo medida, mantendo assim uma avaliagao proxima do paralelo, nao alterando em muitoos 
resultados. Primeiramente usando a avaliagao pelo Doppler colorido, o alinhamento pode ser 
melhorado, porem pode nao representar o fluxo em todas as 3 dimensoes. Os sistemas de ultra- 
som tern algoritmos de corregao de angulo, mas nao sao recomendados para a ecocardiografia. 
Em vez disso, todas as valvas e outras areas de fluxo devem ser interrogadas em varios pianos de 
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imagem. Os dados so devem ser utilizados clinicamente a partir do piano de imagem que se 
obtem a velocidade maxima. Informagoes obtidas nos outros pianos devem ser descartadase nao 
medidas. 

Durante o fluxo laminar, a velocidade modal e a parte mais densa do sinal de fluxo, 
representando o maior fluxo sangumeo. Esta e a parte correta do sinal para tragar ou medir uma 
velocidade de pico. 2,37,43 Um sinal com excesso de ganho pode ofuscar a velocidade modal. Para 
o fluxo turbulento, uma borda nftida deve ser identificada que melhor represente o sinal de fluxo. 
O ganho excessivo pode ofuscar esta borda enquanto o fluxo com pouco ganho pode dificultar a 
visualizagao da velocidade maxima. O laboratorio deve ter protocolos predefinidos para a 
aquisigoes de imagem de rotina e um conjunto de alternativas para situagoes nao padronizadas. 
Todos os operadores devem estar cientes dessas padronizagoes e seu uso adequado. 


A. Vias de saida do ventriculo direito e valvula pulmonar 

O fluxo de ejegao atraves da VSVD deve ser avaliado nas visualizagoes PLAX ou PSAX. A 
imagem que fornece o angulo do Doppler mais paralelo ao fluxo e a preferfvel. Primeiramente, o 
volume de amostra do Doppler pulsado (4-5 mm) deve ser posicionado no centra da VSVD, 
cerca de 5-10 mm proximal a valva pulmonar. A forma da onda de velocidade de ejegao e 
descendente e sistolica. Um pico vertical curto (clique de fechamento) deve estar presente e 
sugere o posicionamento adequado do volume da amostra. A velocidade de pico da VSVD e a 
integral velocidade-tempo (VTI) sao medidas (tabela 6,1). O tempo de aceleragao da VSVD e o 
tempo de ejegao do VD sao medidas opcionais adicionais a partir da onda de velocidade. 
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Para a VP, o cursor do CW Doppler deve ser orientado o mais paralelo possfvel ao fluxo atraves 
da valva. A borda externa do sinal da velocidade modal deve ser tracejada para obter a VTI 
(tabela 6.2). A velocidade sistolica de pico da VP e medida a partir do mesmo sinal, colocando o 
cursor no pico do perfil espectral. 72 

Se a Insuficiencia pulmonar estiver presente, ela deve ser registrada com o Doppler CW (tabela 
6,3).0 usuario deve posicionar o cursor CW Doppler paralelo ao fluxo do jato regurgitante, 
exibindo o sinal de fluxo diastolico completo. A mensuragao da velocidade diastolica final e 
possfvel usando o caliper (Tabela 6.3) 43,73,74 

B. Valva tricuspide 

A velocidade de fluxo atraves da TV deve ser registrada em pelo menos um ciclo respiratorio 
com PW Doppler. O fluxo normal e diastolico com duas ondas distintas: a primeira na diastole 
precoce (velocidade E) e a segunda no momento da contragao atrial (velocidade A). A 
velocidade e melhor medida na janela A4C ou direcionada para o VD, a que um melhor fornece 
o angulo de Doppler (tabela 6.4). Usando o PW Doppler, um volume da amostra de 1-3 
milfmetros deve ser posicionado nas pontas dos folhetos abertos da valva na diastole. Enquanto o 
padrao de velocidade de fluxo deve sempre ser gravado, medir e registrar velocidades de pico 
atraves da VT nao e considerada uma medida de rotina. Os laboratories de ecocardiografia 
devem determinar se essa medida faz parte da rotina normal ou apenas para ser medida em 
determinadas condigoes. Dada a variagao normal significativa no fluxo com a respiragao, os 
laboratories de ecocardiografia tambem devem decidir sobre como fazer a medigao. As diretrizes 
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atuais sugerem uma medida no final da expiragao ou uma media em todo um ciclo 
respiratorio. 30,58 

Se uma Insuficiencia da valva tricuspideestiver presente, o Doppler contlnuo deve ser utilizado 
para obter a velocidade maxima da Insuficiencia tricuspide para avaliagao da pressao sistolica 
ventricular direita. 30,43,58 O jato regurgitante maximo e variavel e pode ser obtido a partir das 
janelas PLAX, PSAX, A4C, apical focada no VD ou SC de 4 camaras. Em alguns casos, um 
sinal de fluxo fraco pode ser melhorado usando os agentes de realce do ultra-som. Se apos o uso 
de contraste, o sinal ainda estiver fraco e/ou incompleto, a medida nao deve ser relatada. Alem 
disso, pode haver uma variagao na velocidade de fluxo em diferentes janelas. A maior velocidade 
e a janela com um sinal de boa qualidade devem ser registradas para o calculo final, e os dados 
de menor velocidade de outras janelas devem ser descartados (Tabela 6.5). 43,58 


C. Valva Mitral 

O Doppler espectral e utilizado para caracterizar os padroes de fluxo diastolico atraves da VM e 
para medir varios indices de Insuficiencia mitral, se presentes. Na janela A4C, um volume 
amostral de 1-3 mm deve ser posicionado nas pontas das cuspides da VM abertos para a 
gravagao do Doppler pulsado. O volume da amostra deve ser colocado em diregao a parede 
lateral, pois o sangue flui normalmente atraves da valvula nesta diregao. As velocidades de pico 
E (diastole precoce) e A (contragao atrial), e o tempo de desaceleragao diastolica da VM devem 
ser gravados e medidos (tabela 6.6 A). 3 O tempo de desaceleragao e medido colocando o caliper 
na velocidade de pico E, seguindo a inclinagao da onda E para a linha de base (tabela 6.6a). Uma 
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medida opcional e a duragao da onda A, que e medida desde o infcio ate o final do sinal de fluxo 
da onda A, com a medida obtida com o volume amostral posicionado no fluxo ao nfvel do anel 
mitral. 

Se a VM tiver alteragoes, valvula protetica, plastia previa, ou apresentar velocidades de fluxo 
aumentadas ou turbulentas pelo CDI ou Doppler pulsado, o Doppler contmuo deve ser usado 
para medir o gradiente medio e o tempo de meia-pressao (tabela 6.7 a, b). 3-30 ' 43 ' 75 
Diminuir transitoriamente a pre-carga, registrando o fluxo na VM durante uma manobra de 
Valsalva e uma tecnica que todos os realizadores do exame devem realizar. Cada laboratorio de 
ecocardiografia deve ter um protocolo para a realizagao e rotina para determinar quando a 
manobra esta indicada. O paciente deve ser instrufdo a fazer uma expiragao forgada com a glote 
fechada, e praticar esta tecnica antes de fazer o registro. O volume da amostra e posicionado na 
mesma posigao utilizada para a gravagao normal do fluxo da VM. O sinal de influxo mitral deve 
ser gravado por 10-12 segundos antes do relaxamento. Na imagem deve ser registrado o uso da 
manobra de Valsalva. O sinal de fluxo da MV deve mudar durante a manobra de Valsalva. A 
velocidade de E deve diminuir em 20 cm/s ou pelo menos 10% para a manobra ser considerada 
adequada. Em pacientes normals, ha uma redugao relativamente igual nas velocidades E e A 
(tabela 6.6 b). Nos pacientes com pressao elevada do AE e um padrao de enchimento 
pseudonormal, a velocidade de E diminui a um grau maior do que a velocidade de A, tendo por 
resultado uma redugao na relagao de E/A. 76 

Se a insuficiencia mitral estiver presente, o Doppler contmuo deve ser usado para registrar o 
fluxo regurgitante na janela A4C, na 2 camaras e no eixo longo. O sinal de fluxo deve ser 
tracejado ao longo de sua margem modal para calcular a integral velocidade-tempo, velocidade 
de pico e gradiente de pico (tabela 6.8). 3,43 
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Em pacientes com taquicardia ou algumas formas de bloqueio de condugao, pode haver fusao 
das ondas E e A. Isso e melhor demonstrado pela observagao da velocidade da onda E no 
momento do imcio da onda A. A fusao significativa esta presente se o infcio da onda A comega 
na rampa de desaceleragao E em uma velocidade de E > 20 cm/s. Nesta fusao, o tempo da 
desaceleragao nao deve ser medido, a relagao de E/A e diminuida, e a velocidade da onda A esta 
aumentada (tabela 6.9). 3,30,43 


D. Via de saida do ventriculo esquerdo e Valya aortica 

A VSVE e melhor avaliada nas janelas apical de 5 camaras ou no eixo longo apical. O Doppler 
pulsadoe usado para obter velocidade na VSVE. O volume da amostra do Dopplerpulsado e 
colocado aproximadamente 5 mihmetros proximal a valva aortica, no centra da VSVE. O sinal 
espectral deve ser curto, com um movimento ascendente rapido e um clique final-sistolico que 
encerra o sinal de fluxo 30,37 .O sinal de fluxo largo indica que o volume da amostra esta muito 
proximo da VA e deve ser reposicionado. A velocidade de pico deve ser medida e o sinal tragado 
para calcular a integral velocidade-tempo (tabela 6.10 a). Se altas velocidades ou fluxo 
turbulento estiver presente, deve-se examinar o CDI da VSVE e do VE. Em alteragoes (por 
exemplo, presenga de estenose aortica) deve-se atentar para o mapeamento do local do Doppler 
pulsado do apice do VE a VA, observando o nfvel em que velocidades elevadas sao 
detectadas.Se o aliasingt stiver presente, a troca para HPRF Doppler pode ser considerado para 
melhor avaliar as velocidades e a forma do sinal de fluxo (tabela 6.10b). 3,30 ’ 37 O diametro da 
VSVE deve ser medido no mesmo local onde foi obtido o sinal de maior velocidade. 
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Apos avaliar a VSVE, o Doppler contmuo e usado para medir a velocidade aortica. 37 O sinal 
Doppler deve ser tracejado para medir a velocidade de pico, gradiente de pico, gradiente medio e 
integral velocidade-tempo. A borda densa do sinal de fluxo deve ser mensurada, e linhas finas no 
pico da curva, interferences de baixa amplitude nao deve ser incluida no tragado do VTI. 
(Tabela 6.11). Se houver suspeita de estenose aortica (EA), presenga de uma valva protetica ou 
lesoes suspeitas com alta velocidade na VSVE, o transdutor sem imagem deve ser utilizado para 
a aquisigao de sinais Doppler a partir das janelas apicais, paraesternal direita (PED) e supra 
esternal. 37 Em pacientes dificeis, para auxiliar na colocagao do transdutor de Doppler contmuo 
sem imagem, um transdutor de imagem duplex deve ser utilizado primeiramente, e sua posigao 
observada (tabela 12.10 do apendice, visao da aorta). 

Se houver insuficiencia aortica presente, o Doppler contmuo deve ser usado para medir a 
velocidade de pico e o tempo de meia pressao. Doppler colorido e usado para direcionar a 
avaliagao do contmuo, uma vez que o jato da insuficiencia aorticae frequentemente excentrico 
(Tabela 6.12). 43 


E. Arco Aortico e Aorta Descendente 

Doppler contmuo pode ser utilizado para avaliar a AoDesc para a presenga de obstrugoes que 
limitem o fluxo. Doppler pulsado pode ser utilizado com a amostra em multiplas posigoes na 
AscAoAsc, arco aortico transverso e AoDesc (Tabela 6.13a, b). Tal procedimento e realizado 
para avaliar qualquer patologia aortica e para melhor definigao da localizagao de lesoes 
obstrutivas, como a coarctagao de aorta. O Doppler colorido pode ser usado para guiar o 
posicionamento do volume da amostra das lesoes obstrutivas sob investigagao. A avaliagao da 
AoDesc proximal atraves do Doppler pulsado tambem pode ser utilizada para a pesquisa de fluxo 
diastolico reverso associado a insuficiencia aortica, ruptura aortica, aorta nao-complascente em 
idosos, fistula arteriovenosa em membros superiors e dissecgao aortica (Tabela 6.14). 37,43 A 
analise rotineira do fluxo deve ser realizada na AoDesc proximal, 10 mm abaixo da origem da 
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arteria subclavia esquerda utilizando uma amostra de de 3-5 mm. O sinal normal do Doppler 
pulsado e sistolico e nao-turbulento. Em individuos normals, habitualmente ha um curto fluxo 
reverso de baixa velocidade no infcio da diastole. Velocidades de fluxo re verso mais longas que 
o primeiro tergo da diastole sao consideradas anormais e associadas a insuficiencia aortica 
(Tabela 6.14). 37 ’ 43 

F. VeiasHepaticas 

O fluxo hepatico venoso e um sinal constitufdo por tres componentes consistindo em uma onda S 
de fluxo para o interior da VCI durante a srstole, uma onda D de fluxo para a VCI durante a 
primeira parte da diastole e uma onda A de fluxo reverso na veia hepatica causada pela contragao 
atrial. 30 Alguns pacientes possuem um quarto componente: uma curta onda ventricular de fluxo 
reverso imediatamente apos a onda S. Uma amostra de volume de 3-5 mm deve ser posicionada 
na veia hepatica a aproximadamente 1-2 cm da jungao com a VCI. O fluxo e registrado neste 
local devendo ser avaliado durante um ciclo respiratorio completo. Apesar de valores absolutos 
de velocidade de pico nao serem rotineiramente avaliados, o padrao de fluxo por si e uma valiosa 
ferramenta diagnostica. 30,33 Caso sejam avaliadas, as velocidades de pico das ondas S e D devem 
ser mensuradas no final da expiragao (Tabela 6.15). 

G. VeiasPulmonares 

O padrao de fluxo das veias pulmonarespara o AE e melhor obtido atraves dos pianos apicais de 
quatro camaras ou cinco camaras. 77 Tipicamente, a veia pulmonar superior direita ou, por vezes, 
a veia pulmonar inferior direita, possuem fluxo quase paralelo ao cursor do Doppler. Uma 
amostra de volume de 3-5 mm deve ser posicionada a aproximadamente 10 mm da jungao da 
veia pulmonar com o AE. O Doppler colorido pode auxiliar no posicionamento da amostra de 
volume. 3 O fluxo venoso pulmonar e geralmente trifasico sendo composto por uma onda S 
(durante a slstole ventricular), uma onda D (durante a diastole precoce) e uma onda A de fluxo 
reverso (durante a contragao atrial). O fluxo deve ser registrado em todos os pacientes (Tabela 
6.16). 3 O padrao do sinal de fluxo nas veias pulmonares e importante em diversos cenarios 
diagnostics. A analise da velocidade de pico de cada onda em geral nao faz parte da avaliagao 
de rotina, porem pode ser avaliada juntamente com a duragao da onda A para comparagao com a 
duragao da A daVM em algumas circunstancias. 3 
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H. Doppler tecidual do anel da valvas Mitral e Tricuspide 

O Doppler tecidual e utilizado para registrar as velocidades do deslocamento longitudinal do anel 
mitral lateral e medial, bem como do anulo lateral tricuspideo. 3 ’ 16 ’ 38,29,58 ’ 59 O angulo de 
interrogagao deve ser o mais paralelo possivel ao feixe do Doppler. Os ajustes do TDI sao 
bastante diferentes daqueles do Doppler pulsado e podem variar de acordo com o fabricante. A 
melhor altemativa nesta situagao e possuir um ajuste especffico para cada sistema para obtengao 
destas medidas. Os sinais do Doppler tecidual devem ser otimizados atraves do uso de uma 
amostra de volume de 5-10 mm para captura completa da movimentagao anular e a escala deve 
ser definida em 25 cm/s ou mais baixa dependendo da velocidade em uso. 3,16 Para melhorar a 
visualizagao do pico de velocidade no anel, deve-se reduzir a escala de velocidade para 
maximizar a exibigao do sinal do Doppler 16 e definir a velocidade de varredura em 100 mm/s. 
As ondas de velocidade sao denominadas como s’ para sistole, e’ para diastole precoce e a’ para 
contragao atrial. Precisao no momento da medigao e de grande importancia visto que tanto os 
valores absolutos de velocidade como a razao entre as velocidades da onda E mitral e a da onda 
e’ fazem parte dos criterios diagnostics para a estimativa nao invasiva das pressoes de 
enchimento do VE e sua fungao diastolica. 3,16 Deve-se ter atengao para realizar a media dos picos 
de velocidade lateral e medial dos tres componentes e relata-los posteriormente. O e’ medio e 
utilizado para o calculo da relagao E/e’ juntamente com dados individuais dos aneis lateral e 
medial. Protocolos semelhantes sao usados para o anel lateral tricuspide 58>59 A medida mais 
importante na avaliagao das camaras direitas e a velocidade s’, a qual apresenta boa correlagao 
com outras medidas de avaliagao da fungao sistolica global do VD (Tabela 6.17). 58 
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Pontos Chave # 4 

Medidas e imagem com Doppler 

• Para o uso habitual do Doppler Coloridoem insuficiencias valvares e analise de fluxo 
anterogrado, utilizar um ajuste de escala de 50 a 70 cm/s. Manter ajuste otimo de 
ganho. 

• Ajustar a escala de velocidade do Doppler Coloridode acordo com cada situagao 
especffica para melhor exibir o fluxo colorido, particularmente nos cenarios onde os 
fluxos sao de baixa velocidade. 

• Medidas utilizando Doppler espectral do Doppler pulsado e contmuodevem ser 
realizados na margem mais densa do sinal de fluxo. Evitar o ganho excessivo. Nao 
realizar medidas em sinais fracos e mal delimitados. 

• Adquirir sinais espectrais de Doppler o mais paralelo possfvel ao fluxo. A 
interrogagao previa com o uso do Doppler Coloridopode auxiliar na orientagao. 

• Sinais de fluxo podem ser adquiridos (ex.: IT) de diversos sftios anatomicos. Utilizar 
os sinais de melhor qualidade e maior velocidade para a medida definitiva. Excluir 
dados de velocidade provenientes de sinais de baixa qualidade ou menor velocidade. 
Nao registrar sinais de fluxo Doppler provenientes de imagens com baixa definigao 
ou qualidade. 

• Utilizar o Doppler Coloridoe o mapeamento com Doppler pulsado para melhor 
caracterizar a origem de sinais incomuns no interior de vasos ou das camaras 
cardfacas. 

• Registros com Doppler espectral para mensuragoes de velocidade e intervalos de 
tempo devem utilizar um padrao de velocidade de varredura de 100 mm/s. 
Velocidades de varredura mais lentas sao uteis para patologias especfficas. 
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IX. TECNICAS ADICIONAIS 
A. Solugao Salina Agitada 

A solugao salina agitada (estudo de “bolhas”) e utilizada para avaliagao de shunts interatriais, 
como no forame oval patente ou defeitos do septo atrial e para investigagao de shunts 
intrapulmonares, que podem ser secundarios a malformagoes arteriovenosas ou sfndrome 
hepatopulmonar (Tabelas 7.1, 7.2, 7.3, 7.4). 78 A solugao salina agitada tambem pode ser util na 
investigagao da persistencia da veia cava superior esquerda (Tabela 7.5). Ainda que seu uso nao 
seja um procedimento habitual para todos os estudos de ecocardiografiatranstoracica, um 
laboratorio de ecocardiografia deve estar equipado com material adequado e pessoal habilitado 
para realizar este procedimento quando necessario durante um exame de rotina. Um acesso 
venoso e necessario. As janelas que fomecem a melhor visualizagao do septo interatrial sao 
utilizadas para pesquisa de comunicagao interatrial ou shunt intrapulmonar. A janela A4C e a 
mais indicada para se evitar o sombreamento das camaras esquerdas. Se as janelas apicais 
apresentarem baixa qualidade, a janela SC quatro camaras tambem pode ser utilizada (Tabela 
7.4). 

Quando um estudo de bolhas e realizado, e importante sincronizar a administragao da solugao 
salina com as interagoes do video para que assim seja possivel determinar quantos batimentos 
cardiacos ocorrem antes da visualizagao das bolhas entrandono AE. A determinagao do momento 
exato em que as bolhas entram no AE auxiliam na diferenciagao entre um shunt intracardfaco e 
um shunt extracardfaco secundario a uma malformagao arteriovenosa pulmonar. O surgimento de 
bolhas em ate 3-6 batimentos apos a total opacificagao do VD e considerado positiva para a 
presenga deshunt intracardfaco. A duragao do video deve ser ajustada para incluir o infcio 
evidenciando VD sem bolhas, seguido do influxo de bolhas para o interior do AD e entao revelar 
o possivel preenchimento do AE, precoce ou tardio, atraves de um shunt intracardfaco ou um 
shunt intrapulmonar, respectivamente. A visualizagao da solugao salina agitada entrando no AE 
atraves das veias pulmonarese um achado ecocardiografico sugestivo de shunting pulmonar e 
deve ser avaliada quando for possivel a observagao direta da desembocadura das veias 
pulmonares no interior do AE. 78 Ao menos 20 batimentos cardiacos consecutivos devem ser 
registrados. A imagem harmonica deve ser utilizada para melhor visualizagao das bolhas 
(Tabelas 7.1, 7.3). 
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Duas seringas de 10 ml conectadas a uma tomeira de passagem de tres vias sao necessarias para 
a administragao da solugao. Tanto as seringas como as toneiras de passagem devem possuir 
travas, visto que a pressao resultante do processo de agitagao ou injegao da mistura de solugao 
salina/ar pode desconectar um de seus componentes. Oito a dez ml de solugao salina e ate 0,5 ml 
de ar devem ser aspirados para uma das seringas. 79 A mistura de ar/solugao salina entao e agitada 
entre as seringas e injetada rapidamente atraves de acesso venoso na regiao da mao ou do 
antebrago. 79 Deve-se ter o cuidado para garantir que o processo de agitagao foi suficiente para 
que nenhuma grande bolha seja injetada. 80 Se nenhum shunt for observado, a injegao deve ser 
repetida. Manobras especfficas utilizadas para aumentar transitoriamente as pressoes no AD 
como tossir, manobra de Valsava ou compressao abdominal podem ajudar a revelar um shunt 
direita-esquerda caso nenhum shunt seja observado em repouso. Durante a realizagao da 
manobra de Valsalva, o paciente deve ser instrufdo a expirar assim que o contraste alcancar o 
AD. Mecanismos adicionais para melhorar a detectgao de um shunt sao mostrados na Tabela 7.2. 
Guidelines especlficos sobre a avaliagao do septo interatrial devem ser procurados para maiores 
informagoes. 78 Contra-indicagoes para o uso da solugao salina agitada incluem shunts direita- 
esquerda significativos e gravidez. 

B. Agentes de contraste que aumentam o sinal ultra-sonico 

Guidelines para o uso de agentes de contraste que aumento o sinal ultra-sonico (UEAs) tern sido 
publicados e sao amplamente aceitos. 79,81,82 Descrever em detalhes a aplicagao dos UEAs esta 
alem do objetivo deste documento. Todavia, o uso correto dos UEAs e considerado como parte 
integral do exame transtoracico de rotina. Um laboratorio de ecocardiografia deve estar equipado 
com material adequado e pessoal habilitado para realizar este procedimento quando necessario 
durante um exame de rotina. Um acesso IV e necessario. Esta segao fomece uma breve 
descrigao das indicagoes, instrumentagao, tecnicas de administragao e exemplos de imagens de 
UEA. Operadores devem ser encorajados a se tornar proficiente em entender quando UEAs sao 
indicados, familiarizando-se com tecnicas de administragao e otimizagao de imagem. Todos os 
laboratories de ecocardiografia devem ter protocolos estabelecidos para a administragao de UEA. 
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1. Indicagdes 

Atualmente, a unica indicagao aprovada pelo FDA para o uso dos UEAs e para opacificagao da 
camara ventricular esquerda com objetivo de melhorar o delineamento de suas bordas 
endocardicas. UEAs devem ser utilizados para avaliagao da contratilidade ventricular esquerda 
em pacientes com imagens subotimas, definidas como a inabilidade de se detectar a motilidade 
endocardica em dois ou mais segmentos contiguos em qualquer uma das tres janelas apicais. 79,82 
Outras indicagoes “off-label” para o uso de UEAs incluem a avaliagao de massas e trombos 
intracardfacos quando o delineamento das bordas endocardicas e limitado. Baixa qualidade dos 
sinais espectrais Doppler, particularmente dos envelopes dos fluxos de insuficiencia tricuspide e 
de estenose aortica ao Doppler contmuo, podem ser melhorados com UEAs. Operadores sao 
encorajados a avaliar a necessidade do uso de UEA nas etapas iniciais de um exame a fim de 
minimizar o impacto que o processo de solicitagao, prepare e administragao do agente teria sobre 
a duragao do procedimento. 

2. Instrumentagao & Administragao 

Cada fabricante de aparelhos de ultra-som tern um algoritimo diferente tanto para o 
processamento de imagem com UEA quanto para propriedades dos contrastes em si. Comum a 
todos os UEAs sao as tecnicas que buscam eliminar ou reduzir a forga do sinal proveniente dos 
tecidos, realgando a forga do sinal oriundo das microbolhas. Tal processo geralmente envolve 
tecnicas de cancelamento de tecido associadas a modalidades de imagem harmonica com indices 
mecanicos baixos ou muito baixos. 79,82 

Agentes de contraste que aumentam o sinal ultra-sonico sao administrados por via endovenosa 
utilizando bolus ou infusao contmua. Embora a tecnica do bolus (bolus seguido por um flush ou 
flush dilufdo) seja mais comumente utilizada, a infusao contmua proporciona uma concentragao 
mais consistente de reabastecimento do agente de contraste, o qual pode eliminar ou diminuir 
artefatos de imagem. 79,82 

Os artefatos de imagem mais comumente associados ao uso de UEA sao atenuagao e “swirling” 
(Tabelas 8.1, 8.2). A atenuagao e causada por uma alta concentragao de microbolhas no campo 
proximal resultando no sombreamento de estruturas distais. “Swirling” e um artefato que surge 
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quando a taxa de destruigao de microbolhas excede sua taxa de administragao, resultando em um 
padrao de opacificagao ventricular inadequada. Tais artefatos podem ser facilmente eliminados 
pela mudanga na quantidade ou no ritmo de administragao do UEA. 79 ’ 82 

3. Aquisigao de Imagens 

A obtengao de imagens com uso de UEA e melhor realizada atraves da janela apical, pois a 
posigao anterior do VD pode resultar em atenuagao e sombreamento quando janelas 
paraesternais sao utilizadas. O imcio da aquisigao de imagens se da atraves da janela A4C, 
seguida pela A2C e pela janela apical eixo longo. A medida que a concentragao do UEA diminui, 
as janelas PLAX e PSAX podem ser adquiridas. Esta sequencia permite a avaliagao de todos os 
17 segmentos do ventrfculo esquerdo. A obtengao de imagens de janelas paraesternais nos eixos 
longo e curto tambem devem ser realizadas apos a aquisigao das imagens das janelas apicais 
(Tabelas 8.3, 8.4, 8.5, 8.6, 8.7). 79 ’ 82 

C. Imagens com uso do Strain 

Tecnicas para obtengao de imagens que avaliam o strain ventricular tern sido cada vez mais 
utilizadas em laboratories de ecocardiografia. Estao disponfveis multiplos tipos de imagem que 
avaliam a deformagao (strain). Atualmente, os dados clmicos de maior utilidade sao provenientes 
da aplicagao do strain longitudinal obtido atraves do 2D speckle tracking proveniente de janelas 
apicais. O comite de redagao recomendo que os laboratories de ecocardiografia que possuem 
equipamentos capazes de adquirir imagens apropriadas para o strain desenvolvam protocolos 
para a adequada aquisigao de imagens apicais que permitam o calculo do strain do VE no pico 
sistolico (note-se que alguns equipamentos ecocardiograficos podem apresentar um modelo com 
16, 17 ou 18 segmentos), a apresentagao do mapeamento bulls-eye e o calculo do mdice de strain 
global longitudinal. Apesar da publicagao de um consenso relacionado a padronizagao da captura 
de imagens ideais para o calculo do strain, 83 a padronizagao entre os diversos equipamentos 
ecocardiograficos ainda esta em evolugao, o que inviabiliza, ate o momento, a normatizagao 



82 


precisa dos valores de referenda. Mais estudos acerca das imagens mais adequadas para o 
calculo do strain devem, assim, ser realizados em um mesmo aparelho ecocardiografico com o 
intuito de se reduzir a variagao de resultados ocasionados pelo uso de diferentes aparelhos e 
software. A definigao dos tempos finais da diastole e da sfstole deveriam ser padronizados pelo 
laboratorio de ecocardiografia. A velocidade de quadros minima necessaria para a aquisigao de 
imagens de alta qualidade (geralmente > 40 qps) deveria ser estabelecida. A qualidade da 
identificagao dos segmentos e essencial para que haja resultados reproduriveis. Detalhes sobre a 
performance tecnica de cada aparelho varia conforme o fabricante, o que deveria ser revisto 
pelos respectivos especialistas tecnicos antes de se adotar tal tecnica na rotina de avaliagao 
ecocardiografica (Tabela 9). 

D. Avaliagao 3D das dimensdes e da fun^ao sistolica do Ventriculo 
Esquerdo. 

Sistemas de imagens em 3D estao se tornando amplamente disponfveis. Com a aquisigao de 
imagens transtoracicas, a avaliagao das dimensoes e da fungao sistolica do ventriculo esquerdo 
em 3D e o recurso mais utilizado atualmente. 57 A aquisigao e o processamento de dados para a 
quantificagao da fragao de ejegao baseada no volume 3D calculado dependem tanto do aparelho 
quanto do programa utilizados para essa finalidade, mas tecnicas de aprimoramento dessas 
respectivas imagens podem ser utilizadas sem prejufzo. Para se obter o volume 3D do VE para o 
calculo da fragao de ejegao, deve-se capturar a imagem na janela A4C, com enfoque no VE. A 
imagem 2D deve ser melhorada ajustando-se foco, ganho e compressao. Publicagoes anteriores 57 
sugeriam que tanto o ganho quanto a compressao deveriam ser ajustadas no nfvel intermediary 
(por exemplo, 50), permitindo, assim, o pos processamento adequado do volume 3D. Apos o 
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ajuste desses parametros, o TGC deveria ser ajustado para permitir maior otimizagao da imagem. 
Para se aumentar a resolugao temporal e espacial, o enquadramento da imagem deve permitir o 
menor volume a ser capturado do coragao como um todo e aumentar a taxa de volume. 57 Depois 
de estabelecido o enquadramento apropriado, uma imagem com boa definigao do endocardio 
deve ser confirmada. Uma vez estabelecidos os parametros, deve-se solicitar para que o paciente 
pare de respirar por um momento para evitar um enquadramento inadequado durante a aquisigao 
das imagens. A aquisigao de imagens com multiplos batimentos pode resultar em taxas maiores 
de voxel consequentemente, melhor resolugao espacial. A maioria dos sistemas permitirao que o 
ecocardiografista revise a qualidade das imagens registradas. Um programa semi-automatizado e 
ativado para rastrear a borda do endocardio quando no calculo do volume. Os resultados desse 
calculo sao revisados e gravados para consulta (Tabela 3.14). 

X. O EXAME TRANSTORACICO COMPLETO 
INTEGRADO 

A tabela 10 fornece uma sugestao de roteiro para a aquisigao de imagens com o intuito de se 
obter um exame ecocardiografico transtoracico compreensivo. Cada laboratorio deve adaptar tal 
roteiro conforme as particularidades da populagao assistida e dos equipamentos utilizados. 
Algumas partes do roteiro (marcadas com * ou **) podem parecer redundantes. Nesses casos, a 
melhor das imagens adquiridas e o suficiente. 

XI. O EXAME TRANSTORACICO LIMITADO 
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A Comissao Intersociedades de Acreditagao define o ecocardiograma limitado como: “Um 
estudo limitado geralmente e realizado apenas quando o paciente foi recentemente submetido a 
uma avaliagao completa e nao ha nenhuma razao clmica para que se suspeite de quaisquer 
mudangas para alem da regiao de interesse. Um estudo limitado geralmente avalia uma unica 
regiao do coragao ou esclarece uma unica duvida clmica”. 4 Estao listadas abaixo alguns roteiros 
de exames limitados mais comuns. (Tabela 11). 

A. Derrame pericardico 

Avaliagoes consecutivas do derrame pericardico sao comumente realizadas para o 
acompanhamento daevolugao do tratamento. A enfase do protocolo se da nas incidences nas 
quais se pode definir a presenga e magnitude do derrame. Caso nao haja derrame pericardico 
residual, as incidences para avaliagao de tamponamento nao sao necessarias. Se houver um 
volume significativode derrame pericardico, o estudo deve incluir imagens e dados de Doppler 
para a avaliagao completa da repercussao hemodinamica do derrame pericardico, conforme 
protocolo completo descrito na Tabela 11. 

B. Funcaosistolica do VentriculoEsquerdo 

A fungao do VE e frequentemente avaliada para acompanhamento da historia natural da doenga e 
monitorizagao da resposta do paciente ao tratamento. O exame direcionado para avaliagao da 
fungao sistolica do VE pode ser realizado em diferentes intervalos de tempo apos a realizagao de 
um ecocardiograma completo, quando se ha uma duvida clmica relacionada a alteragoes da 
fungao sistolica do VE (Tabela 11). 
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C. Ventriculo direito limitado /Hipertensao pulmonar 

Em individuos com hipertensao pulmonar, o ecocardiograma pode ser utilizado para fornecer 
medidas indiretas de pressao da AP e informagoes a respeito da fungao, da hipertrofia e do 
tamanho do VD. 84 Uma avaliagao acurada das pressoes pulmonares e da fungao do VD e 
importante para se monitorar a resposta ao tratamento (Tabela 11). 

As incidences descritas nesta segao sao apresentadas como um ponto de partida para a aquisigao 
de imagens quando esses exames limitados sao indicados. A visibilizagao de uma inesperada ou 
nova patologia pode demandar a adigao de novas imagens a esses protocolos limitados. 


XII. Projegoes alternativas 

Para certas questoes clmicas pode ser desejavel que se registre na imagem adquirida 
determinadas estruturas anatomicas em mais de um piano. O apendice desse documento fomece 
uma tabela na qual estao listadas projegoes alternativas e uma breve descrigao de quando elas 


poderiam ser utilizadas. 



86 


AGRADECIMENTOS 

Nosso reconhecimento e agradecimento a Melissa MelissaBailey, BS, RDCS, RDMS, RYT, 
Julia M. Vaessen, BS, RDCS, RYT, e Shannon Johns, BS, RDCS, RVT, pelo auxflio na 
aquisigao de imagens para esse manuscrito e Rebecca J. Zart pelo auxflio no prepare deste 
manuscrito. 

As ilustragoes originais contidas neste documento foram concebidas por Medmovie. 

REVISORES 

Este documento foi revisado pelo membros do 2017-2018 ASE Guidelinesand Standards 
Committee, ASE BoardofDirectors, e ASE ExecutiveCommittee. Dentre os revisores estao 
incluidos Bonita Anderson, MAPPLSC, DMU, AMS, FASE, ACS, Alicia Armour, BS, MA, 
RDCS, FASE, Federico M. Asch, MD, FASE, Joao L. Cavalcante, MD, FASE, Scott D. Choyce, 
RDCS, RVT, RDMS, FASE, Frederick C. Cobey, MD, FASE, Gregory J. Ensing, MD, FASE, 
Craig Fleishman, MD, FASE, Mark K. Friedberg, MD, FASE, NealGerstein, MD, FASE,Edward 
A. Gill, MD, FASE, Yvonne E. Gilliland, MD, FASE, RobiGoswami, MD, FASE, LanqiHua, 
RDCS (AE/PE/FE), FASE, RenukaJain, MD, FASE, Pei-NiJone, MD, FASE,Jonathan R. 
Lindner, MD, FASE, Stephen H. Little, MD, FASE, Rick Meese, ACS, RDCS, RCS, RCIS, 
FASE, Maryellen H. Orsinelli, RN, RDCS, FASE, Andy Pellett, PhD, RCS, RDCS, FASE, 
DermotPhelan, MD, PhD, FASE, Charlene M. Porcelli, RDCS, RDMS, FASE, David S. 
Rubenson, MD, FASE, Raymond, F. Stainback, MD, FASE, e David H. Wiener, MD, FASE. 



87 


CONSIDERAgOES E AVISO LEGAL 


Esse relatorio foi disponibilizado pela ASE como cortesia para consulta bibliografica para seus 
membros. Esse relatorio contem apenas recomendagoese nao deve ser utilizado como unica fonte 
de referencia para que sejam baseadas decisoes clmicas ou sangoes disciplinares contra qualquer 
empregado. As declaragoes e recomendagoes contidas neste relatorio sao fundamentadas em 
opinioes de especialistas em vez de dados cientificamente verificados. A ASE nao assegura 
garantias com relagao a plenitude ou acuracia das informagoes contidas neste relatorio, incluindo 
garantias de comercializagao ou adaptagao para propositos particulares. Em nenhum momento a 
ASE devera ser responsavel por voce, por seus pacientes ou por terceiros acerca de qualquer 
decisao tomada ou agao realizada por voce ou terceiros baseada nas informagoes aqui contidas, 
tampouco o seu uso configura o oferecimento de aconselhamento medico pela ASE ou a criagao 
de quaisquer relagao medico-paciente entre a ASE e os seus pacientes ou terceiros. 
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Tabelas - Legendas 

Tabela 1. Ajuste de configura?oes 

Tabela 2. Imagens 2D/videos para protocolo de imagens 

Tabela 3. Medidas lineares 2D 

Tabela 4. Modo - M 

Tabela 5. Imagens de Doppler Colorido para protocolo 
Tabela 6. Imagens deDoppler Espectral para protocolo 
Tabela 7. Imagens com Contraste hidrossalino 
Tabela 8. Imagens com Contraste 
Tabela 9. Imagens de Strain 

Tabela 10. Protocolo de Ecocardiogramatranstoracico compreensivo 
Tabela 11. Protocolo de exame com janela limitada 
Tabela 12. Incidences alternativas 
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Legendas dasFiguras. 

Figura 1. Exploragao de pianos do coragao.O eixo longo do piano corresponde a imagens 
adquiridas na incidencia PLAX. O eixo curto do piano corresponde a imagens adquiridas na 
incidencia PS AX. O piano apical corresponde a imagens adquiridas a partir da janela apical. 
Figura 2. Janelas ecocardiograficas para a aquisigao de imagens. 

Figura 3. Manobra de inclinagao do transdutor. O ponto azul representa o index marcador de 
orientagao. 

Figura 4. Manobra de exploragao rotacional. O ponto azul representa o index marcador de 
orientagao relacionado a imagem. Na imagem PLAX o ponto azul representa o index marcador 
de orientagao localizado na parte superior da imagem. Na imagem PSAX o ponto azul 
representa o index marcador de orientagao e a regiao lateral da imagem. 

Figura 5. Manobra de exploragao com deslizamento. 

Figure6. Manobrasexploragao com anteriorizagao/posteriorizagao. O ponto azul representa o 
index marcador de orientagao. 

Figura 7. Manobra de exploragao com angulagao. O ponto azul representa o index marcador de 
orientagao. 

Figura 8.Tracejado da cavidade do LV em paciente com cardiomiopatia dilatada. Nota-se a 
trabeculagao proeminente (seta) e musculatura papilar (*) que sao consideradas parte da cavidade 


do LV. 
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XII. APENDICE - JANELA ALTERNATIVA ADICIONAL 

Este apendice foi formado com janelas adicionais que podem utilizadas quando um 
ecocardiograma e necessario para responder uma questao especffica. 

A. Janela da arteria coronaria no paresternal do eixo curto 

A janela paresternal do eixo curto (PSAX) sendo obtida logo acima da localizagao da AV (valva 
aortica) pode ser utilizada para demonstrar a origem das arterias coronarias (Tabela 12.1).A 
arteria coronaria direita tipicamente e visualizada numa posigao de 11 horas e a origem da arteria 
coronaria esquerda as 5 horas. Para se obter a imagem da origem da arteria coronaria, inicie com 
uma imagem de PSAX em zoom logo acima do level da AV e otimize a imagem.A imagem deve 
demonstrar todos os bordos da aorta e permitir uma movimentagao suficiente em todas as 
diregoes para demonstrar a origem das arterias coronarias e o curso inicial de cada vaso. Em 
alguns indivfduos, ambas coronarias podem ser visualizadas emu ma mesma janela. Mais 
comumente, cada coronaria esta localizada em um piano ligeiramente diferente. Realize uma 
varredura de cima a baixo, com discreta rotagao anti-horaria para conseguir observer a origem da 
arteria coronaria direita e horaria para mostrar a origem da arteria coronaria esquerda [1]. 

B. Janela apical de 2 camaras do ventriculo direito 

Outra janela que pode ser utilizada para avaliar do ventriculo direito (RV) e a apical de duas 
camaras do RV. Para obter esta janela, comece na janela apical de 4 camaras focada no RV e 
angule o transdutor em 60 graus anti-horario (de maneira analoga ao que e realizado no corte de 
2 camaras do ventriculo esquerdo). A veia cava superior (SVC), atrio direito (RA) e o RV 
(porgao inferior da parede livre do RV) serao visualizadas. A valva aortica tambem sera 
parcialmente visualizada. Esta janela pode ser ajudar na avaliagao de endocardite e trombos em 
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eletrodos de marcapasso ou cateters venosos provenientes da SVC. Esta janela tambem pode 
permitir uma angulagao mais paralela ao vetor dos Dopplers colorido e espectral na avaliagao da 
regurgitagao valvar tricuspide (TR). (Table 12.2) 

C. Janela subcostal para veia casa (bicaval) 

Em alguns indivfduos, a SVC tambem pode ser visualizada entrando no RA atraves de uma 
variagao no eixo longo subcostal da veia cava inferior (IVC). Para obter imagens da SVC, 
otimize a imagem do eixo longo da IVC, aumente a profundidade e incline o transdutor em 
diregao a cabega para trazer a tela a SVC. A SVC vai aparecer no porgao inferior do setor entre 5 
- 6 horas. Poderemos visualizer a jungao de ambas as cavas ao atrio direito. Essa janela e de 
utilidade para avaliar o fluxo na SVC, eletrodos e cateters surgindo da SVC e shunts atriais, 
incluindo aqueles provenientes do seio venoso.(Table 12.3). 

D. Janela subcostal para aorta abdominal 

Da janela subcostal evidenciando o eixo longo da IVC, angule e deslize o transdutor para 
esquerda para conseguir imagem da aorta em eixo longo. A aorta e, tipicamente, mais vertical do 
que a IVC. O vaso esta orientado de forma que a sua porgao superior aparece no canto inferior 
do setor e a porgao inferior no topo. Doppler colorido e pulsado mostram o fluxo anterogrado 
movendo-se para cima e para esquerda. As imagens bidimensionais sao uteis para analise de 
aneurisma de aorta, dissecgao e aterosclerose. Este vaso nao apresenta variagao da sua formacom 
manobras respiratorias, o que ajuda na diferenciagao em comparagao a IVC (Table 12.4a,b) 
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E. Janela lateral direita da veia cava inferior 


Em pacientes com transmissao Sonora limitada na janela subcostal (p.e. gases intestinais ou 
curativos pos-operatorios), imagens da IVC podem ser conseguidas atraves do frgado em com 
uma manobra de decubito lateral. Essa manobra geralmente e de grande auxflio em pacientes de 
unidades de terapia intensiva. Esta janela pode ser obtida na posigao supina ou posicionando o 
paciente em decubito lateral esquerdo. Coloque o transdutor do lado direito do paciente, logo 
abaixo da sua caixa toracica. Imagem atraves do frgado demonstrando a IVC e aorta no mesmo 
piano (Table 12.5) 

F. Eixo curto subcostal para veia cava inferior 

A IVC tambem pode ser analisada no eixo curto. Para adquirir esta imagem, rotacione o 
transdutor em 90 graus a partir da janela do eixo longo da IVC e, assim, a IVC sera vista emu ma 
secgao transversa a direita do abdomem quando o situs cardfaco e abdominal for normal (situs 
solitus). Essa janela e util para determiner mudangas com a respiragao e tambem pode ajudar 
para assegurar que a imagem do eixo longo da IVC esta, de fato, localizada no centra do vaso, 
demonstrando o seu diametro maximo e, assim, a maxima variagao do seu diametro com a 
respiragao. Uma varredura do feixe do transdutor do corte transverso em diregao ao coragao pode 
demonstrar derrame pleural (Table 12.6). 

G. Subcostal focado no septo interatrial 

O septo interatrial pode ser destacado na janela subcostal para uma melhor avaliagao de 
aneurisma do septo atrial e/ou pesquisas de defeitos do septo interatrial ou forame oval patente. 
As imagens do Doppler colorido tambem podem ser utilizadas nessa janela para interrogar o 
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septo atrial na pesquisa de passagem de fluxo colorido no septo indicando um defeito presente. A 
escala de velocidade do Color Doppler deve ser reduzida no sentido de melhor observar o 
sentido do fluxo na tela (Table 12.7). 

H. Janela de via de saida do ventriculo direito no eixo curto subcostal 

Essa janela pode ser utilizada para avaliar a via de safda do ventrfculo direito, a valva pulmonar e 
o tronco da arteria pulmonar. Ela fornece uma excelente angulagao para o Doppler no intuit de 
avaliar o fluxo dessas estruturas e auxilia para as medidas do Doppler na avaliagao da estenose 
valvar pulmonar e regurgitagao da valvar pulmonar. Essa e uma alternative para uso quando as 
janelas paresternais sao limitadas (Table 12.8). 


I. Varreadura da janela subcostal do nfvel dos vasos da base ate o apice do 
coracao 

Em indivfduos com dificuldades nas janelas paresternal e apical, a janela subcostal pode fornecer 
boas imagens para completer a avaliagao da fungao do LV. Essa varredura e uma altemativa a 
varredura do PSAX do LV e evita os problemas com as costelas no precordio. Se inicia ao nfvel 
dos vasos da base e se dirige ate o apice do LV. A anatomia, fungao e defeitos septais podem ser 
avaliados nesta sequencia. Multiplos clips podem ser obtidos no mesmo nfvel daqueles utilizado 
para o corte PSAX (Table 12.9 a,b). 
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J. Paraesternal direito para aorta 

Em casos onde existe estenose aortica e o ecocardiografista esta tendo dificuldade em se obter o 
sinal do Doppler aortico com o trandutor de Doppler contmuo sem imagem, o uso de um 
transdutor com imagem pode ser utilizado para identificar a aorta ascendente. Posicione o 
paciente em decubito lateral direito, como o brago direito acima dacabega. Coloque o transdutor 
no Segundo ou terceiro espago intercostal proximo ao bordo direito do esterno. Alinhe o indice 
de marcagao da ponta do transdutor em diregao ao ombro direito do paciente. Nessa posigao a 
obtem-se uma imagem do eixo longo da aorta ascendente, visualizando sua saida do coragao. 
Uma imagem Doppler pode ser obtida nessa janela e/ou o ecocardiografista pode retornar o uso 
do transdutor de CW sem imagem pos a localizagao da menor janela para obtengao do sinal 
Doppler (Table 12.10 a,b e c). 

L. Janela suprasternal para veias inominadas 

A janela padrao em corte longitudinal pode expor parcialmente uma estrutura anterior ao arco 
aortico. Essa, geralmente, e a veia inominada. Para conseguir observar a veia de maneira mais 
completa, realize uma rotagao do transdutor no sentido do piano transverso da aorta (Tabela 
12.11). Manipule o transdutor no sentido inferior para demonstrar a drenagem das veias 
inominadas direita e esquerdo na SVC (Tabela 12.12a). Imagem do fluxo colorido podem ser 
utilizadas para estudar a anatomia venosa e demonstrar a patencias dessas veias (Tabela 12.12b). 
Uma variagao dessa janela, movimentando o transdutor no sentido do esterno e discretamente 
para direita mostraa SVC entrando no RA com a aorta ascendente proximal surgindo a esquerda. 
A AV pode ser visualizada mais distal nesse campo. 
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M. Janela suprasternal do eixo curto para atrio esquerdo e veias pulmonares 
(‘Janela do caranguejo’). 

Partindo da janela suprasternal no eixo transverso, rotacione o transdutor de maneira que ele 
fique quase que paralelo ao planto do esterno. Apos esse movimento, poderemos observar a 
drenagem das 4 veias pulmonares no atrio esquerdo, logo inferior a PA direita (Tabela 12.13). 
Essa janela e boa para demonstrar a anatomia da PA direita e drenagem venosa pulmonar dentro 
do LA. 

N. Modo M-color 

O modo M-color tern sido utilizado para medir a velocidade do fluxo de propagagao da diastole 
inicial atraves do ‘slope’ do contomo da iso velocidade linear para avaliar a fase de enchimento 
rapido da diastole. A tela do aparelho mostra o tempo no eixo X e a distancia especial, media da 
velocidade de influxo ventricular e o tempo desse influxo no eixo Y. Essa medida pode auxiliar a 
avaliagao da disfungao diastolica. A velocidade de propagagao normal e maior do que 50-55 
cm/s. Uma velocidade < 45 cm/s tern sido associado a um deficit de relaxamento [2-5]. Para 
adquirir essa imagem, o curso no Modo-M e alinhado com o jato de influxo mitral na janela 
apical. A caixa do modo-M colorido deve ser colocada de maneira a incluir a area que vai desde 
o anulo mitral ate o apice do LY (Tabela 12.14). A linha de base do color deve ser movimentada 
em diregao ao fluxo para criar um aliasing no fluxo anterograda de maneira que a velocidade 
central do fluxo anterogrado esteja azulada.O slope deve ser medido ao longo da primeira linha 
de aliasing avermelhada do sinal do imcio da diastole, oqual deve ser relacionado temporalmente 
a onda E. A medida deve ser do anulo do anel mitral ate, pelo menos, 4 cm dentro do LV. Divida 
a distancia dentro do LV pelo tempo em segundos para obter o slope em cm/s [2, 3]. 
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I. INTRODUCTION 


Since the first report of the use of ultrasound for cardiovascular diag¬ 
nosis by Edler and Hertz in 1954, echocardiography has expanded 
exponentially over the ensuing decades. The history of echocardiog¬ 
raphy is one of continuous innovation. With each discovery of new 
technology, the echocardiographic examination has progressively 
become longer, more comprehensive, and integrated with more 
diverse technology. In some circumstances, refined technology has 
completely replaced old methods. In other circumstances, new tech¬ 
nology is incorporated to enhance existing capabilities. 

Several professional organizations, including the American Society 
of Echocardiography (ASE), have put considerable effort into the 
development of a wide array of comprehensive guidelines, typically 
focusing on the use of echocardiography for specific clinical purposes. 
Other guidelines have focused on specific technique-based recom¬ 
mendations for such aspects of the examination as chamber quantifi¬ 
cation or diastolic performance. Accrediting agencies such as the 
Intersocietal Accreditation Commission have established standards 
for components of the echocardiographic examination. 

The ASE established standards for the two-dimensional (2D) 
transthoracic echocardiographic (TTE) examination in 1980 and 
updated recommended components of the examination in 2011. 
Recently the British Society of Echocardiography updated a 
minimum data set for standard adult transthoracic echocardiography, 
and the Swiss Society of Cardiology 8 has established standards for the 
performance of an echocardiographic examination by a cardiologist. 

The ASE has convened this writing group to establish new guidelines 
for the performance of a comprehensive TTE examination. Our pur¬ 
poses are to (1) establish the content of a comprehensive TTE examina¬ 
tion, (2) provide recommendations for technical performance and 
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appropriate use of instrumentation during the examination, (3) provide 
guidance for the integration of the various ultrasound-based imaging 
modalities into the comprehensive examination, and (4) describe best 
practices for the measurement and display of the data generated by 
the comprehensive examination. It should be noted that pathology- 
specific measurements are beyond the scope of this document. 

This document is divided into the following sections: 

I. Introduction 

II. Nomenclature 

This section will define standard views and scanning maneuvers 
that are used in this text. 

III. Instrumentation 

This section provides recommendations and guidance for the use 
of modern ultrasound equipment to optimally display all modalities 
of the transthoracic examination. 

IV. Two-Dimensional Imaging 

This section defines the writing committee's recommendations for 
the 2D-based views to be included in a comprehensive examination. 

V. Two-Dimensional Measurements 

This section provides guidance on the standard measurements that 
should be obtained as part of the comprehensive TTE examination. 

VI. M-Mode Measurements 

This section provides guidance on selected M-mode measurements. 

VII. Color Doppler Imaging 

This section defines the basic imaging windows, display, and mea¬ 
surements for color Doppler imaging (CDI) to be integrated into the 
comprehensive transthoracic examination. Similarly, display of color 
Doppler flow interrogation for valves, vessels, and chambers is defined. 

VIII. Spectral Doppler Imaging 

This section defines the basic imaging windows, display, and measure¬ 
ments for spectral Doppler to be integrated into the comprehensive trans¬ 
thoracic examination. Similarly, display and measurement of spectral 
Doppler flow interrogation for valves, vessels, and chambers are defined. 

IX. Additional Techniques 

The guideline makes recommendations on the use of agitated sa¬ 
line as well as ultrasound enhancement agents (UEAs) for improve¬ 
ment of endocardial border detection. The committee also 
recommends, when practicable, use of longitudinal strain imaging 
and three-dimensional (3D) evaluation of ventricular size and func¬ 
tion as part of the standard examination. 

X. Examination Sequence 

The integrated complete transthoracic examination is enumerated 
in a recommended sequence of performance. We also make recom¬ 
mendations for selective use of a limited transthoracic examination. 

II. NOMENCLATURE 


A. Image Acquisition Windows 

The following nomenclature defines the imaging planes, views, and scan¬ 
ning maneuvers. Transducer movements will describe motions directed 
anterior, posterior, superior, inferior, lateral and medial (Figure 1 ). All ul- 


Posterior 

Figure 1 Scanning planes of the heart. The long-axis plane cor¬ 
responds to images acquired in the PLAX views. The short-axis 
plane corresponds to images acquired in the PSAX views. The 
apical plane corresponds to images acquired from the apical 
window. 


trasound system transducers have an orientation index marker. Each view 
described in this text will provide orientation information on the basis of 
positioning of the index marker. The imaging windows described are the 
parasternal, apical, subcostal (SC), and suprasternal notch (SSN) 
(Figure 2). The patient is positioned in the left lateral decubitus position 
(as long as the patient is able to move) for image acquisition in the left par¬ 
asternal and apical windows. The parasternal long-axis (PLAX) view is 
located on the left side of the sternum and will provide imaging planes 
of the long axis of the heart with the index marker pointed toward the 
patient's right shoulder. The initial parasternal short-axis (PSAX) view is 
located in the same location as the PLAX view, but the index marker is 
pointed toward the patient's left shoulder. This view provides images of 
the heart in an axial plane. The apical window is located below the left 
breast tissue, where one can feel the apical impulse. In the apical window 
the index marker is initially placed in the 4 to 5 o'clock position to demon¬ 
strate the apical four-chamber (A4C) view. The SC window is located on 
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Figure 2 Echocardiographic windows to obtain images. 
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Figure 3 Tilting maneuver of the transducer. The blue dot 
represents the index orientation marker. 

the anterior surface of the body, just below the sternum. Image acquisition 
for this window is performed with the patient in the supine position. The 
initial view from this window is the SC four-chamber view, which is ob¬ 
tained with the index marker directed toward the patient's left side at the 
3 o'clock position. The SSN window is located just superior to the 
manubrium of the sternum. Images are obtained from this window 
with the patient in the supine position. The initial view demonstrated is 
the long axis of the aortic arch. The transducer orientation index 
marker is initially directed toward the left shoulder, and the face of the 
transducer is directed inferior so that the transducer is almost parallel 
with the neck. Small movements of rocking and angling may be used 
to demonstrate the best view of the aortic arch. 


B. Scanning Maneuvers 

The terms tilt , sweep, rotate, slide, rock, and angle will be used to define trans¬ 
ducer movements. The term tilt refers to a movement in which the trans¬ 
ducer is fixed in position and the face of the transducer is moved to 
demonstrate other image planes in the same axis (Figure 3 ). 13 Sweep refers 
to the deliberate action of capturing a long video clip of data. An example 
of a sweep would be recording the tilt planes of the heart from posterior to 
anterior in the apical window during one long video clip. The term rotate 
refers to keeping the transducer in a stationary position but turning the in¬ 
dex marker to a new position (Figure 4). The term slide refers to 
moving the transducer over the patient's skin to a new position 
(Figure 5). 9,13,14 The terms rock and angle refer to smaller movements 
used to optimize an image. Rock refers to an action of moving the 
transducer, staying in the same imaging plane, toward or away from 
the transducer orientation marker to center a structure or extend the 
field of view. Rock differs from tilt, in that the rock motion stays in 
the same imaging plane (Figure 6), whereas the tilt motion refers to mo¬ 
tion in the same axis but different imaging planes. Angle refers to a mo¬ 
tion in which the image is optimized by keeping the transducer in the 
same position and directing the sound beam toward a structure of inter¬ 
est. An example of angling is imaging of the tricuspid valve (TV) in the par¬ 
asternal window, PSAX view, then moving the transducer to image the 
PSAX aortic valve (AV), then manipulating the transducer to demonstrate 
the pulmonic valve (PV) (Figure 7). 1 Angle differs from rock, in that the 
rock motion is used to center a structure, whereas the angle maneuver is 
more complex, combining several small movements to optimize imaging 
of a structure but not necessarily centering the structure to the middle of 
the image display. Throughout this document the term optimize refers to 
making the appropriate transducer movements to produce the best 
possible image. 


C. Measurement Techniques 

It is recommended by the writing group that the interface between 
the compacted myocardium and the noncompacted myocardium 
(trabeculated) be used for all 2D and 3D measurements (Figure 8). 
The compacted myocardium is the solid, homogenous wall separate 
from trabeculations within the blood-filled left ventricular (LV) cavity. 
In instances when this interface cannot be discerned, one should mea¬ 
sure at the blood-tissue interface. 

Key Points #1 _ 

Descriptions of transducer movements to optimize the 
image: 

Tilt: The transducer maintains the same axis orienta¬ 
tion to the heart but moves to a different imaging 
plane. 

Sweep: Multiple transducer movements are used to 
record a long video clip to show multiple anatomic 
structures. 

Rotate: The transducer maintains a stationary 
position while the index marker is moved to a new 
position. 

Slide: The transducer moves across the patient's skin 
to a new position. 

Rock: Within the same imaging plane, the transducer 
changes orientation either toward or away from the 
orientation marker. 

Angle: The transducer is kept at the same location on 
the chest, and the sound beam is directed to show a 
new structure. 


III. INSTRUMENTATION 


Operators performing TTE imaging are expected to be familiar with 
instrumentation settings and the contributions of these settings to im¬ 
age quality. Some features of image production are determined by 
design of the ultrasound system and cannot be changed by the oper¬ 
ator. However, several instrumentation settings can be modified dur¬ 
ing image acquisition (preprocessing) or manipulated by the operator 
after data are collected and stored (postprocessing), and these are 
important for optimal image acquisition. 

To save time for operators and improve consistency of imaging, 
many laboratories set up imaging "presets" on their ultrasound equip¬ 
ment. Presets are instrumentation settings that are optimal for imaging 
a particular type of patient, anatomic structure, or blood flow and 
should be considered starting points for image optimization. 

They are time saving in that they are set for a typical patient 
coming to the echocardiography laboratory. Presets are available for 
all ultrasound imaging modes, including M-mode, 2D, and all forms 
of Doppler imaging. The first section of the guidelines will 

discuss instrumentation settings controlled by the operator. 

A. Two-Dimensional Imaging 

1. Grayscale Maps. The amplitude of reflected ultrasound de¬ 
tected by the imaging system varies over several logarithmic units 
of signal strength, well beyond the capacity of human visual percep¬ 
tion. Systems process the data to enhance and suppress signals, trans¬ 
forming raw data into useful images that display the echocardiogram 
in various shades of gray. High-amplitude signals are depicted as 
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Rotating the Probe to the Right Shoulder Rotating the Probe to the Left Shoulder 



Figure 4 Rotating scanning maneuver. The blue dot represents the index orientation marker as it is related to the image. In the PLAX 
image, the blue dot represents the orientation index marker located on the superior aspect of the image. In the PSAX image, the blue 
dot represents the position of the orientation index marker and the lateral aspect of the image. 


Sliding the Probe 



bright white and low-amplitude signals as dark gray, with absence of 
signal being black. Signal manipulation is presented to the operator as 
a series of grayscale maps that allows the operator to select a setting 
that best displays images for a specific type of patient. Certain 
maps may show specific pathology better or may be better suited 
for patients on the basis of body habitus. Cardiac grayscale maps 
are designed to optimize the blood-tissue border (specular echoes) 
and demonstrate subtle differences in scattered echoes from weak 
reflectors, such as myocardium. Given the wide range of ultrasound 
systems available, the writing committee advises that all echocardiog¬ 
raphy laboratories work with application specialists from the manu¬ 
facturer of the imaging systems to select optimal grayscale settings. 
Once laboratory protocols are selected, it is important to maintain 
consistent settings, as this may facilitate longitudinal comparisons 
with previous studies (Tables 1.1a and . 1 b). 

2. B-Mode Colorization. Within the grayscale map selection, there 
is often an option for colorization of the B-mode image. In this 


instance, the grayscale image is transformed to a different range of 
colors (e.g., sepia, a light pink color) instead of grays. Colorized B- 
mode may be a laboratory preference or an interpreting-physician 
preference. Some clinicians feel that the colorized image demon¬ 
strates certain pathologies better to their eye than the gray scale im¬ 
age. 1819 B-color does not change the amount or type of 
information displayed, only the perception of the viewer 
(Tables 1.2a and 1.2b). 18 ' 19 ' 20 

3. Dynamic Range. An important grayscale parameter that adjusts 
the appearance of the shades of gray on the image is the dynamic 
range setting. On some ultrasound systems, this control is called 
"compression." 1 ^ This setting changes the ratio between the highest 
and lowest received echo amplitudes in the image. A low 
dynamic range setting yields an image that is very black and white 
(high contrast). This may be beneficial for difficult studies with 
marginal image quality. A high dynamic range setting produces an 
image that has more shades of gray, which means that a smaller 
range of amplitudes is assigned to a particular shade of gray making 
up the image. For cardiac imaging, the dynamic range settings 
should be set to provide enough shades of gray to discern the 
interface between compacted and noncompacted myocardium. 
Too few shades of gray may result in an underrepresentation or 
absence of subtle, low-amplitude structures (e.g., a thin-walled 
segment, thrombus, or vegetation), while too many shades of gray 
may make the image appear "washed out," sometimes eliminating ac¬ 
curate differentiation between the compacted and noncompacted 
myocardium (Tables 1.3 a and 1.3 b). 

4. Transmit Frequency. Transmit frequency refers to the operating 
frequency of the imaging transducer. The typical range of frequencies 
used in adult echocardiography is 2.0 to 5.0 MHz. The higher fre¬ 
quencies produce better image resolution but are unable to penetrate 
as deep into the body as lower frequencies. With the availability 
of broad-bandwidth transducers, it is now relatively easy to modify 
transmit frequency rapidly. Operators should start with a high 
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Rocking Away from the 
Orientation Index Marker 



Rocking Toward the 
Orientation Index Marker 


Figure 6 Rocking scanning maneuver. The blue dot represents the index orientation marker. 


Angling Away from the Angling Toward the 

Orientation Index Marker Orientation Index Marker 



Figure 7 Angling scanning maneuver. The blue dot represents the index orientation marker. 


transmit frequency and then adjust to lower frequencies if additional 
penetration of the sound wave is needed. The highest possible fre¬ 
quency should be used for imaging throughout the examination 

(Tables 1.4a and 1.4b). 

5. Harmonic Imaging . Modern imaging systems allow the selec¬ 
tion of harmonic imaging, where returning frequencies that are 
multiples of the transmit (fundamental) frequencies are used to 
create the ultrasound image. Harmonic frequencies are caused by 
the sound beam becoming distorted as it travels through 
tissues. ' ' ' Harmonic imaging most commonly uses the 
second harmonic frequency, which is twice the fundamental 
frequency. ' z Manufacturers have lowered the fundamental 


frequency of transducers to increase penetration while displaying 
the higher frequency second harmonic. This is especially helpful in 
patients who are obese or have dense muscle tissue and typically 
yields higher quality images. Because the degree of harmonic 
distortion is proportional to the strength of the reflected signal, 
higher energy specular echoes at tissue borders are enhanced while 
lower energy noise is eliminated. Thus, harmonic imaging results in 
an image that appears clearer with a maximized signal-to-noise 
ratio. 17,21,22 With early forms of tissue harmonic imaging, axial 
resolution was negatively affected by the long pulse durations 
needed for frequency resolution. Newer forms of broad bandwidth 
tissue harmonic imaging have resolved this problem and allow 
low-artifact, high-axial resolution imaging. The writing committee 
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Figure 8 Tracing of the LV cavity in a patient with dilated cardio¬ 
myopathy. Note the prominent trabeculae (arrow) and papillary 
muscles (asterisk), which are considered part of the LV cavity. 

recommends that cardiac ultrasound imaging be performed using 
harmonic imaging at the highest possible frequency (Tables 1.5a 
and 1.5b). 22,24 " 28 

6. Sector Size and Depth. The depth setting of the image indi¬ 
cates how far into the body the ultrasound system attempts to detect 
anatomy. Depth is measured in units of length (such as centimeters or 
millimeters) and should be set to maximize the size of the display for 
the structures or flow of interest. Depth and sector width settings may 
also influence frame rates. Because the heart is a moving structure, 
higher frame rates are desirable to increase temporal resolution, 
particularly for rapidly moving structures. Unnecessarily large sector 
depths increase the amount of time needed to produce each imaging 
line of the sector, forcing the system to compromise, either by 
lowering frame rates or by reducing the number of lines per sector, 
resulting in reduced image quality. Similarly, a narrower sector angle 
may be appropriate in some circumstances to enhance image quality 
(Tables 1.6a and 1.6b). 

7. Transducer Beam Focus. Some systems use automatic special¬ 
ized dynamic focusing on the basis of the preset and the imaging 
depth. The operator cannot adjust this feature. Other systems have 
a manual transmit focus control that adjusts shape and width of the 
sound beam. Narrower widths yield better lateral resolution. 
The focus should be set at the depth of the structure of interest 
(Tables 1.7a and 1.7b). Note that in cases in which the apex needs 
to be evaluated, moving the focus to the apex may increase resolu¬ 
tion. Typically, for cardiac imaging, a single focus is used to keep frame 
rates high and improve temporal resolution. Using multiple 
focal zones may decrease the frame rate, thus reducing temporal 
resolution. 

8. Overall Gain and Time-Gain Compensation. Gain controls 
are designed to make tissues with similar acoustic properties 
appear consistent from one patient to the next and throughout 
the entire field of view. 10 The overall gain adjusts the 
brightness of the image equally throughout the entire sector. 
Gain should be set high enough so that there are just a few 
echoes demonstrated in the blood and blood-endocardial tissue 
borders are well delineated (Tables 1.8a and 1.8b). The time-gain 
compensation (TGC) controls are usually set up as a series of 


pods that can be adjusted to amplify a particular portion of the im¬ 
age. This control is used to make up for energy loss due to atten¬ 
uation. Attenuation is the loss of ultrasound signal intensity and 
amplitude as it travels deeper into the body. Thus, returning 
signals from the near field of the sector have much greater 
amplitude than those from the far field. Selective amplification 
equalizes the appearance of structures across the entire sector 
(Tables 1.9a and 1.9b). 

On some ultrasound systems, there is an automatic ultrasound 
optimization function that rapidly and automatically adjusts the 
TGC on the basis of the echo information returning to the ultrasound 
system. Although this may be a time-saving feature for the operator, 
it should be used as a starting point for image optimization and not 
viewed as a definitive image adjustment (Tables 1.10a and 1.10b). 

9. Zoom/Magnification. Another imaging feature is the zoom/ 
magnification control. Most systems have two types of zoom/magni- 
fication available. There is a preprocessing zoom feature activated by 
placing a region of interest (ROD within a small part of the sector 
and zooming. Although the number of pixels in the display is un¬ 
changed, each pixel now represents a smaller area in the heart. 
Because the ROI is small compared with the nonzoomed image, 
the frame rates can increase, and image resolution is improved. 
The second zoom feature is a postprocessing feature. In this case, 
after the image is frozen, an ROI is selected and the image is 
zoomed. This results in simple magnification of an anatomic struc¬ 
ture. The number of pixels used to produce the image is the 
same as the original sector resolution. On the zoomed video display, 
fewer pixels are shown, but in an enlarged format, making the im¬ 
age larger but with poorer apparent resolution. The writing commit¬ 
tee recommends using preprocessing zoom whenever possible 
(Tables 1.11a and 1.11b). 

10. Frame Rate. There may be times when higher frame rates are 
desired to maximize temporal resolution. Operators can increase 
frame rates by decreasing the depth of the image, decreasing the num¬ 
ber of focal zones, narrowing the sector width, or using preprocessing 
zoom. Depending on the imaging system, other image adjustments, 
such as reducing the number of scan lines being written per sector 
sweep, may increase frame rates (Tables 1.12a and 1.12b). 10 

B. Spectral Doppler 

Spectral Doppler parameters that can be adjusted by the operator at 
the time of image acquisition include velocity scale, baseline position, 
sweep speed, velocity filters, sample volume size, and Doppler 
gain. 10 ' 30 

1. Velocity Scale. Adjusting the velocity scale allows the spectral 
Doppler tracing to be displayed as large as possible without aliasing 
(see below) (Tables 1.13a and 1.13b). By convention, flow toward 
the transducer is displayed above the zero-velocity baseline, and 
flow away from the transducer is displayed below the baseline on 
TTE imaging. However, most systems allow the operator to invert 
the signal. The baseline can be moved up or down to allow the 
Doppler signal to be displayed as large as possible without aliasing 
in either direction. However, the operator should take care not to 
miss important flow in the opposite direction. 

2. Sweep Speed. The default sweep speed should be set to 100 
mm/sec or adjusted to optimize the sweep display on the basis of 
heart rater Ideally, two or three spectral Doppler beats should be 
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Table 1 Instrumentation settings 


1.1. Grayscale map 
Determines how shades of gray will 
best be displayed to highlight specific 
findings in the image, (see Videos 1 and 2) 


Grayscale parameter and function 



1.1a (see Video 1) Lib (see Video 2) 


1.2. B-mode colorization 
Transforms the B-mode image from 
standard shades of gray to an alternative 
color display, (see Videos 3 and 4) 


1.3. Dynamic range/compression 
Shows the effect of two different settings of 
compression, (see Videos 5 and 6) 



1.3a (see Video 5) 1.3b (see Video 6) 


(Continued) 


demonstrated across each sweep. This will allow visualization of more 
than one beat and allow accurate measurements of time intervals. In 
some instances, sweep speed should be adjusted to optimize the 
display for a specific diagnosis. For example, different sweep speeds 
may be used to assess mitral inflow. In one case, it may be desirable 
to increase the sweep speed to spread out the spectral waveform to 


allow a more precise measurement of time, velocity-time integral 
(VTI), and slope. At other times when evaluating for physiology linked 
to the respiratory cycle, a slow sweep speed of 25 mm/sec is desirable 
to allow many beats to be seen simultaneously with a respirometer 
(Tables 1.14a and 1.14b). 31 " 33 All velocity and time interval 
measurements should be performed at a speed of > 100 mm/sec. 
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Table 1 (Continued) 

1.4. Transmit frequency 

Shows the effect on image quality of two 

selections of frequency. 

(see Videos 7 and 8) 


1.5. Harmonic imaging 
Uses frequencies created by the tissues, 
rather than the fundamental frequency, to 
create an image. Most common is the 
second harmonic, which is twice the 
frequency of the fundamental. 

(see Videos 9 and 10) 


•; s . l 

1 1 


/vr 4 

A i i 

f 1 i 



Fundamental Low frequency setting 

Fundamental High frequency setting 

1.4a (see Video 7) 

1,4b (see Video 8) 

'-'1 f 

1 A ' 1 

Fundamental High frequency setting 

Harmonic imaging setting 


l 5a (see Video 9) 


L5b (see Video 10) 



(Continued) 


3. Sample Volume Size . The sample volume size feature should 
be used to decrease spectral broadening (noise within the spectral 
window) in order to display the clearest Doppler signal. If the 
sample volume is set too large, the Doppler signal may be 
inherently noisy, making it difficult to distinguish laminar from 
turbulent flow. The appropriate sample volume size changes de¬ 
pending on which structure is being interrogated. Specific recommen¬ 
dations appear in later sections for individual imaging circumstances 
(Tables 1.15a and 1.15b). 


4. Wall Filters and Gain. Another adjustable spectral Doppler 
parameter is the wall filter. The wall filter allows the removal of 
high-intensity but low-velocity signals ("clutter") from the Doppler 
spectrum that may emanate from movement of chamber walls or 
valve leaflets. It should be set to allow unambiguous display of the 
beginning and end of the flow signal of interest. In some instances, 
when signal velocity is very low, the wall filter may need to be 
set to a very low level to best detect the Doppler signal. In 
instances in which high velocities are present, the wall filter may 
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Table 1 (Continued) 


1.7. Transducer beam focus 
Alters the beam shape and placement of 
the narrowed region of the sound beam, 
resulting in improved lateral resolution at 
the site of the focal zone. Note the clarity of 
the structure based on the focal zone 
placement (apex clarity, image 1.7a; MV 
and LA wall, image 1.7b). 

(see Videos 13 and 14) 



1.7a (sec Video 13) 


1.7b (see Video 14) 


1.8. Overall gain 

Controls amplification of returning echo 
signals before display. Adjusts the overall 
brightness or dimness of the image equally 
throughout the sector. Note the overall 
brightness of the image when the gain is set 
at 4dB (image 1.8a) and overall gain set at 
0 dB (image 1.8b). (see Videos 15 and 1 6) 


1.9. TGC 

Selectively amplifies returning echo signals 
in different horizontal regions of the image 
before display. Note the appearance of 
focal banding when TGC pods at this area 
are not set correctly (arrows, 1.9a). 
Optimized TGC is image 1.9b. 

(see Videos 17 and 1 8) 




__— 


Overall Gain d d8 


Overall GainO dB 


1,8a (see Video 15) 


1.8b (see Video 16) 



1 9a (see Video 17) 


1.9b (see Video 18) 


1.10. Automatic ultrasound optimization 
grayscale function 

Auto-adjusts image TGC and gain settings 
on the basis of returning echo signals 
before image display. 

(see Videos 19 and 20) 



1 .10a (see Video 19) 


1.10b (see Video 20) 


(Continued) 
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Table 1 (Continued) 

1.11. Zoom/magnification 
Magnifies a selected area of interest within 
the sector: Image 1.1 la demonstrates the 
placement of the zoom box; Image 1.11b 
demonstrates the zoomed image. 

(see Videos 21 and 22) 


1.11a (see Video 21) 1.11b (see Video 22) 



1.12. Sector size/frame 
The changes in sector size and depth affect 
image display and frame rate. The left 
image (1.12a) is at a depth of 170 mm and 
uses a narrow sector width. The frame rate 
is 84 Hz. The middle image (1.12b) is at a 
depth of 240 mm with a narrow sector. The 
frame rate is 73 Hz. The right image (1.12c) 
is at a depth of 240 mm with a wide sector, 
and the frame rate is 43 Hz. 

(see Videos 23, 24 and 25) 



Spectral Doppler parameter and function 


1.13. Velocity scale 

Specifies range of velocities that can be 
displayed. This is a PW Doppler sample 
from the LVOT. The image on the left 
demonstrates aliasing (1.13a). The velocity 
scale is adjusted from a maximum velocity 
range of -80.0 to -120 cm/sec. The right 
image (1.13b) has no aliasing. 



(Continued) 


need to be adjusted upward to remove more low-velocity clutter to 
allow an unambiguous display of the Doppler signal of interest 

(Tables 1.16a-1.16c). 

As with grayscale imaging, the overall Doppler gain is adjusted to 
demonstrate the clearest Doppler signal that shows the full spectrum 
of velocities, displaying many shades of gray without missing impor¬ 
tant low-amplitude information (undergaining) or obscuring 
the true spectral envelope with excessive noise (overgaining) 
(Tables 1.17a-1.1 7c). The optimal signal for measurement is one 
that demonstrates a smooth velocity curve (Tables 1.17a-1.1 7c). 35 
The modal velocity (densest portion of the Doppler signal) is the 
velocity measured. 


5. Display Settings. The spectral Doppler baseline should be posi¬ 
tioned to optimally display the flow of interest. In some instances, 
such as when using continuous-wave (CW) Doppler to evaluate the 
PV, it may be desirable to demonstrate forward and regurgitant 
flow simultaneously on the same Doppler display. 

Several systems also have an automatic ultrasound optimization 
feature that adjusts the spectral Doppler signal and includes positioning 
of the baseline, gain, and wall filter with one control. This can be a good 
starting point for image optimization (Tables 1.18a and 1.18b). 

6. Puised-Wave Doppler, High-Pulse Repetition Frequency 
Doppler, and CW Doppler. Spectral Doppler consists of three 
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Table 1 (Continued) 


1.14. Sweep speed 

Changes number of cardiac cycles shown 
on the horizontal axis of the Doppler display: 
1.14a demonstrates a sweep speed of 25 
mm/sec, and 1.14b demonstrates a sweep 
speed of 100 mm/sec. 
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Sweep speed 25 mm/s 


Sweep speed 100 mm/s 


1.14a 


1.14b 



1.15. Sample volume size 
The sample volume size adjusts the width 
of the sample volume. Image 1.15 
demonstrates a large sample volume size. 
Note the noise in the Doppler signal. Image 
1.15b demonstrates use of a smaller 
sample volume. Note the clarity of the 
Doppler signal. 


1.15a 


1.15b 


1.16. Wall filter 

Eliminates low-velocity signals near the 
zero baseline 


1.17. Gain 

Amplifies spectral Doppler signals before 
display. Proper adjustment of gain may 
have a profound effect on the ability to 
make accurate measurements. 




1.16a 


1.16b 


1.16c 


1.17a 


1.17b 


1.17c 


(Continued) 


modes: pulsed-wave (PW) Doppler, high-pulse repetition frequency 
(HPRF) Doppler, and CW Doppler. 0 PW Doppler is used when 
one wishes to measure blood flow velocity at a particular depth 


(range resolution). The major limitation of PW Doppler is aliasing, 
which is the inability to display a complete velocity waveform at 
excessively high velocities. Aliasing occurs when the detected 
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Table 1 (Continued) 


1.18. Baseline 

This control should be positioned to 
optimize the entire Doppler signal as large 
as possible and can be used along with the 
“Doppler scale” control to eliminate 
aliasing. Image 1.18a demonstrates 
improper baseline settings. Note the 
aliasing. Image 1.18b demonstrates 
optimization of the baseline. 



1.18a I.18b 


1.19. Use of HPRF and CW Doppler to 
determine the highest velocity 
Use of HPRF with multiple gates in image 
1.19a. and CW Doppler in image 1.19b to 
acquire highest velocity. 


1.20. DTI 

DTI presets use larger sample volume size 
and lower velocity scales. Image 1.20a 
demonstrates an optimized DTI tracing. 
Image 1.20b demonstrates a DTI tracing 
with a smaller sample volume size and 
high-velocity scale setting. Note the 
difference in the quality of the DTI tracing. 



1.20a 1.20b 


(Continued) 


Doppler shift frequency is greater than half the pulse repetition 
frequency being transmitted into the heart. J The pulse repetition fre¬ 
quency, which is the primary factor determining the maximum 
measurable velocity, or Nyquist limit, is determined primarily by ve¬ 
locity scale and is limited by maximum imaging depth. When aliasing 
cannot be eliminated in normal PW mode by maximizing the scale, 
switching to HPRF Doppler increases the number of active sample 
volumes. HPRF Doppler is used when the operator wishes to mea¬ 
sure the blood flow velocity at a certain depth at which aliasing occurs 
with regular PW Doppler. For example, increasing the number of 
sample volumes to two increases the Nyquist limit by a factor of 2, 
and therefore higher velocities may be displayed. The major limita¬ 


tion of this technique is range ambiguity, or an inability to determine 
the origin of the displayed velocities. With HPRF Doppler and two 
sample volumes, the displayed velocities could come from either sam¬ 
ple volume. The clinical setting usually defines which sample volume 
is the source, but display artifacts may, in some situations, be difficult 
to define. Operators should know the characteristics of the imaging 
system being used, realizing that some systems automatically revert 
to HPRF when the velocity scale is increased, suddenly causing mul¬ 
tiple sample volumes to appear (Tables 1.19a and 1.19b). 

CW Doppler is used to measure and record high velocities. 
Although there is no Nyquist limit with CW Doppler, as transmission 
and reception of ultrasound are continuous, the limitation is range 
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Table 1 (Continued) 


1.21. Effect of sector size/ROI size 
The size of the color flow Doppler ROI 
influences frame rate. Smaller color ROIs 
increase frame rate. To optimize the color 
image and keep frame rates high, the color 
ROI should be as narrow and small as 
possible while still including all relevant 
anatomy, (see Videos 26 and 27) 


CDI parameter and function 


*r\ 


Narrow color ROI resulting in a frame rate of 35.6 fps 


i 21 a (see Video 26) 


7 M 




Wide color ROI resulting In a frame rate of 14.9 fps 


1.21b (see Video 27) 


1.22. Gain 

Amplifies color Doppler signal before 
display. In this example, the image on the 
left has the color flow Doppler gain 
optimized to demonstrate flow in the Pulvns. 
In this example, the gain is increased from 
-17 dB (1.22a) to -9.5 dB (1.22b) to better 
demonstrate the Pulvn flow. 

(see Videos 28 and 29) 


1.23. Color maps 

Converts velocities into colors. In 1.23a, 
high-velocity flow toward the transducer is 
displayed as yellow (arrow) and high- 
velocity flow away from the transducer as 
bright blue. In 1.23b, the Doppler map 
(arrow) displays velocity toward the 
transducer as shades of red color and flow 
away from the transducer as shades of blue 
with areas of turbulence as green. 

(see Videos 30 and 31) 



1 23 a (see Video 30) 1.23b (see Video 31) 


(Continued) 


ambiguity. CW Doppler samples the entire range of returning 
frequencies along its beam path, and therefore it is not able to 
discern where any particular frequency shift is located. CW 

Doppler may be performed with duplex (combined imaging and 
Doppler) transducers that help define the source of the high- 
velocity flow. For maximum sensitivity, it is recommended that the 
small-footprint specialized nonimaging (pulsed echo Doppler flow) 
transducer be used for clinical situations in which it is critical to obtain 
maximum flow velocity. 37 

7. Doppler Tissue Imaging. Doppler tissue imaging (DTI) is typi¬ 
cally used to measure the Doppler frequency shift of the moving 


O 1 S' O O o Q 

myocardium and the annuli of the mitral and TVs. J,; ' Both 
PW and color Doppler modes can be used with DTI. 40 Compared 
with measuring blood flow velocities, tissue Doppler detects very 
low velocities K20 cm/sec) at a very high amplitude 040 dB). 
Filter settings are much different compared with standard PW 
Doppler set for blood flow. To optimize this Doppler mode, it is 
recommended that a preset be used that is recommended by the 
ultrasound manufacturer. A preset for DTI will improve workflow 
for acquiring these Doppler data and serve as a quick starting point 
for optimizing the DTI signal. DTI presets have a larger sample volume 
than PW Doppler, the velocity scale set below 25 cm/sec, specialized 
filter and power settings, and sweep speeds selected as noted above 







16 Mitchell et al 


Journal of the American Society of Echocardiography 

January 2019 


Table 1 (Continued) 

1.24. Scale/PRF 

Specifies the range of velocities that can be 
represented by a color map without 
aliasing. In the image on the left (1.24a), 
color Doppler aliasing is noted in the PA. 
When the scale range is increased from 
0.69 to 0.77 m/sec, the aliasing is 
eliminated (1.24b). (see Videos 32 and 33) 



1.25. Effect of scale on display of 
regurgitation 

Images 1.25a, 1.25b, and 1.25c are all 
taken from the same patient and 
demonstrate the effect of the color Doppler 
scale setting on the appearance of the 
mitral regurgitation jet. Image 1.25a: scale 
too low; image 1.25b: scale set too high; 
image 1.25c: scale setting optimized. 

(see Videos 34, 35 and 36) 



1.25 a (see Video 34) 1 25b (see Video 35) 1.25e (see Video 36) 


1.26. Low-flow settings of flow into the 
atrial septum 

Image 1.26a demonstrates that scale set 
too high to evaluate the blood flow 
velocities in the atria. Image 1.26b 
demonstrates the scale set lower to 
optimize evaluation for low flow velocities in 
the atria, (see Videos 37 and 38) 




Scale set at 0,63 m/s Scale set at 0,32 m/s 


1.26a (see Video 37) 1.26b (see Video 38) 


M-mode parameter and function 


1.27. Sweep speed 

Changes number of cardiac cycles that can 
be shown on the horizontal axis of the M- 
mode display. Image 1.26a demonstrates a 
sweep speed of 25 mm/sec, and image 
1.26b demonstrates a sweep speed of 50 
mm/sec. 



(Continued) 
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Table 1 (Continued) 


1.28. Color M mode 

Color M mode assists with the timing of 
events. Image 1.28a demonstrates M mode 
with MS. In image 1.28b, color M mode 
demonstrates the inflow with MS in diastole 
and turbulent flow from MR in systole. 



1 28 a 


1.28b 


For Videos 1 to 38, see www.onlinejase.com. 

for PW Doppler. Velocity and time interval measurements should be 
made at a sweep speed of 100 mm/sec (Tables 1.20a and 1.20b). 41 

C. Color Doppler Imaging 

CDI is a pulsed Doppler technique that uses multiple sample volumes 
along a series of scan lines, displayed in an ROI. It is not a stand¬ 
alone display but rather is integrated with the 2D image and is 
affected by 2D gain settings. CDI displays the following blood flow 
characteristics: timing, relative velocity, direction, and presence of tur¬ 
bulence. * To best display color-flow data, several parameters should 
be optimized, including the size of the color ROI, 2D sector size, 
color-flow map, and velocity scale. 

1. ROI and 2D Sector Size. Before initiating color Doppler, the 2D 
sector size should be adjusted to the lowest depth and width 
necessary to accurately depict the anatomic region to be imaged. 
This will help optimize the color frame rate . j4 In some settings, the 
preprocessing zoom mode may be the best alternative for the 2D 
display. The color box ROI defines the size and position of the region 
of color Doppler interrogation within the B-mode sector. The color 
box ROI should be sized to include all of the flow information being 
evaluated. Setting the ROI as narrow and shallow as possible allows 
maximum frame rate and velocity scale, thus yielding the best tempo¬ 
ral and flow velocity resolution (Tables 1.21a and 1.21b). 

2. Color Gain. The color-flow Doppler gain should be adjusted by 
slowly increasing the color gain until there is random color-flow speckling 
beyond the borders of the anatomic area of interest, followed by slowly 
decreasing the gain until the speckling disappears. Color gain settings 
should be frequently adjusted during the examination, as variations in 
sound transmission and signal attenuation may result in unintended un¬ 
derrepresentation of flow if the gains are allowed to stay too low. 

As with grayscale and spectral Doppler, the overall gain can also be 
adjusted to demonstrate the "best" flow through anatomic structures. 

In some situations, if an anatomic structure is poorly visualized by gray¬ 
scale imaging, increasing the color-flow Doppler gain may demonstrate 
filling of the structure ( "ables 1.22a and 1.22b), confirming its presence. 

3. Color Maps. The color map parameter defines how the imaging sys¬ 
tem displays flow and can be adjusted. The most basic maps display the 
direction of flow. Almost universally, there is a baseline with zero flow dis¬ 
played as black. Typically, the CDI maps are set up so that flow toward the 
transducer is a red color map, while flow away from the transducer is a 
blue color map. The velocity range in each direction represents the 


Nyquist limit for the imaging frequency and transducer being used. 
Typically, the scale setting is 50 to 70 cm/sec. To differentiate flow velocity, 
the map displays velocities in a set of hues or intensities, with dark shades 
depicting low velocity and bright shades representing the highest velocity 
(e.g., from deep red to bright yellow). Laminar flow tends to be depicted as 
a pure color, as velocities are relatively uniform. Turbulent flow, which 
contains a relatively random amalgamation of all velocities of the color 
map, is depicted as a multicolor mosaic. Color maps also may have fea¬ 
tures in which the operator can select a setting that will add shades of 
green and yellow colors to the map, which serve to highlight variance 
in flow velocity as an alternative method to differentiate turbulent from 
laminar flow. Each manufacturer has the basic red/blue map and its 
own set of proprietary maps. The echocardiography laboratory should 
choose a consistent map across all systems (Tables 1.23a and 1.23b). 

4. Color Doppler Velocity Scale. Optimization of the color-flow 
Doppler velocity scale is an important feature that affects how color- 
flow jets are perceived. The scale setting is often displayed as a numeric 
value (usually in centimeters per second) seen on the color map. This 
numeric value represents the range of mean velocities that can be dis¬ 
played. Setting the scale to high-velocity ranges demonstrates some 
color-flow data without aliasing (Tables 1.24a and 1.24b). This is partic¬ 
ularly true for laminar flow through normal valves and blood vessels. 
As a default, it is recommended that the color-flow scale (Nyquist limit) 
be set between 50 and 70 cm/sec in each direction for all routine color 
Doppler interrogation. This is particularly important for display of tur¬ 
bulent regurgitant valve jets. The size of the displayed regurgitant jet is 
affected by several variables, one being the Nyquist limit, in that the 
same regurgitant volume appears considerably larger at a lower color 
scale compared with a higher scale (Tables 1.25a-1.25c). 44 Consistent 
settings also enhance reproducibility of longitudinal studies for patients 
with chronic valve disease. Another important variable to record and 
report in all studies is blood pressure, because driving force across the re¬ 
gurgitant orifice also proportionally affects the displayed jet size. 4 

High scale settings may have a significantly different effect when all 
of the flow in the interrogation box is at a low velocity. In this situation, 
the color box may demonstrate virtually no color Doppler signal, 
because most velocities fall within a narrow band of "dark" low veloc¬ 
ity near the baseline on the color scale. Lowering the Nyquist limit 
makes the system display lower velocities in brighter hues by using 
the entire range of color display. A good starting point for low-flow 
states, such as in the atria (Tables 1.26a and 1.26b) or pulmonary veins 
(Pulvns), is a Nyquist limit of about 30 cm/sec. 
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As with grayscale imaging and spectral Doppler, several ultrasound 
systems also offer an automatic ultrasound optimization feature for 
color-flow Doppler settings. This feature permits automatic adjust¬ 
ment of the color scale and gain to help optimize color-flow 
Doppler images rapidly. The operator should understand the charac¬ 
teristics of this feature to best use it in multiple settings. 

D. M Mode 

Like the other modes, M mode has operator-controlled parameters to 
optimize images. Of most importance are overall gain, TGC, and sweep 
speed. These M-mode parameters work in a manner similar to spectral 
Doppler and B mode. A primary value of M mode is its superior time res¬ 
olution, which enhances display of rapidly moving obj ects. Therefore, 
using rapid sweep speeds of 100 to 200 mm/sec is advantageous for 
making the most accurate time-related measurements. Other physiologic 
conditions that require observation of multiple beats may benefit from a 
slow sweep speed (Tables 1.27a and 1.27b). Specific M-mode motion 
patterns may define certain pathology better than any other modality. 
Similarly, the timing of movement of certain structures within the cardiac 
cycle is sometimes best delineated with M mode. 

1. Color M Mode. Color M mode integrates the color Doppler im¬ 
age with the M-mode tracing. It may be used to assist with timing of 
certain color-flow events within the cardiac cycle by markedly 
increasing the temporal resolution of a flow event. Examples in which 
this technology can be useful are timing of insufficiency jets in the car¬ 
diac cycle and the evaluation of LV inflow propagation velocity 
(Tables 1.28a and 1.28b). 47 ' 49 

2. Steerable M Mode. Linear measurements are overestimated 
when obtained obliquely to the structure of interest. In some patients 
(e.g., those with "steep" hearts), it may not be possible to orient the M- 
mode cursor perpendicular to walls and chambers. Steerable M mode 
permits the M-mode cursor to be rotated, rather than maintaining a 
fixed origin at the narrow point of the 2D image sector. This allows 
the M-mode cursor to be directed perpendicular to a structure of in¬ 
terest, improving the accuracy of linear M-mode measurements in pa¬ 
tients with steep hearts or off-axis views. Note that the image is 
created from selective display of a part of the 2D image. Therefore, 
temporal and range resolution are no better than the 2D image 
parameters, much inferior to directly obtained M-mode images. 

E. Electrocardiographic Setup 

It is important to have a good-quality electrocardiographic signal when 
performing echocardiography to determine timing of measurements. 
It is essential to have good "R" and "T" waves for digital image acquisi¬ 
tion, as these signals trigger video clip acquisition. Poor-quality sig¬ 
nals can result in incorrect triggering or inaccurate recording. In 
echocardiography, three electrocardiographic leads are used. The 
three leads are labeled right arm, left arm, and left leg. Typically, the 
right arm lead is placed near the right shoulder under the clavicle, 
the left arm lead is placed under the left clavicle, and the left leg lead 
is placed on the left side below the lower edge of the ribs. 

Key Points #2 _ 

Instrumentation Settings 
Two-Dimensional Imaging 

Grayscale maps: Select grayscale maps that best 
fit the laboratory's equipment, patient population, 


and expected pathology. Be familiar with alterna¬ 
tive grayscale maps for special circumstances. 
Dynamic range: Select a consistent setting for the 
laboratory's starting point. Adjust to a lower range 
for difficult studies and a higher range when more 
gray is necessary to display particular pathology. 
Transducer frequency: Use broadband trans¬ 
ducers with harmonics to optimize penetration 
and image quality. Start with high frequencies and 
adjust often throughout the examination to opti¬ 
mize image quality. 

Sector size and depth: Use the entire sector to 
display the structure of interest at maximum frame 
rate and highest temporal resolution. This setting 
should be adjusted frequently throughout the ex¬ 
amination and used in combination with zoomed 
settings to best display moving structures. Many 
measurements are best made in zoomed mode. 
Gain: Frequently adjust and readjust the overall 
gain and TGC settings throughout the examina¬ 
tion, always striving to optimize blood-tissue bor¬ 
ders of the structure being interrogated. 

Spectral Doppler 

Velocity scale: Similar to sector size optimization, 
adjust the velocity scale display to unambiguously 
show flow signals. A larger signal on the display is 
more easily and accurately measured. 

Sweep speed: Set the sweep speed to optimize 
measurements for the flow phenomenon being dis¬ 
played. Faster speeds are best for timing flow- 
velocity integrals and slopes and slower sweep 
speeds for demonstrating respiratory-related flow 
changes. 

Sample volume: Set the volume size to display the 
clearest spectrum signal depending on the structure 
being interrogated. 

Gain: Set to show a smooth flow signal with an un¬ 
ambiguous modal velocity. Do not overgain. Avoid 
measuring weak, poorly defined signals outside of 
the major modal velocity. 

Tissue Doppler: Use the manufacturer's recom¬ 
mended presets to obtain an optimal velocity signal 
at the proper gain setting. 

Color Doppler Imaging 

Sector size: First optimize the 2D sector size, then 
add the color Doppler ROI sized appropriately to 
show the flow information being evaluated. A 
more narrow and shallow ROI optimizes frame 
rate and velocity scale. 

Color gain: Set color gain just below the point of 
random speckle. Adjust the gains frequently 
throughout the examination to maximize display 
of flow. 

Color maps: Select a standard map for the labora¬ 
tory at a consistent default scale setting (50-70 
cm/sec). This will enhance consistency across 
studies and allow better longitudinal comparisons. 
In low-flow settings, adjust the velocity scale down¬ 
ward to better display the color Doppler image. 
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Table 2 Two-dimensional images and clips for imaging protocol 


Anatomic image 


2D TTE image 


Acquisition image 


Structures to demonstrate 


2.1. PLAX increased depth (see Video 39) 




Parasternal window 
PLAX view 
Left sternal border, 
transducer face 
orientation toward right 
shoulder 


Pericardial space 
Pleural space 


2.2 PLAX left ventricle (see Video 40) 




Parasternal window 

LA 

PLAX view 

MV 

Left sternal border, 

LV 

transducer orientation 

LVOT 

toward right shoulder, 

AV 

beam positioned 

IVS 

perpendicular to left 

RV 

ventricle 



2.3. PLAX zoomed AV (see Video 41) 




Parasternal window 
PLAX view 

ROI zoomed on LVOT, 
AV, and Asc Ao 
Image as perpendicular 
as possible to the 
structures and change 
to a higher interspace 
as needed 


AV 




Parasternal window 
PLAX view 

Adjust ROI to zoom on 
the MV 

Show full range of 
motion of both leaflets, 
proximal chordae, and 
annulus 


MV 

LA 



2.5 PLAX RV outflow (see Video 43) 


RVOT 



Parasternal window 
PLAX view 

Tilted and rotated to the 
RVOT 


RVOT 

PV 

PA 


(Continued) 
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Table 2 (Continued) 


Anatomic image 


2D TTE image 


Acquisition image 


Structures to demonstrate 



Parasternal window 
PLAX view 
Tilt the face of the 
transducer inferiorly 
toward the right hip 


2.6. PLAX RV inflow (see Video 44) 


2.7. PSAX (level great vessels) focus on PV (see Video 45) 




Parasternal window 
PSAX view 
Rotate 90° from the 
PLAX view and tilt 
superiorly 


Ao 

RA 

RVOT 

PV 

PA 

PA branches 



2.8. PSAX (level great vessels) focus on AV (see Video 46) 


Parasternal window 
PSAX view 

Rotate 90° from PLAX 
window and tilt to 
identify structures at the 
level of AV 


AV 

LA 

RA 

TV 

RVOT 

PV 

IAS 



2.9. PSAX (level great vessels) zoomed AV (see Video 47) 


Parasternal window 

NCC 

PSAX view 

RCC 

Zoomed on AV to 

LCC 

demonstrate all leaflets 




Parasternal window 

RA 

PSAX view 

TV 

Zoomed to focus on TV 

RV 


(Continued) 
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Table 2 (Continued) 


Anatomic image 


2D TTE image 


Acquisition image 


Structures to demonstrate 



Parasternal window 

RVOT 

PSAX view 

PV 

Focus on PV and PA 

PA 


Ao 


2.10b. PSAX focus on PV and PA (see Video 49) 



2.11. PSAX (level of MV) (see Video 50) 



Parasternal window 

RV 

PSAX view 

IVS 

Tilt inferiorly from the 

AMVL 

great vessel level 

PMVL 


LV 


2.12. PSAX (level of papillary muscles) (see Video 51) 


0 

fe 

1 


- 

RV 

/LV 


y 


- L 


^ r 


r'ALPap I 


F 

VA 




Parasternal window 

RV 

PSAX view 

IVS 

Tilt inferiorly from the 

PMPap 

MV 

ALPap 


LV 



2.13. PSAX (level of apex) (see Video 52) 



Parasternal window 
PSAX view 
Tilt inferiorly from the 
papillary muscles 


LV apex 



2.14. A4C (see Video 53) 



Apical window 

LA 

4C view 

MV 

Move to patient’s left 

LV 

side, identify apical 

IVS 

impulse, align 

RV 

orientation toward bed 

TV 


RA 


IAS 


(Continued) 
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Table 2 (Continued) 


Anatomic image 


2D TTE image 


Acquisition image 


Structures to demonstrate 


2.15. A4C zoomed left ventricle (see Video 54) 




Apical window LV 

4C view 

Optimize depth setting 
to focus on LV A4C view 


2.16. A4C RV-focused (see Video 55) 




Apical window 

RA 

RV-focused A4C view 

TV 

Rotate the transducer 

RV 

to maximize the RV area 

LA 

and lateral dimensions 

LV 


2.17. A5C (see Videos 56 and 57) 




Apical window 
5C view 

From the A5C view tilt 
the beam anteriorly to 
show the LVOT 


LA 

MV 

LV 

IVS 

LVOT 

RA 

RV 




Apical window RVOT 

5C view PV 

From the A5C view tilt PA 

anteriorly to 
demonstrate the RVOT, 

PV, and PA 



(Continued) 
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Table 2 (Continued) 


Anatomic image 


2D TTE image 


Acquisition image 


Structures to demonstrate 


2.19. A2C (see Video 59) 




Apical window 

>V , 

2C view 

4 y/ 

From the A4C view 


rotate 60° 

is-J 

counterclockwise to 

v LA 

® * 

show the A2C view 








LV 

MV 

LA 



2.20. A2C zoomed left ventricle (see Video 60) 


Apical window LV 

2C view 

Optimize depth setting 
to focus on LV A2C view 



2.21. Apical long axis (see Video 61) 



Apical window 
3C view 
Rotate 60° 

counterclockwise from 
the A2C view to show 
the 3C view 


LA 

MV 

LV 

LVOT 

AV 



(Continued) 


IV. TWO-DIMENSIONAL IMAGING PROTOCOL 


This section contains a sequential series of 2D images that constitute 
the essential views of a complete examination. Subsequent sections 
will present essential elements of the Doppler examination and mea¬ 
surements involving these echocardiographic modalities. Following 
these sections, the full sequence of an integrated examination is pre¬ 
sented. Laboratories should establish standards for image acquisition. 
Clinical circumstances may dictate variations in the number of loops 
needed, but it is essential that an adequate number of loops are ac¬ 
quired for each view to accurately represent cardiac anatomy and per¬ 
formance. Furthermore, standardized methods for recording clips for 
measurement are recommended. Derived function assessments that 


require multiple measurements should always be taken from the 
same heartbeat (e.g., diastolic and systolic volumes for calculating 
ejection fraction). Measurements should be taken from the recorded 
video clips and saved as separate still frames. This will permit a full un¬ 
derstanding of how each measurement was obtained and allow re¬ 
measurement after the examination is completed, if necessary. 

A. PLAX View 

The examination is begun by positioning the patient in the left lateral 
decubitus position. The transducer is placed in the third or fourth 
intercostal space to the left of the sternum, with the index marker 
pointed to the patient's right shoulder at approximately the 9 to 10 
o'clock position. 14,54 If possible, the left ventricle should appear 
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Table 2 (Continued) 


Anatomic image 


2D TTE image 


Acquisition image 


Structures to demonstrate 


2.23. A4C LA Pulvn focus (see Videos 63 and 64) 


Apical window 

Pulvns 

4C view 

LA 

Optimize image to 

MV 

focus on left atrium and 

LV 

Pulvns 

RA 


TV 


RV 






2.24. SC 4C (see Video 65) 


2.25. SC long axis IVC (see Video 66) 



2.26. SC window Hvn (see Video 67) 




SC window 
4C view 
Patient supine 
Transducer at 
subxiphoid position, 
orientation index 
marker pointing toward 
the patient’s left 
shoulder 
Held inspiration 


■ SC window 

IVC view 

Long axis on patient’s 
body 



SC window 
From the IVC view, 
angle slightly rightward 
and rock superiorly 


LV 

MV 

RV 

TV 

IAS 

IVS 

RA 

LA 


Long axis IVC 


IVC and Hvns 


(Continued) 


positioned perpendicular to the ultrasound beam within the image 
sector. If the ventricle does not appear relatively horizontal, the 
transducer may be moved to a higher parasternal window or the 
patient turned to a steeper left lateral decubitus position. In a 


majority of patients, the apex should not be seen in the PLAX view. 
The appearance of a "false apex" and a short left ventricle may be 
eliminated by rotating, tilting, and/or angling the transducer, thus 
maximizing the LV cavity length within the field of view. 
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Table 2 (Continued) 

Anatomic image 2D TTE image Acquisition image Structures to demonstrate 


2.27. SSN aortic arch (see Video 68) 




SSN window 
Aortic arch view 
Index facing 12 o’clock, 
rotate the transducer 
toward the left shoulder 
(1 o’clock), and angle 
toward the plane that 
cuts through the right 
nipple and the tip of the 
left scapula 


Asc Ao 

Transverse arch 
Desc Ao 
Innom a 
LCCA 
LSA 


For Videos 39 to 68, see www.onlinejase.com. 


1. PLAX View: Left Ventricle. After finding the best PL AX im¬ 
age, imaging depth should be increased to interrogate beyond 
the posterior wall, evaluating for any abnormal conditions such 
as pleural or pericardial effusions (Table 2.1). This "scout view" 
is the first captured clip. The next clip is obtained after reducing 
the depth to optimally fit the full PLAX view in the sector, leav¬ 
ing about 1 cm of depth beyond the pericardium. This clip should 
be positioned to show movement of two of three AV leaflets and 
both mitral valve (MV) leaflets (Table 2.2). Next, the zoom func¬ 
tion should be used to optimally visualize the AV and LV outflow 
tract (LVOT). 14 Often, the optimal long axis of the LVOT and 
aorta is different from that of the left ventricle, and repositioning 
is required to demonstrate the best view of the LVOT and aorta. 
Particular attention should be paid to valve motion and image 
quality for linear measurements of the LVOT and aorta. The trans¬ 
ducer should be slid slightly toward the sinotubular junction and a 
video clip obtained (Table 2.3). After freezing the image, the 
trackball is scrolled to the frame demonstrating the closed AV, 
and attention is paid to the closed valve, sinotubular junction, si¬ 
nus of Valsalva (SoVAo), and ascending aorta (Asc Ao) to make 
sure image quality is suitable for measurement. 2 If necessary, 
the transducer may be positioned one or two interspaces higher 
or the patient repositioned to obtain a more complete view of 
the Asc Ao. It may be helpful to obtain this image with the pa¬ 
tient holding end-expiration. The first several centimeters of the 
aorta should be visible. Next, the zoom box ROI is positioned 
over the MV to demonstrate motion of the anterior and posterior 
leaflets. The ROI should also adequately demonstrate the left 
atrium and the inflow portion of the left ventricle. This is the final 
video clip of the PLAX view (Table 2.4). 

2. Right Ventricular Outflow Tract View. The right ventricular 
outflow tract (RVOT) view visualizes the PV and outflow of the right 
ventricle. To obtain this view, the transducer is tilted anteriorly from 
the PLAX view and rotated slightly clockwise. 54,55 The cardiac 
structures visualized in this view include the RVOT, two leaflets of 
the PV, the main pulmonary artery (PA), and in some instances 
the bifurcation of the PA. A clip of this view should be recorded 
(Table 2.5). 

3. Right Ventricular Inflow View. The right ventricular (RV) 
inflow view is obtained by tilting the transducer inferiorly toward 


the patient's right hip. Additional counterclockwise rotation of 
the transducer may be necessary to optimally demonstrate the 
anterior and a second leaflet of the TV. Depending on orientation, 
the septal leaflet (if the septum is in view) or the posterior leaflet (if 
the septum is not visible) is present. The TV should be in the center 
of the sector, with considerable portions of the right ventricle 
visualized in the upper part of the sector. To the upper right is the 
anterior wall of the right ventricle and to the left is the inferior wall 
of the right ventricle. The right atrium and in some circumstances 
the Eustachian valve, Eustachian ridge, coronary sinus (CS), and the 
proximal inferior vena cava (IVC) are in the lower part of the 
sector. A clip of this view should be recorded (Table 2.6). 

B. PSAX Views 

The PSAX views are obtained by rotating the transducer 90° clock¬ 
wise from the PLAX view to position the beam perpendicular to 
the long axis of the left ventricle. 14,54 Several anatomic structures 
are imaged by tilting the transducer first superiorly and then 
progressively inferiorly to multiple levels. The first image begins at 
the level of the great vessels (aorta and PA). In this view, the aorta 
above the valve is seen in cross section, and the RVOT, PV, main 
PA, and beginning of the left and right branches of the PA are 
visualized. Image quality and structure visualization may be 
improved by moving the transducer up one interspace. A clip 
should be recorded at this level (Table 2.7). 

Tilting inferiorly reveals the PV, AV (all three leaflets), and TV 
aligned from right to left across the sector. An initial larger sector 
view should be taken to view the left atrium directly below the AV, 
the interatrial septum, and the transition to the right atrium. Portions 
of the left atrial (LA) appendage may be visible on the right side of 
the sector in some patients. 14 In the upper sector, care should be 
taken to demonstrate the transition of the right ventricle from the 
inflow to the outflow positions (Table 2.8). Each valve should be 
interrogated using manipulation of the sector size or use of the 
zoom function. A clip should be taken of the zoomed AV to demon¬ 
strate leaflet number and motion (Table 2.9). At this level, further 
fine manipulation can demonstrate the origin of the left main coro¬ 
nary artery at about 3 to 5 o'clock in the area of the left coronary 
cusp. " Additional transducer movement toward the right coronary 
cusp may show the origin of the right coronary artery at about 11 
o'clock. 56 Views of the origin of the coronary arteries are not 
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considered part of the routine examination. Given variable clinical 
needs of the population served, each echocardiography laboratory 
should develop a policy on routine inclusion of imaging of the cor¬ 
onary artery origins. Next, the sector should be adjusted to demon¬ 
strate the anatomy and motion of the TV leaflets. Also, the full right 
atrium, the inflow section into the right ventricle, and areas around 
the high ventricular septum should be demonstrated. Multiple clips 
may be needed at this level (Table 2.10a). After interrogating the 
TV, the transducer is angled toward the RVOT and PV and a clip 
acquired (Table 2.10b). 

From the level of the great vessels, the transducer is tilted inferiorly 
and slightly leftward toward the apex of the heart, stopping at the 
level of the MV. In this view, maximum excursion of both 

the anterior and posterior leaflets of the MV should be clearly 
demonstrated. The right ventricle appears as a crescent at the top 
and left portions of the sector. The anterior, lateral, and inferior 
walls of the left ventricle are visible. Settings should be adjusted to 
obtain a clear view of the free wall. A clip should be taken showing 
the MV and RV (Table 2.11). 

Next, the transducer is tilted to a location just inferior to the tips of 
the mitral leaflets, at the level of the papillary muscles. 14,54,55 The 
ventricle should appear circular, and the papillary muscles should 
not wobble. This is approximately at the mid-LV level and is a partic¬ 
ularly important view to judge LV global and regional function. 
Imaging settings should be carefully adjusted to optimally demon¬ 
strate myocardial motion and thickening. The right ventricle con¬ 
tinues to be present at the anterior and medial portion of the 
sector. At least two clips at this level should be acquired (Table 2.12). 

The last PS AX video clip to be acquired is at the level of the apical 
third of the ventricle. 14,54,55 This may require tilting or sliding the 
transducer down one or two rib interspaces and laterally to best see 
the apex. The right ventricle is usually no longer present in the 
sector (Table 2.13). 

C. Apical Views 

After the PS AX views are completed, the apical window is next to be 
interrogated. The apical position is usually found on the left side of 
the chest near the point of maximal impulse, aligned near the 
midaxillary line, as most people present with levocardia. A good 
starting point is the fifth intercostal space, but it should be noted 
that there is often more than one apical window that can be used 
during the examination. The term axis has been used for the ideal 
projection of ultrasound through the apex of the ventricles, 
atrioventricular valves, and atria in a vector that maximizes the long 
axis of the heart. Ideally, this view would be available in every pa¬ 
tient, allowing optimal image quality. However, this is not always 
the case, as ultrasound transmission is limited to the rib interspaces. 
Changes in cardiac structure due to cardiac pathology and changes 
in the structure of the thoracic cavity may also render the ideal 
view impossible. To best position the transducer for the apical views, 
a specialized cut-out bed that better exposes the apex is strongly rec¬ 
ommended. Throughout the examination, repositioning of the pa¬ 
tient may improve image quality of various apical views. In general, 
when imaging in the apical window in a normal heart, the long axis 
from the base of the left atrium to the apex of the left ventricle should 
consist of about two thirds left ventricle and one third left atrium. This 
is a helpful subjective guide to know that the left ventricle is not being 
foreshortened. In addition, the left ventricle should taper to an ellip¬ 
soid shape at the apex. If the ventricle is foreshortened, the apex 
will appear more rounded. 


1. A4C View. The first apical view to be acquired is the A4C view. 
To obtain this view, the transducer is placed at the palpated apical im¬ 
pulse with the index marker oriented toward the bed. The image is 
optimized so that all four chambers are seen, with left-sided structures 
appearing on the right side of the displayed sector and right-sided 
structures on the left. 14 In the normal heart, the apex of the left 
ventricle is at the top and center of the sector, while the right ventricle 
is triangular in shape and considerably smaller in area. The myocar¬ 
dium should be visible uniformly from the apex to the atrioventricular 
valves and the moderator band identified in the apical part of the right 
ventricle. Full excursion of the two mitral leaflets and two of the 
tricuspid leaflets (septal and posterior or anterior) should be identi¬ 
fied. The walls and septa of each chamber should be visualized to 
assess for size and performance measurements. Observing this 
view during respiration allows the operator to assess for ventricular 
interdependence, septal motion abnormalities, and aneurysmal atrial 
septal motion. The initial video clip should encompass a full view of all 
four chambers, including full visualization of the atria to put overall 
chamber size into perspective (Table 2.14). To facilitate quantification 
and observation of regional wall motion, the sector size should be 
reduced to include only the ventricles. This smaller sector size is 
also recommended for longitudinal strain imaging and 3D volume 
acquisition. An additional one or two 2D clips, as well as additional 
clips for advanced imaging, should be recorded at this level of magni¬ 
fication (Table 2.15). 

2. Right Ventricle-Focused View. To obtain the right ventricle- 
focused view, the A4C view should initially be obtained. The trans¬ 
ducer is then rotated slightly counterclockwise while keeping it at 
the apex to maximize the RV area in this view. The plane should be 
maintained in the center of the left ventricle, avoiding tilting anteriorly 
into a five-chamber view. Fine adjustments should be made to maxi¬ 
mize the visualized area of the right ventricle. This view is 
recommended for RV linear and area quantification. Alternative 
transducer positioning by tilting toward the right heart or sliding to 
a more medial window in a superior rib space may be necessary in 
some patients. Either maneuver can be used to align the vector of 
the TV annulus for tricuspid annular plane systolic excursion 
(TAPSE) and velocity measurements. Zooming the TV annulus 
for TAPSE is recommended. For laboratories with strain technology, 
these views can be optimized for RV longitudinal strain. At 
least two clips of these views are recommended (Table 2.16). 

3. Apical Five-Chamber View. From the A4C view, the apical 
five-chamber view is obtained by tilting the ultrasound beam anteri¬ 
orly until the LVOT, AV, and the proximal Asc Ao come into 
view. 14 Examination in this view should focus on the LVOT, AV, 
and MV. A clip of this view should be recorded. Looking beyond 
the aortic outflow in this view, one might also see a part of the supe¬ 
rior vena cava (SVC) entering the right atrium. Continued anterior tilt¬ 
ing may demonstrate the RVOT and PV in some individuals. This 
RVOT view is not considered part of the normal examination 
(Tables 2.17a and 2.17b). 

4. CS View. From the A4C view, the transducer is tilted posteriorly 
to image the CS, 54 which appears as a tubelike structure replacing 
the MV between the left ventricle and left atrium. The sinus 
terminates near the junction of the septal leaflet of the TV and the 
right atrium. A membrane-like structure, the Thebesian valve, may 
be present at the junction of the CS with the right atrium. In this 
view, the Eustachian valve may be visualized in the right atrium, 
and the IVC may also be visible (Table 2.18). 
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Table 3 Two-dimensional linear measurements 


View 


2D grayscale linear measurements 


Measurements to make 


3.1. Parasternal window 
PLAX view 


3.2a. Parasternal window 
Biplane imaging 


3.2b. Parasternal window 

Biplane view of axis from center of left ventricle 


3.3. Parasternal window 


3.4a. Parasternal window 
PLAX view 
Sigmoid septum 


3.4b. Parasternal window 
PLAX view 
Sigmoid septum 



1. IVS end-diastole thickness 

2. LVIDd 

3. LVPWd 

4. RV diameter end-diastole 


Biplane imaging can assist with proper perpendicular 
alignment for the most accurate 2D 
measurements. 

1. LVIDd is 47.0 mm 


Biplane imaging shows the consequence of off-axis 
measurements. 

1. The LVIDd is decreased by 3.0 mm from 47.0 mm 
(shown in 3.2a) to 44.0 mm 


1. LVIDs 


Measurement is moved slightly toward the LV apex 
just beyond the septal bulge. 

1. LVIDd is 53 mm 

2. IVS is 7.0 mm 


Measurement made at the MV leaflet tips, including 
the septal bulge. 

1. LVIDd is 38.0 mm 

2. IVS is 17.0 mm 


(Continued) 
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Table 3 ( Continued ) 


View 


2D grayscale linear measurements 


Measurements to make 


3.5. Parasternal window 
PLAX view 


3.6. Parasternal window 
PLAX view 


3.7. Parasternal window 
PLAX view 

Zoomed aortic annulus 


3.8. Parasternal window 
PLAX view 
Zoomed LVOT 


3.9. Parasternal window 
PLAX view 

Zoomed AoV and Asc Ao 


3.10. Parasternal window 
PLAX view 
Asc Ao 



1. End-diastolic RVOT diameter 


1. LA diameter 


Midsystolic measurement 
1. AV annular diameter 


Midsystolic measurement 

1. LVOT diameter 

2. AV annular diameter 


1. SoVAo diameter 

2. STJ diameter 


1. Diameter of Asc Ao 


(Continued) 
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Table 3 ( Continued ) 


View 


2D grayscale linear measurements 


Measurements to make 


3.11. Parasternal window 
PSAX view 
AV level 


3.12. Parasternal window 
PSAX view 

Level of great vessels 


3.13. Apical window 
A4C and A2C views 
Biplane disk summation 


3.14. Apical window 
3D measurement example 


3.15. Apical window 
4C view 
Atrial volumes 



1. End-diastolic RVOT proximal diameter 

2. End-diastolic RVOT distal diameter 

Image reprinted with permission from Lang et al. 
(2015)2 


1. Main PA diameter 


1. LV volume end-diastole 

2. LV volume end-systole 

Image reprinted with permission from Lang et al. 
(2015)2 


1. LVEF calculated from 3D data set 


1. LA length 

2. LA area 


1. RA length 

2. RA area 


(Continued) 











30 Mitchell et al 


Journal of the American Society of Echocardiography 

January 2019 


Table 3 ( Continued ) 


View 


2D grayscale linear measurements 


Measurements to make 


3.16. Apical window 
2C view 
Atrial volume 


■ 1. LA length 

2. LA area 


3.17. Apical window 4C 
RV-focused A4C 



1. RV base diameter 

2. RV mid diameter 

3. RV length 


3.18. Apical window RV-focused A4C 



1. RV area 


3.19. SC window 
IVC view 



1. IVC diameter 


5. Two-Chamber View. From the full A4C view, the transducer is 
rotated approximately 60° counterclockwise to demonstrate the api¬ 
cal two-chamber (A2C) view. In this view, the left atrium, MV, and 
left ventricle are demonstrated. The CS can also be seen in short axis, 
positioned in the atrioventricular groove. Other structures that might 
be visible are the LA appendage along the right side of the sector and 
the left upper Pulvn. Two clips of this view should be obtained, one 
full-sector view (Table 2.19) showing the entire left ventricle and 
left atrium and a second focused view showing only the left ventricle 
(Table 2.20). 

6. Apical Long-Axis View (Three-Chamber View). To obtain 
the apical long-axis view, commonly referred to as the three- 
chamber view, the transducer should be rotated counterclockwise 
60° from the A2C view. The apical long-axis view demonstrates 
the left atrium, MV, left ventricle, AV, and aorta. As with the two- 
chamber view, two clips should be recorded: one full-sector view 
(Table 2.21 ) from apex to base of the left atrium and a second view 
focused on the left ventricle (Table 2.22). 


7. A4C and A2C Views Demonstrating the Atria and 
Puivns. From the standard A4C view, to optimize imaging of the at¬ 
ria, imaging depth should be increased to be able to see 2 cm behind 
the atria. This will allow imaging of the Puivns entering the atria 
(Table 2.23). In addition, the focal zone (if available) can be placed 
at the level of the atrioventricular valves and/or just behind the atria, 
whichever demonstrates the anatomy most clearly. The overall gain 
and TGCs should be adjusted to optimize the B-mode image. A video 
clip is taken demonstrating the Puivns entering the left atrium. 

Frequently the maximal image of the left atrium is not in the same 
plane as the optimal LV image. The transducer should be separately 
positioned to optimize the view of the left atrium, to maximize the 
width of the base of the atrial chamber, followed by positioning to 
maximize the chamber long axis to avoid foreshortening. This view 
should be recorded and used for chamber quantification. Similarly, 
the transducer should be repositioned to obtain an optimal view of 
the right atrium to be used for quantification. Clips should be re¬ 
corded specifically for quantification. 
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Moving back to the A2C view, the process should be repeated to 
obtain optimal data in the two-chamber view of the left atrium. With 
proper positioning, the left atrium in the A2C view should have a 
long-axis dimension within 5 mm of that obtained in the A4C view. 

D. SC Window and Views 

The SC window is used to assess the heart, pericardium, RV free wall 
thickness, and great vessels located in the abdomen (IVC and SVC, 
hepatic veins [HvnsJ, and abdominal aorta). It can be very useful for 
imaging the heart when the images are suboptimal from the paraster¬ 
nal window. The SC view is obtained with the patient laying 
supine with abdominal muscles relaxed. Having the patient bend 
his or her knees may help relax the stomach muscles, thereby 
making the views easier to obtain. The image may be further 
improved by acquiring it during held inspiration. 

1. SC Four-Chamber View. SC imaging begins with the trans¬ 
ducer placed on the patient's abdomen at the junction of the rib 
cage (xiphoid process), with the index marker pointed to the patient's 
left, at about a 3 o'clock position. The transducer is pointed toward 
the patient's left shoulder, transecting the heart in a four-chamber 
orientation. From this image, the right atrium, TV, left atrium, MV, 
left ventricle, interatrial septum, and interventricular septum can be 
examined. This view is particularly important to assess the interatrial 
and interventricular septa for defects, and the RV wall thickness, as 
the ultrasound beam is perpendicular to each septum. A video clip 
should be recorded (Table 2.24). 

2. SC Short-Axis View. From the four-chamber view, counterclock¬ 
wise rotation of the transducer approximately 90° should result in a 
short-axis orientation of the heart. The liver and IVC are imaged by 
maintaining the short-axis orientation of the heart and pointing the 
transducer toward the patient's liver (Table 2.25). The primary purpose 
of this view in the routine examination is to show the IVC in the longi¬ 
tudinal plane for several centimeters as it courses into the right atrium. 
A video clip of a respiratory cycle should be obtained of the longitudinal 
IVC. This view is used to measure the diameter of the IVC and to eval¬ 
uate IVC diameter changes during respiration (collapsibility index) to es¬ 
timate central venous pressure. The Hvns draining into the IVC 
should also be imaged from this view and a clip acquired (Table 2.26). 

E. SSN Long-Axis View 

The patient is positioned supine with a pillow behind the shoulders so 
that the head can be tilted backward. Turning the patient's face left¬ 
ward, the transducer is placed in the SSN, with the index facing 12 
o'clock initially, with gradual clockwise rotation toward the left shoul¬ 
der (1 o'clock), and tilted toward the plane that cuts through the right 
nipple and the tip of the left scapula (Table 2.2 7). 14 The structures 
visualized are the aorta (ascending, transverse, and descending), and 
the origins of the innominate, left common carotid, and left 
subclavian arteries. The right PA is demonstrated in cross-section. 
Additional views from the SSN window are provided in the appendix. 

V. TWO-DIMENSIONAL MEASUREMENTS 


A. PLAX View 

The PLAX view should be used for linear measurements of the left 
ventricle. 


1. Left Ventricle. LV wall thicknesses and chamber dimension are 
measured at end-diastole, defined as the first video frame immedi¬ 
ately after mitral leaflet closure. If mitral motion is not visible, end- 
diastole may be identified as the peak of the R wave on the electro¬ 
cardiogram. The image should demonstrate the chamber along its 
center axis to maximize dimension. Papillary muscles should not be 
visible in the PLAX view. An electronic caliper is positioned at the 
interface of the compacted myocardium of the interventricular 
septum and a line extended perpendicular to the long axis of the 
left ventricle to the inner border of the compacted myocardium of 
the posterior wall (Table 3.1). The measurement should be obtained 
at a level just below the MV leaflet tips. The interventricular septum 
and LV posterior wall should be measured at the same time and level 
as the LV end-diastolic dimension. Only the compacted tissue of the 
septum should be included in the measurement, taking care to avoid 
including RV trabeculae, the insertion of the moderator band, or the 
TV apparatus as septal thickness. 6 For measurement of the interven¬ 
tricular septum, the caliper should be placed at the interface where 
the RV cavity meets the compacted interventricular septum and 
moved to where the interventricular septum meets the LV cavity. 
For measurement of the LV posterior wall, the caliper should be 
placed at the interface of the compacted posterior wall and LV cavity 
and moved to the LV posterior wall-pericardial interface. Care must 
be taken to avoid including the MV apparatus in the measurement 
(Tables 3.2a and 3.2b). The cine loop should be advanced frame by 
frame to aid in differentiating posterior wall from leaflets and chordae 
tendineae. The LV end-systolic dimension should be obtained at the 
smallest cavity dimension, usually the frame preceding the initial early 
diastolic opening of the MV, just distal to the MV leaflet tips 
(Table 3.3). z An exception to this rule involves the presence of 
isolated thickening of the basal septum (sigmoid septum or septal 
bulge). In this case, the measurement location in systole and diastole 
should be moved slightly toward the LV apex to just beyond the septal 
bulge, making all linear measurements at this level. 63,64 The 
measurements should remain perpendicular to the long axis of the 
ventricle (Table 3.4). 

2. Proximal RVOT. The proximal RVOTshould be measured in the 
PLAX view at end-diastole. The measurement caliper should be 
placed at the interface of the compacted anterior RV wall and the 
RV cavity and extended to the interface of the septal-aortic junction 

(Table 3.5). 58 

3. Anterior to Posterior LA Measurements. Two dimensional 
linear anterior-posterior measurements of the left atrium are 
preferred. M mode may also be used for this measurement. The left 
atrium is measured at end-systole using a leading edge-to-leading 
edge method. For the 2D technique, the caliper is placed at the level 
of the SoVAo of the aortic root and extended to the leading edge of 
the posterior LA wall perpendicular to the assumed long axis of the 
atrial chamber (Table 3.6). For M mode, the cursor is oriented 
perpendicular to the aortic root and left atrium, at the level of the 
aortic sinuses. The measurement caliper is positioned at the leading 
edge of the posterior wall of the aortic sinus and extended to the lead¬ 
ing edge of the posterior LA wall (Table 4.1)7 

4. LVOT and Aortic Annulus. The LVOTand aortic annular diam¬ 
eters are measured from zoomed PLAX images of the LVOT and AV. 
The image should be optimized to show the center axis of the LVOT 
with visualization of AV cusp insertion points (annulus). The aortic 
annular diameter is measured from the inner edge to inner edge of the 
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right and noncoronary leaflet insertion points at the maximal opening of 
the valve near midsystole (Table 3.7). For the LVOT diameter, using a 
similar inner edge-to-inner edge methodology, the measurement 
should be made approximately 3 to 10 mm from the valve plane in mid¬ 
systole. The diameter interfaces are the compacted myocardium 
ventricular septum and anterior MV leaflet. The diameter 
measurement position should correspond to where the PW Doppler 
sample volume is placed for the LVOT Doppler tracing (Table 3.8). 2 

5. Asc Ao. Several measurements of the aorta are made from the 
PLAX view. All measurements are made perpendicular to the long 
axis of the vessel at the largest dimension, using a leading edge-to- 
leading technique at end-diastole. The measurement of the SoVAo 
is taken at the maximum diameter of the sinus. The measurement 
of the sinotubular junction should be made at the junction of the distal 
sinuses and origin of the tubular aorta (Table 3.9). The tubular portion 
of the Asc Ao is measured at the largest dimension identified above 
the aortic sinuses. 2,65 Moving to a higher parasternal window, 
closer to the sternum, and/or held expiration may be required to 
visualize the Asc Ao (Table 3.10). 

B. PSAX View 

1. RVOT. The proximal and distal RVOT are measured from the 
PSAX view that is positioned to show the AVat the level of the leaflets 
at end-diastole. A caliper is placed at the interface of the compacted 
myocardium anterior RV wall and RV cavity and a line extended to 
the blood-tissue interface of the aortic root. The distal RVOT should 
be measured using an inner edge-to-inner edge technique at end- 
diastole just proximal to the PV (Table 3.11). 

2. PA. The main PA is measured midway between the PV and the PA 
bifurcation, using an inner edge-to-inner edge technique at end- 
diastole (Table 3.12). 58 

C. Apical Views 

1. LV Volume. Calculation of LV volumes and ejection fraction from 
linear measurements is not recommended and should not be re¬ 
ported. 

a. Biplane Disk Summation.-The biplane summation-of-disks 
method is the recommended 2D volume measurement technique. 
Apical views should be used with a reduced sector size that displays 
only the left ventricle, MV apparatus, and a small portion of the left 
atrium, to enhance definition of the chamber at a maximal frame 
rate. The LV apex should be centered in the sector and the long 
axis of the chamber maximized. Measurements for LV volume are 
made by tracing the LV cavity along the interface of the compacted 
and noncompacted myocardium of the chamber wall. These mea¬ 
surements are made in the apical four- and two-chamber views at 
end-diastole and end-systole, defined as the largest and smallest 
visible areas in each view, respectively. Papillary muscles and trabec¬ 
ulae are excluded from tracing and are considered to be part of the 
chamber. The tracing is completed by drawing a horizontal line across 
the left ventricle at the level of the MV annulus. From the center of this 
line, a vertical line is extended to the farthest point of the apex for 
calculation of the height of the disks. The difference in LV lengths be¬ 
tween the four- and two-chamber views should be <10%. z Several 
systems offer semiautomatic endocardial tracking algorithms to calcu¬ 
late volumes and ejection fractions. The systems should display endo¬ 


cardial tracking throughout the cardiac cycle to allow evaluation of 
the quality of the data. Errors in tracking may be manually adjusted. 
These tracking loops should always be recorded to allow the inter¬ 
preter of the study to judge the quality of the data. Similarly, the 
raw data of loops used for biplane summation tracings should always 
be recorded as part of the study. When endocardial definition is 
reduced, UEAs are highly recommended and can markedly enhance 
quantification (Table 3.13) 2 

b. Three-Dimensional LV Volume- If available, use of 3D algo¬ 
rithms for LV volume and function assessment is preferred over the 
summation-of-disks method. All the techniques discussed above 
for optimization of the LV display are relevant to 3D imaging. It is 
important to position the left ventricle so that the entire chamber is 
captured in the volume set at as high a frame rate as possible. 
Several systems offer semiautomated algorithms for volumetric 
calculation and display. This technique potentially offers the best 
correlation of echocardiography-derived volumes to reference stan¬ 
dards when image quality is excellent. 66 

As with 2D techniques, full-disclosure displays of tracking and vol¬ 
ume sets are necessary for the interpreter to judge the quality of the 
information (Table 3.14). Echocardiography laboratories are encour¬ 
aged to establish standardized work flows for processing and report¬ 
ing 3D data. 

2. LA Volume. As noted above, 2D LA images should be 
independently obtained and optimized in preparation for volume 
quantification. First, maximum volume at end-systole should be 
identified. LA endocardial borders in the A4C and A2C views 
should then be traced. The tracing of the left atrium is completed 
by drawing a line from one aspect of the annulus to the opposite 
side. The atrial appendage and Pulvns should not be included in 
this tracing. The length of the left atrium should be measured in 
both the A4C and A2C views. This length is measured from the 
center of the mitral annulus to the inner edge of the furthest extent 
of the traced superior LA wall, at the approximate midpoint. The 
long-axis lengths should be within 5 mm of each other. If they are 
not, the apical images should be reevaluated. Most ultrasound 
systems automatically calculate LA biplane volume using both 
area-length and biplane disk summation. With the area-length 
method, the shorter length obtained (in the two- or four-chamber 
view) should be used for calculating LA volume. With the 
method of disks, the longer of the two lengths should be used. 
The method of disks is the preferred method for calculating LA 
volume, as it involves fewer assumptions regarding the shape of 
the left atrium (Tables 3.15 and 3.16). 2 Because volume calculation 
varies by technique, it is important that the laboratory consistently 
use the same technique. 

3. RV Linear Dimensions. In the RV-focused A4C view, the RV 
linear longitudinal end-diastolic dimension is measured by drawing 
a line from the midpoint of the tricuspid annulus to the interface of 
compacted myocardium at the apex of the chamber. Diameter mea¬ 
surements include the maximum transverse diameter in the basal 
third of the right ventricle at end-diastole and the midcavity linear 
dimension midway between the maximal basal diameter and apex. 
The midcavity diameter measurement is made at the level of the 
papillary muscles at end-diastole (Table 3.17). 2,58 

4. RV Area. In the RV-focused A4C view, RV area is measured by 
tracing the compacted muscle blood-endocardial tissue border 
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from the tricuspid annulus to the apex and back to the tricuspid 
annulus. Making this measurement at end-diastole and end-systole 
yields the fractional area change of the right ventricle. For RV 
measurements, the papillary muscles, trabeculations, and moderator 
band are included within the area measurement. For accurate 
measurements to be made, the view needs to demonstrate 
the entire right ventricle in a well-positioned RV-focused view 
(Table 3.18). 

5. Right Atrial Volume. In the A4C view, a dedicated right atrial 
view should be obtained and optimized. At end-systole, an outline 
of the right atrial blood-tissue interface is traced, excluding the right 
atrial appendage, SVC, and IVC, to the level of the tricuspid annulus. 
A vertical line is extended from the midpoint of the TV annulus to the 
middle of the superior basal wall of the right atrium. The single-plane 
summation-of-disks method is used to calculate right atrial volume 
(Table 3.15). 2 ' 58 ' 67 

D. SC Views 

1. IVC. The IVC diameter is measured from the SC long-axis view, 
with the patient in the supine position. The measurement should be 
made 1 to 2 cm proximal to the junction of the IVC and right 
atrium. 2,58 The IVC diameter should be measured at its maximum 
dimension, usually during expiration. A sufficiently long recording 
should be made to observe the change in IVC diameter during the 
respiratory cycle. If central venous pressure is normal, the diameter 
of the IVC typically collapses >50% of its expiration diameter. If 
not, or a less vigorous collapse is observed, the patient should be 
instructed to perform a rapid inspiratory "sniff" to force a more 
significant change in intrathoracic pressure and record IVC motion 
a second time. This information is taken together with the IVC 
diameter to estimate right atrial pressure 3 (Table 3.16). 

Key Points #3 _ 

Measurements 

• Linear measurements of the left ventricle should be 
made in the PLAX view with the ventricular chamber 
optimally centered and as perpendicular as possible to 
the long axis. 

• Consistently make LV dimension measurements just 
beyond the leaflet tips of the MV. Pay careful attention 
to the posterior wall; avoid measuring mitral chordal 
and papillary muscle apparatus. Similarly, avoid 
including right-sided structures that insert into the 
septum when measuring septal thickness. 

• If a basal septal bulge is present, move the dimension 
measurements slightly apical beyond the bulge. 

• The anterior-posterior diameter of the left atrium may 
be measured using M-mode or 2D imaging as the diam¬ 
eter line extending from the SoVAo to the posterior wall 
of the left atrium. Two-dimensional imaging is 
preferred over the M-mode technique. Both measure¬ 
ment techniques should maintain a consistent orienta¬ 
tion to these two structures. 

• Diameters of the LVOT and aortic annulus are systolic 
measurements, and measurements of the aorta are dia¬ 
stolic measurements. The outflow tract diameter is 


defined by the septum and anterior mitral leaflet, and 
the location in the outflow tract is defined by placement 
of the sample volume that achieves laminar flow just 
proximal to the AV. 

• LA volume calculated from the A4C and A2C views 
adjusted to optimize display of the left atrium is the 
preferred method of atrial size quantification. The 
superior-inferior long axes from the two views should 
be within 5 mm of each other. 

• RV dimensions and areas are preferably measured in the 
RV-focused view. 

• M-mode techniques are not recommended for routine 
linear dimension measurements. Specialized measure¬ 
ments such as TAPSE, IVC diameter during respiration, 
and prolonged analysis of AV leaflet motion in patients 
with LV assist devices are valuable specialized measure¬ 
ments. 

. LV volume and LV ejection fraction are preferably 
measured using 3D techniques. The size and depth of 
the acquired volume should be optimized to maximize 
frame rate. Tracking of the entire cardiac cycle should be 
reviewable and correctable and displayed as part of the 
final images acquired. 

• If 3D volumetric analysis is not available, the 2D 
biplane method of disks is preferred for calculation of 
LV volume and LV ejection fraction. 


VI. M-MODE MEASUREMENTS 


Routine linear M-mode measurements for quantification are not rec¬ 
ommended. The writing committee does recommend recording the 
standard PLAX views for the MV and the left ventricle, as unique diag¬ 
nostic data that incorporate temporal events (e.g., MV motion, septal 
and posterior wall motion) that may be present (Tables 4.2 and 4.3). 
The LA anterior-posterior diameter, discussed in the section on LA 
measurement, and the two measurements noted below may still be 
used by some laboratories and in research imaging protocols. 

A. TAPSE 

TAPSE is a measurement of longitudinal systolic performance of the right 
ventricle. 1 It is measured in the A4C view. An M-mode cursor 
should be aligned along the RV free wall as perpendicular to the lateral 
tricuspid annulus as possible (and as parallel as possible to movement 
of the TV annulus). The TV annulus ROI should be demonstrated as 
large as possible without eliminating relational anatomic structures. The 
distance moved by the leading edge of the annulus from end-diastole to¬ 
ward the apex at end-systole is measured (Table 4.4). 

B. IVC 

M-mode imaging in the SC window is a method for measuring IVC 
diameter and the IVC collapsibility index. The M-mode cursor is 
placed through the IVC approximately 1.0 to 2.0 cm distal from the 
right atrium, and the IVC diameter is measured at rest and during 
normal respiration. It may also be measured with the patient per¬ 
forming a sniff maneuver. The collapsibility index can be calculated 
using the ratio of the diameters obtained." Care should be taken 
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Table 4 M mode 


View 


4.1. PLAX window 


4.2. PLAX window 


4.3. PLAX window 


4.4. A4C window 
Focused RV view 


4.5. SC window 
IVC 


Ao, Aorta. 


M-mode image 


Anatomy demonstrated 



M mode through Ao and left atrium 


M mode through MV 


M mode through LV 


1.TAPSE 


IVC reactivity 

Arrow demonstrates patient sniffing maneuver 


that the M-mode cursor transects the IVC in a perpendicular fashion 
so that the diameter is not erroneously overestimated. Imaging the 
IVC in short axis during the sniff maneuver can help determine if 
the IVC translates out of the imaging plane during inspiration 

(Table 4.5). 

C. AV 

There are instances in which M-mode imaging of the AV may be help¬ 
ful for timing events and monitoring timing of valve opening and clos¬ 


ing. A clinical example would be using M mode to measure the 
degree of AV opening in patients with LV assist devices. 7 


VII. COLOR DOPPLER IMAGING 


CDI is routinely used in virtually all imaging views and windows 
following 2D image acquisition. It is not an independent imaging 
technique. Therefore, all CDI must be interpreted in the context of 
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Table 5 Color Doppler images for protocol 


View 


2D TTE image 


Structures to demonstrate 


5.1. Parasternal window (see Video 69) 

PSAX view 

RVOT 


5.2. Parasternal window (see Video 70) 
PLAX view 
RV inflow 


5.3. Parasternal window (see Video 71) 
PLAX view 
RV inflow with TR 


5.4. Parasternal window (see Video 72) 
PSAX view (level great vessels) 

TV and RV inflow 


5.5. Parasternal window (see Video 73) 
PLAX view 
MV zoomed 


5.6. Parasternal window (see Video 74) 
PSAX view 
Level of MV 



Color Doppler 

RVOT 

PA 


Color Doppler 

TV 

RA 

RV 


Color Doppler 

TV 

TR 

RA 

RV 


Color Doppler 

TV 

RA 

RV 


Color Doppler 

MV 

LA 

LV 


Color Doppler 

LV 

MV 


(Continued) 
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Table 5 ( Continued ) 


View 


2D TTE image 


Structures to demonstrate 


5.7. Apical window (see Video 75) 
A4C view 


5.8. Apical window (see Video 76) 
A2C view 


5.9. Parasternal window (see Video 77) 
PLAX view 
AV zoomed 


5.10. Parasternal window (see Video 78) 
PSAX view 
AV leaflets 


5.11. Apical window (see Video 79) 
5C view 


5.12. Apical window (see Video 80) 
3C view 



Color Doppler 
Left atrium 
MV 
LV 


Color Doppler 
Left atrium 
MV 
LV 


Color Doppler 

AV 

LVOT 

Ao 


Color Doppler 
AV 


Color Doppler 

LVOT 

LA 

LV 

AV 

RV 


Color Doppler 

MV 

LV 

LVOT 

AV 

LA 


(Continued) 
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Table 5 ( Continued ) 


View 


2D TTE image 


Structures to demonstrate 


5.13. SSN window (see Videos 81 and 82) 
Aortic arch 


5.14. Apical window (see Video 83) 

A4C view 

Pulvns 


5.15. SC window (see Video 84) 
IVC, Hvns 


5.16. SC window (see Video 85) 
IVC view 


5.17. SC window (see Video 86) 
4C view 



Color Doppler 
Asc Ao 

Transverse arch 
Desc Ao 


Color Doppler 

Pulvn 

LA 

MV 

LV 

RV 

RA 


Color Doppler 

IVC 

Hvn 


Color Doppler in the IVC 


Color Doppler 

RA 

RV 

LA 

LV 

IAS 


For Videos 69 to 86, see www.onlinejase.com. 











3 8 Mitchell et al 


Journal of the American Society of Echocardiography 

January 2019 


the M-mode, 2D, or 3D image with which it is combined. It is recom¬ 
mended that the anatomic image be recorded first, immediately fol¬ 
lowed by the CDI examination. For routine normal flow, one CDI 
interrogation is adequate. For unusual or eccentric flow signals, mul¬ 
tiple views, sweeps, and off-axis images are recommended to fully 
characterize the pathology. If needed, the sector width can be nar¬ 
rowed to improve frame rate, but the sector should not be so narrow 
that parts of the ROI are eliminated. Simultaneous dual-screen side- 
by-side imaging showing the grayscale image on one side with CDI 
on the other can be helpful in select circumstances as an added 
view but is not recommended as the only color display for entire pro¬ 
tocols. Rarely are both images optimal simultaneously, and data from 
either CDI or grayscale views may be missed. Similarly, routine pro¬ 
tocols only showing CDI without an associated regular grayscale im¬ 
age are not appropriate. Although time is saved, crucial data are lost. 

A. RVOT, PV, and PA 

CDI should be used to interrogate the RVOT, PV, PA, and branch pul¬ 
monary arteries to assess for systolic flow, valve regurgitation, and 
shunts. These structures are evaluated in the PLAX, PSAX, and 
SC views. CDI scale settings should be set to 50 to 70 cm/sec but 
may need to be lowered for low-flow states (Table 5.1 ). 

B. RV Inflow and TV 

The TV can be interrogated using CDI from the PLAX RV inflow 
view, the PSAX TV view (level of aorta), the A4C view, an apical 
RV-focused view, and SC views. In each view, both forward flow 
and valvular regurgitation are assessed. The normal color-flow veloc¬ 
ity scale (50-70 cm/sec) is used initially, particularly if TV regurgita¬ 
tion is noted. Velocity scale and gain may need to be optimized to 
demonstrate low-velocity forward flow. Off-axis planes should be 
used to fully characterize regurgitant jets (Tables 5.2-5. 4). 3 CDI 
should also be used to guide placement of the PW and CW cursors 
to align the Doppler sample as parallel as possible to flow. 

C. LV Inflow and MV 

The MV should be interrogated using CDI from the PLAX view, the 
PSAX view, and the A4C, A2C, and long-axis views. SC views may be 
used as necessary. To best demonstrate color Doppler velocities through 
the MV into the left ventricle, the valve should be positioned in the center 
of the sector to ensure that the entire valve is included in the color box, 
then the transducer rocked and angled through the valve to identify 
any stenotic or regurgitant jets. Depending on initial findings, additional 
CDI cine loops should be recorded to fully display the entire extent of 
inflow and regurgitation. Standard velocity scale settings combined 
with optimized CDI gain will best demonstrate flow. Forward flow is 
best demonstrated in the A4C view, which is most parallel to inflow. 
However, it should be realized that MV inflow is normally partially 
directed toward the lateral wall of the left ventricle. Regurgitant jets should 
be carefully mapped and may change markedly across different imaging 
planes (Tables 5.5-5.8). 37,43 

D. LVOT and AV 

The LVOT and AVare evaluated by pairing the grayscale views with CDI 
in the PLAX, PSAX, apical five-chamber, and apical long-axis views. The 
AV is interrogated to evaluate for laminar versus turbulent forward flow 
in systole and for turbulent regurgitant flow patterns in diastole. In each 
view, the color box width and length should be adjusted to initially 
display both the LVOT and AV. Careful attention should be paid to 


panning through the valve in the multiple views to maximize detection 
of regurgitation. If turbulence is noted proximal to the valve in the LVOT, 
additional zoomed views may be needed to characterize the location of 
abnormal flow. CDI combined with M-mode imaging may be of consid¬ 
erable value to characterize timing of events in the LVOT. Color gain set¬ 
tings may need to be adjusted multiple times for different types of flow 
jets. Standard velocity scale settings should be initiated and adjusted for 
specialized measurements as needed (Tables 5.9-5.12) 37,43 

E. Aortic Arch 

When imaging the arch, the color box needs to be aligned with the 
segment of interest, and the operator will need to manipulate the 
transducer to demonstrate the Asc Ao, transverse arch, and descend¬ 
ing aorta (Desc Ao) at the best Doppler angle to demonstrate color fill. 
Because the aorta is close to the transducer, some systems may auto¬ 
matically raise the Nyquist limit to very high levels and may need to be 
adjusted downward to achieve good color fill. Marked changes in co¬ 
lor hue are normally expected, from red hues of flow toward the 
transducer in the Asc Ao, to black at the top of the arch due to virtual 
perpendicular orientation to flow, to blue hues of flow away from the 
transducer in the Desc Ao (Tables 5.13a and 5.13b). 37,43 

F. Pulvns 

The Pulvns should be interrogated with color Doppler in the A4C view. 
This plane is most parallel to flow and typically exhibits three of the four 
Pulvns. Anterior angulation toward the apical five-chamber view may 
demonstrate the fourth Pulvn, the right upper Pulvn. The depth should 
be set to allow visualization of the Pulvns entering the left atrium. The 
color box ROI should be set as small as possible to maintain higher 
frame rates. Because of the imaging depth and lower flow velocities, 
the color gain will need to be calibrated and the Nyquist limit reduced 
to demonstrate good color filling (Table 5.14). CDI can also assist with 
identification of which Pulvn is being imaged on the basis of the color 
map (red toward, blue away). 

G. Hvns 

The Hvns are imaged from the SC window. Color-flow Doppler is 
often set to image the middle Hvn, as it often is the one that lies at the 
best Doppler angle. The color Doppler ROI should be set to demon¬ 
strate blood flow in the Hvns as they enter the I VC. Color-flow 
Doppler may be optimized by adjusting the gain and setting the veloc¬ 
ity scale to a lower range to demonstrate the best color fill without co¬ 
lor aliasing and noise (Table 5.15). 

H. IVC 

In the SC long-axis view of the IVC, if practicable, the IVC should be 
imaged at an angle of <60° to best demonstrate color. The color ve¬ 
locity scale settings should be reduced and the gains adjusted to 
demonstrate good color fill in the IVC. The entire length of the visible 
IVC should be interrogated with CDI (Table 5.16). 

I. Atrial Septum 

The atrial septum can be visualized from the A4C, PSAX, and SC views. 
The depth can be adjusted or the zoom box used to display the right 
atrium, interatrial septum, and left atrium as large as possible without elim¬ 
inating any of these structures of interest. CDI is optimized at a lower ve¬ 
locity scale and gains adjusted. The entire length of the atrial septum 
should be included, looking for any evidence of color crossing the septum 
in all views. The jets may be eccentric. The SC view is most effective 
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because grayscale images are close to perpendicular to the ultrasound 
beam and most flow signals from a septal defect are parallel (Table 5.17). 

VIII. SPECTRAL DOPPLER IMAGING MEASUREMENTS 

This section will discuss the routine Doppler measurements performed 
during a complete TTE examination. Laboratories should establish 
standards for those measurements that are to be made. Clinical circum¬ 
stances may dictate variations in the number of beats measured. 


Measurements should be taken from the recorded video clips and 
saved as separate still frames. This will allow Doppler measurements 
to be made at the time of acquisition or by the interpreting physician. 

The section is organized by valve. CDI should be used to help align 
the spectral Doppler cursor as parallel to blood flow as possible, and a 
sweep speed of 100 mm/sec should be used. The baseline and pulse 
repetition frequency/scale settings must be individually optimized for 
each valve and velocity measurement to demonstrate the best quality 
signal without aliasing. 


Table 6 Spectral Doppler images for protocol 


View 


Spectral Doppler 


Measurements to Make 


6.1. Parasternal window 

PSAX view 

RVOT 


6.2. Parasternal window 
PSAX view 
Great vessel level 


6.3. Parasternal window 

PSAX view 

RVOT 


6.4. Apical window 
A4C view 
TV inflow 


6.5. Parasternal window 
PLAX view 
TV zoomed 



PW Doppler in RVOT 

1. Peak RVOT velocity 

2. RVOTVTI 


CW Doppler in RVOT 

1. PV VTI 

2. Peak PV velocity 


CW Doppler in RVOT 
1. End-diastolic PR velocity 


PW Doppler in TV 

1. E measurement TV inflow 

2. A measurement TV inflow 


CW Doppler TR 
1. Peak velocity 


(Continued) 
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Table 6 ( Continued ) 


View 


Spectral Doppler 


Measurements to Make 


6.6a. Apical window 
A4C view 


6.6b. Apical window 
A4C view 


6.7a. Apical window 
A4C view 


6.7b. Apical window 
A4C view 


6.8. Apical window 
CW Doppler of MV regurgitation 


6.9. Apical window 
A4C view 



PW Doppler of MV 

1. E-wave velocity 

2. Deceleration slope 

3. Deceleration time 

4. A-wave velocity 


Change in flow pattern with Valsalva 


CW Doppler MS 

1. MS VTI to measure mean gradient 


2. MS pressure half-time measurement 


CW Doppler of MV regurgitation 

1. VTI 

2. Peak velocity 


PW Doppler of MV flow effect of 

tachycardia 

MV inflow, tachycardia 

1. MV deceleration time interrupted 


(Continued) 
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Table 6 ( Continued ) 


View 

6.10a. Apical window 
5C view 


6.10b. Apical window 
5C view 


6.10c. Apical window 
5C view 


6.11. Apical window 
5C view 


6.12. Apical window 
5C view 


6.13a. SSN window 


Spectral Doppler Measurements to Make 

PW of LVOT 

1. LVOTVTI 

2. LVOT peak velocity 


HPRF PW of LVOT Doppler 
1. LVOT peak velocity 


LVOT CW Doppler 
1. LVOT maximum flow velocity 


Apical window CW Doppler directed 
through the AV 

1. AV VTI 

2. Peak AV velocity 


CW Doppler 

1. AR peak velocity (used in quantitative 
techniques to calculate proximal 
isovelocity surface area) 

2. AR slope (used to calculate pressure 
half-time) 


PW Doppler of Asc Ao 
1. Peak systolic velocity 



(Continued) 
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Table 6 ( Continued ) 


View 


Spectral Doppler 


Measurements to Make 


6.13b. SSN window 


6.14. SSN window 


6.15. SC window 


6.16. Apical window 
A4C view 


6.17. Apical window 
A4C view 



PW Doppler of Desc Ao flow 
1. Peak systolic velocity 


PW Doppler of Desc Ao flow in patient with 
aortic regurgitation showing diastolic flow 
reversal 
1. VTI AR 


PW Doppler of Hvn flow 

1. S wave 

2. D wave 

3. A wave 


Pulvn flow 

1. S wave 

2. D wave 

3. A wave 


DTI MV lateral annulus 

1 . s' 

2. e' 

3. a' 


Doppler imaging is directionally limited. The maximum Doppler shift 
is detected when the ultrasound beam is parallel to flow. Maximum de¬ 
tected velocity is reduced by a function of the cosine of the angle away 
from parallel. Fortunately, an angle of 20° results in only a 6% reduction 
in measured flow velocity, so keeping the interrogation reasonably close 
to parallel does not materially affect results. By first using color Doppler 
interrogation, alignment can be improved, but this cannot account for 
flow in all three dimensions. Ultrasound systems have angle correction 
algorithms, but this is not recommended for echocardiography. Instead, 
all valves and other areas of flow should be interrogated with multiple 
imaging planes. Data should only be used clinically from the imaging 


plane producing the maximum velocity. Information from other planes 
must be edited out and not averaged. 

During laminar flow, the modal velocity is the densest part of the flow 
signal, representing the majority of blood flow. This is the correct part of the 
signal to trace or measure a peak velocity. An overgained signal may 

obscure the modal velocity. For turbulent flow, a distinct border should be 
identified that best represents the flow signal. Excessive gain may obscure 
this border, while undergained flow may miss the maximum velocity. The 
laboratory should agree on standardized presets for routine imaging and a 
set of alternatives for nonstandard situations. All operators should be 
aware of these settings and their proper use. 
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A. RVOT and PV 

Forward flow through the RVOT should be evaluated in the PLAX or 
PSAX view. The view that provides the Doppler angle most parallel to 
flow is preferred. To begin, the PW Doppler sample volume (4-5 
mm) should be positioned in the center of the RVOT, about 5-10 
mm proximal to the PV. The normal forward velocity waveform is 
downward and systolic. A short vertical spike (closing click) may be 
present and suggests appropriate positioning of the sample volume. 
The RVOT peak velocity and VTI are measured (Table 6.1). The 
RVOT acceleration time and RV ejection time are additional optional 
measurements from this velocity waveform. 

For the PV, a CW Doppler cursor should be oriented as parallel as 
possible to the flow across the valve. The outer edge of the modal ve¬ 
locity signal should be traced to obtain the VTI (Table 6.2). The PV 
peak systolic velocity is measured from the same signal by placing 
the cursor at the peak of the spectral profile. 2 

If pulmonary regurgitation is present, it should be displayed with 
CW Doppler (Table 6.3). The user should position the CW 
Doppler cursor parallel to the flow of the regurgitant jet, displaying 
the full diastolic flow signal. Measurement of end-diastolic velocity 
is possible using an electronic caliper (Table 6.3). 1 

B. TV 

Forward flow velocity across the TV should be recorded through at 
least one respiratory cycle with PW Doppler. The normal flow is dia¬ 
stolic with two distinct waves: the first in early diastole (E velocity) and 
the second at the time of atrial contraction (A velocity). The velocity is 
best measured in the A4C view or RV-focused view, whichever one 
provides the best Doppler angle (Table 6.4). Using PW Doppler, a 1- 
to 3-mm sample volume should be positioned at the tips of the open 
valve leaflets in diastole. Although the flow velocity pattern should al¬ 
ways be recorded, measuring and reporting peak velocities across the 
TV is not considered a routine measurement. Echocardiography lab¬ 
oratories should determine if this measurement is part of normal 
workflow or only to be measured under certain conditions. Given 
the significant normal variation in flow with respiration, echocardiog¬ 
raphy laboratories must also decide on how to make the measure¬ 
ment. Current guidelines suggest a measurement either at end- 
expiration or averaged across an entire respiratory cycle. 

If TV regurgitation is present, CW Doppler should be used to obtain 
the peak tricuspid regurgitant velocity for assessment of RV systolic 

on /jO r o 

pressure. The maximum tricuspid regurgitant jet is variable 

and may be obtained from the PLAX, PSAX, A4C, apical RV- 
focused, or SC four-chamber view. In some cases, a weak flow signal 
may be enhanced using UEAs. If after the use of contrast agents the 
signal is still weak and/or incomplete, the measurement should not 
be reported. In addition, there may be substantial variation in flow ve¬ 
locity in different views. The highest velocity and view from a good- 
quality signal should be reported for the final calculation, and lower 
velocity data from other views should be edited out (Table 6.5) 43,58 

C. MV 

Spectral Doppler is used to characterize the patterns of forward dia¬ 
stolic flow across the MV and to measure several indices of mitral 
regurgitation, if present. In the A4C view, a 1- to 3-mm sample vol¬ 
ume should be positioned at the tips of the open MV leaflets for 
PW Doppler recording. The sample volume should be placed toward 
the lateral wall, as blood normally flows across the valve in this direc¬ 
tion. The peak E (early diastolic) and A (atrial contraction) velocities 
and MV early diastolic deceleration time should be recorded and 


measured (Table 6.6a). The deceleration time is measured by placing 
a caliper on the peak E velocity and following the slope of the E wave 
to the baseline (Table 6.6a). An optional measurement is the A-wave 
duration, which is measured from the onset to the offset of the 
A-wave flow signal, with the measurement taken with the sample vol¬ 
ume positioned in the flow at the level of the MV annulus. 

If the MV appears abnormal, is a prosthetic valve, has been 
repaired, or shows flow velocities that are increased or turbulent by 
CDI or PW Doppler, CW Doppler should be used to measure 
the mean gradient and pressure half-time (Tables 6.7a and 
6.7b). 3,30,37,43,75 

Transiently lowering preload by recording MV flow during a 
Valsalva maneuver is a technique all operators should understand 
and be capable of performing. Every echocardiography laboratory 
should have a protocol for performance and a work flow to determine 
when the maneuver is indicated. The patient should be instructed to 
bear down against a closed glottis and practice this technique before 
recording. The sample volume is positioned in the same location as 
for normal MV flow recording. The MV inflow signal should be re¬ 
corded for 10 to 12 sec before release. The recorded still image should 
be annotated to indicate the use of the Valsalva maneuver. The MV 
flow signal should change during the Valsalva strain. The E velocity 
should decrease by 20 cm/sec or > 10% if the strain is to be consid¬ 
ered adequate. In normal patients, there is typically a relatively equal 
reduction in E and A velocities (Table 6.6b). In patients with elevated 
LA pressure and a pseudonormal filling pattern, the E velocity de¬ 
creases to a greater degree than the A velocity, resulting in a reduction 
in the E/A ratio. 76 

If mitral regurgitation is present, CW Doppler should be used to re¬ 
cord the regurgitant flow in the A4C, A2C, and long-axis views. The 
flow signal should be traced along its modal margin to calculate a VTI, 
peak velocity, and peak gradient (Table 6.8). 

In patients with tachycardia or some forms of heart block, there 
may be fusion of the E and A waves. This is best demonstrated by 
observing the E-wave velocity at the time of onset of the A wave. 
Significant fusion is present if the beginning of the A wave starts on 
the E deceleration slope line at an E velocity of >20 cm/sec. In this 
setting of fusion, the deceleration time should not be measured, the 
E/A ratio is decreased, and the A-wave velocity increased 
(Table 6.9) , 3 ' 30 ' 43 

D. LVOT and AV 

The LVOT is best evaluated in the apical five-chamber or apical long- 
axis views. PW Doppler is used to obtain velocity in the LVOT. The 
PW Doppler sample volume is placed about 5 mm proximal to the 
AV in the center of the LVOT. The spectral signal should be narrow, 
with a rapid upstroke and an end-systolic click terminating the flow 
signal. Broadening of the flow signal indicates that the sample 
volume is too close to the AV and should be repositioned. The 
peak velocity should be measured and the signal traced to calculate 
a VTI (Table 6.10a). If high velocities or turbulent flow is present, 
CDI of the LVOT and left ventricle should be examined. Further ab¬ 
normality (i.e., presence of AV stenosis) should prompt pulsed- 
Doppler mapping from the LV apex to the AV, noting the level at 
which high velocities are detected. If aliasing is present, a switch to 
HPRF Doppler can be considered to further evaluate flow velocities 
and the shape of the flow signal (Table 6.10b). 3,30 ' 37 The LVOT 
diameter should be measured at the same location at which the 
highest velocity signal was obtained. 

After sampling the LVOT, CW Doppler is used to measure the 
aortic velocity. The Doppler signal should be traced to provide a 
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peak velocity, peak gradient, mean gradient, and VTI. The distinct 
flow signal border should be traced, and weak, shaggy, low- 
amplitude clutter should not be included in the VTI tracing 
(Table 6.11 ). If aortic stenosis is suspected, a prosthetic valve is present, 
or high-velocity lesions are suspected in the LVOT, the nonimaging 
transducer should be used to acquire Doppler signals from the apical, 
right parasternal, and SSN windows. In difficult patients, to assist 
with placement of the nonimaging CW Doppler transducer, a duplex 
imaging transducer should be used first and its position noted 
(Appendix Table 12.10: high right parasternal view of the aorta). 

If aortic regurgitation is present, CW Doppler should be used to 
measure the peak velocity and pressure half-time. Color Doppler is 
used to direct the CW interrogation, as the regurgitant jet is frequently 
eccentric (Table 6.12) 43 

E. Aortic Arch and Desc Ao 

CW Doppler may be used to evaluate the Desc Ao for the presence of 
flow-limiting obstructions. PW Doppler can be used to sample multi¬ 
ple positions in the Asc Ao, transverse aortic arch, and Desc Ao 
(Tables 6.13a and 6.13b). This is done to evaluate any aortic pathology 
and to better define the location of obstructive lesions, such as coarc¬ 
tation of the aorta. Color Doppler can be used to guide the placement 
of the sample volume in interrogation of obstructive lesions. PW 
Doppler evaluation of the proximal Desc Ao can also be used to eval¬ 
uate for diastolic reversal of flow associated with aortic regurgitation, 
rupture of the SoVAo, noncompliant aorta in elderly patients, 
arteriovenous fistula in the upper extremity, and aortic dissection 
(Table 6.14). Routine flow sampling should be performed in 
the proximal Desc Ao 10 mm below the origin of the left 
subclavian artery using a 3- to 5-mm sample volume. The normal 
PW Doppler signal is systolic and nonturbulent. In normal individuals, 
there typically is a brief low-velocity, early diastolic flow reversal. 
Reversal velocities longer than the first third of diastole are abnormal 
and associated with aortic regurgitation (Table 6.14). 37 4j 

F. Hvns 

Hvn flow is a three-component signal consisting of the S wave of flow 
into the I VC during systole, the D wave of flow into the I VC during 
the first part of diastole, and the A wave of flow reversal in the Hvn 
caused by atrial contraction. Some patients have a fourth compo¬ 
nent: a brief ventricular flow reversal wave immediately following 
the S wave. A sample volume of 3 to 5 mm is placed in the Hvn about 
1 to 2 cm from the junction with the I VC. Flow is recorded at this site 
and should be assessed during an entire respiratory cycle. Although 
absolute peak velocity measurements are not routinely recorded, 
the pattern of flow is a valuable diagnostic tool. If performed, 
peak S- and D-wave velocities should be measured at end- 
expiration (Table 6.15). 

G. Pulvns 

Inflow from the Pulvns to the left atrium is best imaged from the A4C 
or apical five-chamber view. Typically, the right upper Pulvn, or at 
times the right lower Pulvn, has flow almost parallel to the Doppler 
cursor. A 3- to 5-mm sample volume should be placed about 10 
mm proximal to the vein's junction with the left atrium. Color 
Doppler aids in the positioning of the sample volume. The flow 
signal is typically triphasic, with an S wave (during ventricular systole), 
D wave (during early diastole), and A reversal wave (during atrial 


contraction). The inflow should be recorded in all patients 
(Table 6.16). The pattern of the inflow signal is important in several 
diagnostic settings. Actual peak velocity measurements of each wave 
are not part of a routine examination but may be measured and the 
duration of the A wave measured for comparison with the MV 
A-wave duration in some circumstances. ' 

H. Tissue Doppler of the Mitral and Tricuspid Annuli 

Tissue Doppler is used to record velocities of the longitudinal move¬ 
ment of the lateral and medial mitral annulus as well as the lateral 
tricuspid annulus. 5 The angle of interrogation should be 

as parallel as possible to the Doppler beam. DTI presets are 
markedly different from conventional PW Doppler settings and 
vary by manufacturer. It is best to have a system-specific preset for 
these measures. Tissue Doppler signals should be optimized by using 
a large sample volume of 5 to 10 mm to fully capture annular motion, 
and the scale should be set at <25 cm/sec depending on the actual 
velocity. To improve visualization of the peak annular velocities, 
decrease the velocity scale to maximize Doppler signal display 
and set the sweep speed at 100 mm/sec. Velocity waveforms are 
designated as s' for systole, e' for early diastole, and a' for atrial 
contraction. Accurate measurement is important, as both absolute ve¬ 
locities and the ratio of mitral E velocity to e' velocity are major parts 
of diagnostic criteria for noninvasive estimation of LV filling pressure 
and diastolic performance. Provision should be made to average 
the peak lateral and medial velocities of all three components and 
to report these values. The averaged e' is used for calculation of the 
E/e' ratio in addition to individual data from the lateral and medial 
sites. Similar protocols are used for the lateral tricuspid annulus. 

The most important measurement for the right heart is the s' 
velocity, which correlates well with alternative measures of global 
RV systolic function (Table 6.17). 58 

Key Points #4 _ 

Doppler Imaging and Measurements 

• For routine CDI of valvular insufficiency and forward 
flow, use a consistent scale setting of 50 to 70 cm/sec. 
Maintain optimal gain settings. 

• CDI scale velocity should be adjusted for specialized cir¬ 
cumstances to best display color flow, particularly in 
low-flow states. 

• Spectral PW and CW Doppler measurements should be 
made at the modal (densest) margin of the flow signal. 
Do not overgain. Do not measure weak, ill-defined sig¬ 
nals beyond the modal velocity. 

• Obtain spectral Doppler signals as parallel as possible to 
flow. CDI interrogation may help orientation. 

• Flow signals may be acquired (e.g., tricuspid regurgita¬ 
tion) from multiple anatomic sites. Use the highest 
quality and highest velocity signals for final measure¬ 
ments. Edit out velocity data from poor-quality and 
lower velocity signals for the final reported velocity. 
Do not report Doppler flow signals of poor definition 
or marginal quality. 

. Use CDI and pulsed Doppler mapping to characterize 
the origin of unusual signals within chambers or blood 
vessels. 
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. When recording spectral Doppler for measurements of 
velocity and time intervals, use a default sweep speed 
of 100 mm/sec. Slower sweep speeds are valuable for 
specialized pathology. 

• For tissue Doppler, always maximize the signal display 
and use manufacturer-recommended presets. 


IX. ADDITIONAL TECHNIQUES 


A. Agitated-Saline Imaging 

Agitated saline (a "bubble study") is used to evaluate for interatrial 
shunts, such as a patent foramen ovale or atrial septal defect, and 
for intrapulmonary shunting, which may be due to pulmonary 
arteriovenous malformations or hepatopulmonary syndrome 
(Tables 7.1-74)/ Agitated saline is also used if there is a question 
of the presence of a persistent left SVC (Table 7.5). Although the 
use of agitated-saline imaging is not a routine procedure for all TTE 
studies, an echocardiography laboratory should be provisioned with 
supplies and appropriate personnel to perform the procedure on de¬ 
mand during a routine study. Intravenous access is required. Imaging 
windows that provide the best view of the interatrial septum are used 
when assessing for an interatrial or intrapulmonary shunt. The A4C 
view is preferred to avoid shadowing of the left heart. If apical win¬ 
dows are of poor quality, the SC four-chamber view may be used 
(Table 7.4). 

When performing a bubble study, it is important to time interaction 
of the video clip with the administration of the saline to determine 
how many heartbeats elapse before visualizing the saline bubbles 
entering the left atrium. Determining the timing of when bubbles 
enter the left atrium is helpful for differentiating between an intracar¬ 
diac shunt and an extracardiac pulmonary arteriovenous shunt. The 
appearance of bubbles within three to six beats after full right atrial 


opacification is considered positive evidence for an intracardiac shunt. 
Clip length must be prolonged to start with an right atrium free of 
bubbles, then show inflow of saline bubbles into the right atrium 
and possible early or late flow into the left atrium via either an intra¬ 
cardiac shunt or intrapulmonary shunt. Visualization of saline entering 
the left atrium via the Pulvns is an echocardiographic finding that is 
suggestive of transpulmonic shunting and should be evaluated 
when the Pulvns can be seen entering into the left atrium. At least 
20 consecutive beats should be recorded. Tissue harmonic imaging 
should be used to improve bubble visualization (Tables 7.1 and 7.3). 

Two 10-mL syringes and a three-way stopcock are needed for 
administration of saline. Syringes and stopcocks should be lockable, 
as the pressure resulting from either the agitation or injection of the 
saline-air mixture can cause pressure-fitted syringes and stopcocks 
to become disconnected, resulting in the agitated solution being 
sprayed on the administering staff member, operator, and patient. 
Eight to 10 mL of saline and <0.5 mL of air should be drawn into 
one syringe. The air-saline mixture is briskly agitated between sy¬ 
ringes and rapidly injected through a forearm or hand vein. Care 
should be taken to ensure that the agitation is complete so that no 
large bubbles are injected. If no shunt is noted, the injection should 
be repeated. Specific maneuvers that are used to transiently increase 
right atrial pressures, such as coughing, the Valsalva maneuver, and 
abdominal compression, may help elicit a right-to-left shunt if no 
shunt is detected during quiet respiration. When performing the 
Valsalva maneuver, the patient should be instructed to release 
when contrast arrives in the right atrium. Additional mechanisms to 
improve the detection of a shunt are shown in Table 7.2. The reader 
is referred to detailed guidelines on evaluation of the interatrial 
septum for more information. Contraindications for use of agitated 
saline include known significant right-to-left shunts and pregnancy. 

B. UEA Imaging 

Guidelines for the use of UEAs are published and widely 

*7Q Q1 09 

accepted. ' ' It is beyond the scope of this document to 


Table 7 Agitated saline information 

2D TTE image 

Information 

Apical window 

Structures to demonstrate 

A4C view 

• RA 


• RV 


• LA 


• LV 


• IAS 

7.1a (see Video 87) 

Complete 20-beat clip of a positive bubble study for PFO 


Optimally vertically aligned A4C view 
Initial beats without contrast 



(Continued) 
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Table 7 (Continued) 


2D TTE image 

Information 



Beat 1: full-contrast opacification 

Begin counting beats when initial full opacification of RA and RV is 
demonstrated 

An atrial septum aneurysm bowing leftward (arrow) is also noted 


7.1c (see Video 87) 



Beat 4: bubbles originating at the atrial septum (arrow) within the first six beats 
following full opacification of the right side 

This demonstrates a bubble study positive for an intracardiac right-to-left 
shunt 


7.Id (see Video 87) 


Beat 16 

Demonstrates clearing of LA and LV as the bubble bolus completes its 

passage through the RA and RV 

This is consistent with no extracardiac shunt 



7.2 (see Video 88) 



7.3a (see Video 89) 



Complete 20-beat clip for a negative bubble study for PFO 
Additional maneuvers to try if conventional bubble injection is negative 

• Add 1 mL blood to 1 mL air and 8 mL saline 

• Use cough, Valsalva maneuver, and/or abdominal compression-release 
when saline enters the right atrium; These maneuvers increase RA 
pressure relative to LA pressure 

• Use femoral vein injection instead of arm injection whenever streaming 
of inflow does not allow full opacification of the right atrium; the IVC flow 
is directed toward the right atrium and therefore may enhance the 
visualization of agitated saline crossing the septum 

Complete 20-beat clip showing late appearance of bubbles in the LA and LV 

consistent with an extracardiac transpulmonary shunt 

Beat 9 demonstrating bubbles entering the left atrium via the Pulvns (arrows) 


(Continued) 
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Table 7 (Continued) 


2D TTE image 

Information 


7.3b (see Video 89) Beat 16 demonstrating complete filling of the LA and LV with bubbles; note 

presence of bubbles in the Pulvns and dilution of bubbles in the 
RA and RV 



7.4a 



Alternative imaging 
SC window 
4C view 

Structures to demonstrate 


RA 

RV 

LA 

LV 

IAS 


Beat 1: no bubbles present 


7.4b This view may be less sensitive for detecting right-to-left shunt because of 

shadowing from RV bubbles 


I 



Imaging for a persistent left SVC, left arm injection 
Parasternal window 
PLAX view 

Structures to demonstrate 
LA 
MV 
LV 

CS (arrow) 

LVOT 
AV 

Asc Ao 

Imaging of CS before the arrival of bubbles 
7.5b (see Video 90) Beat 9 demonstrates bubble arrival in CS before right side 




(Continued) 
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Table 7 (Continued) 




2D TTE image 


Information 

7.5c (see Video 90) 

I 


Beat 7 demonstrates bubbles in CS and right ventricle (arrow) 

For Videos 87 to 90, see www.onlinejase.com. 



Table 8 UEA imaging 



8.3 (see Video 93) 



Apical window 
A4C view 
LV opacification 


8.4 (see Video 94) 



Apical window 
A2C views 
LV opacification 


(Continued) 
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Table 8 ( Continued ) 


Image description 



8.6 (see Video 96) 



Parasternal window PLAX view 


8.7 (see Video 97) 


Parasternal window PSAX view 


For Videos 91 to 97, see www.onlinejase.com. 



Table 9 Strain imaging 


Strain 2D TTE image 


2D TTE image name and measurements 


Apical window 
3C 



Bull’s-eye display of longitudinal strain calculations from each apical view 
and calculation of the global strain value 












50 Mitchell et al 


Journal of the American Society of Echocardiography 

January 2019 


Table 10 

Full-protocol images to acquire 


Window View/measurements 

Clip/still frame 

PLAX 

LV increased depth, grayscale 

Clip 

PLAX 

LV optimized sector depth, grayscale 

Clip 

PLAX 

Linear measurement RVIDd 

Still frame 

PLAX 

Linear measurement IVS diastole 

Still frame 

PLAX 

Linear measurement LVIDd 

Still frame 

PLAX 

Linear measurement LVPW diastole 

Still frame 

PLAX 

Linear measurement LVIDs 

Still frame 

PLAX 

Linear measurement LA systole 

Still frame 

PLAX 

M-mode AV 

Still frame 

PLAX 

M-mode AV LA dimension measurement 

Still frame 

PLAX 

M-mode MV 

Still frame 

PLAX 

M-mode left ventricle 

Still frame 

PLAX 

Zoomed LVOT/AV, grayscale 

Clip 

PLAX 

Zoomed LVOT/AV, color 

Clip 

PLAX 

Zoomed MV, grayscale 

Clip 

PLAX 

Zoomed MV, color 

Clip 

PLAX 

Linear measurement zoomed LVOT diameter 

Still frame 

PLAX 

Linear measurement zoomed Ao annular diameter 

Still frame 

PLAX 

Zoomed STJ/SoVAo /AscAo, grayscale 

Clip 

PLAX 

Zoomed STJ/SoVAo/AscAo, color 

Clip 

PLAX 

Linear measurement STJAo diameter 

Still frame 

PLAX 

Linear measurement SoVAo diameter 

Still frame 

PLAX 

Focused Asc Ao, grayscale 

Clip 

PLAX 

Linear measurement Asc Ao diameter 

Still frame 

PLAX 

RVOT, grayscale 

Clip 

PLAX 

RVOT, color 

Clip 

PLAX 

RVOT, PW Doppler measure peak velocity and VTI 

Still frame 

PLAX 

PA CW Doppler measure peak velocity, VTI (PR if present) 

Still frame* 

PLAX 

Linear measurement proximal RVOT diastole 

Still frame 

PLAX 

RV inflow, grayscale 

Clip 

PLAX 

RV inflow, color 

Clip 

PLAX 

RV inflow if TR present, measure CW Doppler peak velocity 

Still frame 

PSAX 

Great vessels (superior to AV, focused on PV, PA, and branches), grayscale 

Clip 

PSAX 

RVOT, linear measurement RVOT, proximal and distal portions 

Still frame 

PSAX 

Main PA, linear measurement 

Still frame 

PSAX 

Large-sector view right atrium, TV, RV inflow, RVOT, AV, grayscale at AV level 

Clip 

PSAX 

Narrow-sector view TV, right atrium, RV inflow, grayscale 

Clip 

PSAX 

Narrow-sector view right atrium, TV, RV inflow, color 

Clip 

PSAX 

Narrow-sector view right atrium, TV, if TR present measure CW Doppler peak velocity 

Still Frame 

PSAX 

AV zoomed view showing valve leaflets 

Clip 

PSAX 

AV zoomed view, color 

Clip 

PSAX 

Narrow sector view RVOT, PV, PA, grayscale 

Clip 

PSAX 

Narrow sector view RVOT, PV, PA, color 

Clip 

PSAX 

RVOT, PW Doppler measure peak velocity and VTI 

Still frame* 

PSAX 

PA CW Doppler measure peak velocity, VTI (PR if present) 

Still frame 

PSAX 

MV leaflet level, grayscale 

Clip 

PSAX 

MV leaflet level, color 

Clip 

PSAX 

LV just inferior to MV leaflet tips, grayscale 

Clip 

PSAX 

LV mid papillary muscle level, grayscale 

Clip 

PSAX 

LV apex level, grayscale 

Clip 

(Continued) 
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Table 10 ( Continued ) 


Window 

View/measurements 

Clip/still frame 

PSAX 

Sweep from MV through papillary muscles to LV apex, color 

Clip 

Apical 

A4C, grayscale 

Clip 

Apical 

A4C, ventricular focus (adjusted sector width and depth), grayscale 

Clip 

Apical 

A2C, grayscale 

Clip 

Apical 

A2C ventricular focus (adjusted sector width and depth), grayscale 

Clip 

Apical 

Apical long-axis, grayscale 

Clip 

Apical 

Apical long-axis ventricular focus (adjusted sector width and depth), grayscale 

Clip 

Apical 

Apical long-axis AV, color 

Clip 

Apical 

Apical long axis, if AR present then CW Doppler through AV (measure deceleration slope) 

Still frame 

Apical 

Apical long-axis MV, color 

Clip 

Apical 

Apical long-axis MV, if MR present then CW Doppler through MV (measure peak velocity 
and VTI) 

Still frame 

Apical 

A2C MV, color 

Clip 

Apical 

A2C MV, if MR present then CW Doppler through MV (measure peak velocity and VTI) 

Still frame 

Apical 

A4C MV, color 

Clip 

Apical 

MV inflow, PW Doppler (measure E velocity, A velocity, E deceleration time, optional A 
velocity duration) 

Still frame 

Apical 

MV inflow, if MS present, CW Doppler (measure E velocity, A velocity, E deceleration 
slope, VTI and mean gradient) 

Still frame 

Apical 

A4C MV, if MR present then CW Doppler through MV (measure peak velocity and VTI) 

Still frame 

Apical 

DTI, MV lateral annulus, medial annulus (measure e', a', s') 

Still frame 

Apical 

A4C Pulvns, grayscale 

Clip 

Apical 

A4C Pulvns, color 

Clip 

Apical 

Pulvn inflow, PW Doppler to show S, D, and A velocity waveforms) 

Still frame 

Apical 

A4C LA volume (trace left atrium at end-systole, measure long-axis length) 

Still frame 

Apical 

A2C LA volume (trace left atrium at end-systole, measure long-axis length) 

Still frame 

Apical 

A4C ventricular focus, biplane summation of disks measure LV volume at end-diastole 

Still frame 

Apical 

A4C ventricular focus, biplane summation of disks measure LV volume at end-systole 

Still frame 

Apical 

A2C ventricular focus, biplane summation of disks measure LV volume at end-diastole 

Still frame 

Apical 

A2C ventricular focus, biplane summation of disks measure LV volume at end-systole 

Still frame 

Apical 

5C, grayscale 

Clip 

Apical 

5C AV and LVOT, color 

Clip 

Apical 

5C PW Doppler LVOT (measure peak velocity and VTI) 

Still frame 

Apical 

5C CW Doppler AV (measure peak velocity and VTI) 

Still frame 

Apical 

PW Doppler mapping from LV apex to LVOT to AV if necessary 

Clip 

Apical 

CS, grayscale 

Clip 

Apical 

RV-focused, grayscale 

Clip 

Apical 

TV color inflow 

Clip 

Apical 

TV inflow (optional measure E velocity, A velocity) 

Still frame 

Apical 

TR if present (measure peak velocity) 

Still frame 

Apical 

DTI TV lateral annulus s', e', a' 

Still frame 

Apical 

RV-focused view, M-mode-TAPSE 

Still frame 

Apical 

RV-focused view measure length, maximum basal transverse diameter, midcavity 
diameter at end-diastole 

Still frame 

Apical 

RV-focused view measure area (tracing RV end-diastole) 

Still frame 

Apical 

RV-focused view measure area (tracing RV end-systole) 

Still frame 

Apical 

A4C view, RA volume (trace RA end-systole, measure length) 

Still frame 

Apical, optional 

LV longitudinal strain 

Clips 

Apical, optional 

3D LV function 

Clips 

SC 

4C, grayscale 

Clip 

SC 

4C, color 

Clip 


(Continued) 
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Table 10 ( Continued) 

Window 

View/measurements 

Clip/still frame 

SC 

IVC demonstrating variation with respiration 

Clip 

SC 

IVC diameter measurement 

Still frame 

SC 

Hvns, grayscale 

Clip 

SC 

Hvns, color 

Clip 

SC 

Hvns, PW Doppler to show S, D, and A velocity waveforms 

Still frame 

SSN 

Aortic arch, grayscale 

Clip 

SSN 

Aortic arch narrow-sector view color Doppler Asc Ao 

Clip 

SSN 

Aortic arch PW Doppler Asc Ao peak velocity 

Still frame 

SSN 

Aortic arch narrow-sector view transverse arch and Desc Ao, color 

Clip 

SSN 

Aortic arch PW Doppler Desc Ao peak velocity (CW Doppler may also be used as 
necessary) 

Still frame 


LVIDs, LV internal dimension systole; LVPW, LV posterior wall; MR, mitral regurgitation; MS, mitral stenosis; RVIDd, RV internal dimension diastole; 
STJ, sinotubular junction; TR, tricuspid regurgitation. 

*ln these situations, the best of the multiple acquisition possibilities is sufficient. 


Table 11 

Limited echocardiographic examination protocols 


Window 

Limited Examination for Pericardial Effusion: View/Measurements 

Clip/Still frame 

PLAX 

LV increased depth, grayscale 

Clip 

PLAX 

LV optimized, grayscale 

Clip 

PLAX 

M-mode MV 

Still frame 

PLAX 

M-mode LV regular sweep speed (and slow sweep speed over multiple respiratory cycles if indicated) 

Still frame and clip 

PSAX 

Large-sector view right atrium, TV, RV inflow, RVOT outflow, AV (emphasis on free wall motion) 

Clip 

PSAX 

RVOT, PV, artery, branches, color 

Clip 

PSAX 

RVOT, PW Doppler measure peak velocity and VTI and slow sweep speed over multiple respiratory 
cycles if indicated 

Still frame and clip 

PSAX 

MV leaflet level, grayscale 

Clip 

PSAX 

Left ventricle just inferior to MV leaflet tips, grayscale 

Clip 

PSAX 

Mid LV papillary muscle level, grayscale 

Clip 

PSAX 

LV apex level, grayscale 

Clip 

Apical 

A4C, grayscale (emphasis on showing residual effusion, RV and RA wall motion) 

Clip 

Apical 

A2C, grayscale 

Clip 

Apical 

Apical long-axis, grayscale (emphasis on showing residual effusion) 

Clip 

Apical 

MV inflow, PW Doppler (measure peak E and A velocities, slow sweep multirespiratory cycle clip if 
indicated) 

Still frame and clip 

Apical 

5C, grayscale 

Clip 

Apical 

5C LVOT measure peak velocity and VTI (PW Doppler with slow sweep multirespiratory cycle clip if 
indicated) 

Still frame and clip 

Apical 

5C AV measure peak velocity and VTI (CW Doppler) 

Still frame 

Apical 

RV-focused, grayscale (emphasis on showing residual effusion and free wall motion) 

Clip 

Apical 

TV inflow (optional measure E and A velocities with slow sweep multirespiratory cycle clip if indicated) 

Still frame 

SC 

4C, grayscale (emphasis on RV and RA free wall motion) 

Clip 

SC 

IVC demonstrating variation with respiration 

Clip 

SC 

IVC diameter measurement 

Still frame 

Window 

Limited Examination for LV Function: View/Measurements 

Clip/still frame 

PLAX 

LV increased depth, grayscale 

Clip 

PLAX 

LV optimized, grayscale 

Clip 

PLAX 

Linear measurement RVID diastole 

Still frame 

PLAX 

Linear measurement IVS diastole 

Still frame 

PLAX 

Linear measurement LVIDd 

Still frame 

(< Continued) 
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Table 11 

(Continued) 


Window 

Limited Examination for LV Function: View/Measurements 

Clip/still frame 

PLAX 

Linear measurement LVPW diastole 

Still frame 

PLAX 

Linear measurement LVIDs 

Still frame 

PLAX 

M-mode MV 

Still frame 

PLAX 

M-mode left ventricle 

Still frame 

PSAX 

Left ventricle just inferior to MV leaflet tips, grayscale 

Clip 

PSAX 

Mid LV papillary muscle level, grayscale 

Clip 

PSAX 

LV apex level, grayscale 

Clip 

Apical 

A4C, grayscale 

Clip 

Apical 

A4C ventricular focus (adjusted sector width and depth), grayscale 

Clip 

Apical 

A2C, grayscale 

Clip 

Apical 

A2C ventricular focus (adjusted sector width and depth), grayscale 

Clip 

Apical 

Apical long-axis, grayscale 

Clip 

Apical 

Apical long-axis ventricular focus (adjusted sector width and depth), grayscale 

Clip 

Apical 

A4C MV, color 

Clip 

Apical 

MV inflow, PW Doppler (measure E velocity, A velocity, E deceleration time, optional A velocity duration) 

Still frame 

Apical 

DTI MV lateral annulus, medial annulus (measure e', a', s') 

Still frame 

Apical 

A4C LA volume (trace left atrium end-systole, measure length) 

Still frame 

Apical 

A2C LA volume (trace left atrium end-systole, measure length) 

Still frame 

Apical 

A4C ventricular focus, biplane volume summation of disks at end-diastole 

Still frame 

Apical 

A4C ventricular focus, biplane volume summation of disks at end-systole 

Still frame 

Apical 

A2C ventricle focus, biplane volume summation of disks at end-diastole 

Still frame 

Apical 

A2C ventricular focus, biplane volume summation of disks at end-systole 

Still frame 

Apical 

RV-focused, grayscale 

Clip 

Apical, 

optional 

LV longitudinal strain from three apical views 

Clips 

Apical, 

optional 

3D LV volume and function 

Clips 

SC 

Four-chamber, grayscale 

Clip 

Window 

Limited Examination for RV/Pulmonary Hypertension: View/Measurements 

Clip/still frame 

PLAX 

LV increased depth, grayscale 

Clip 

PLAX 

LV optimized, grayscale 

Clip 

PLAX 

Linear measurement RVID diastole 

Still frame 

PLAX 

M-mode MV 

Still frame 

PLAX 

M-mode left ventricle 

Still frame 

PLAX 

RVOT, grayscale 

Clip 

PLAX 

RVOT, color 

Clip 

PLAX 

RVOT, PW Doppler measure peak velocity and VTI 

Still frame* 

PLAX 

PA CW Doppler measure peak velocity, VTI (PR if present) 

Still frame 

PLAX 

Linear measurement proximal RVOT 

Still frame 

PLAX 

RV inflow, grayscale 

Clip 

PLAX 

RV inflow, color 

Clip 

PLAX 

RV inflow if TR present, measure CW Doppler peak velocity 

Still frame 

PSAX 

Great vessels (superior to aorta, focused on pulmonary valve, artery and branches), grayscale 

Clip 

PSAX 

Large-sector view right atrium, TV, RV inflow portion, RVOT, AV, grayscale at AV level 

Clip 

PSAX 

Narrow-sector TV, right atrium, RV inflow, grayscale 

Clip 

PSAX 

Narrow-sector view right atrium, TV, RV inflow portion RVOT, AV, color 

Clip 

PSAX 

Narrow-sector view right atrium, TV, if TR present measure CW Doppler peak velocity 

Still frame 

PSAX 

Narrow-sector view RVOT, pulmonary valve, PA, color 

Clip 

PSAX 

RVOT, pulmonary valve, artery, branches, color 

Clip 

PSAX 

RVOT, PW Doppler measure peak velocity and VTI 

Still frame 


(Continued) 
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Table 11 

(Continued) 


Window 

Limited Examination for RV/Pulmonary Hypertension: View/Measurements 

Clip/still frame 

PSAX 

PA CW Doppler measure peak velocity, VTI (PR if present) 

Still frame* 

PSAX 

LV just inferior to MV leaflet tips, grayscale 

Clip 

PSAX 

Mid LV papillary muscle level, grayscale 

Clip 

PSAX 

LV apex level, grayscale 

Clip 

Apical 

A4C, grayscale 

Clip 

Apical 

A2C, grayscale 

Clip 

Apical 

Apical long-axis, grayscale 

Clip 

Apical 

MV inflow, PW Doppler (measure E velocity, A velocity, E deceleration time) 

Still frame 

Apical 

DTI MV lateral annulus, medial annulus (measure e', a', s') 

Still frame 

Apical 

Right ventricle focused, grayscale 

Clip 

Apical 

TV color inflow 

Clip 

Apical 

TV inflow (optional measure E velocity, A velocity) 

Still frame 

Apical 

TR if present (measure peak velocity) 

Still frame 

Apical 

DTI TV lateral annulus (measure e', a', and s') 

Still frame 

Apical 

RV-focused view, M-mode, TAPSE 

Still frame 

Apical 

RV-focused view measure length, maximum basal transverse diameter, midcavity diameter 

Still frame 

Apical 

RV-focused view trace area at end-diastole 

Still frame 

Apical 

RV-focused view trace area at end-systole 

Still frame 

Apical 

A4C view, RA volume summation of disks trace RA area at end-systole, measure length) 

Still frame 

SC 

IVC demonstrating variation with respiration 

Clip 

SC 

IVC diameter measurement 

Still frame 

SC 

Hvns, color 

Clip 

SC 

Hvns, PW Doppler to display S, D, and A velocity waveforms 

Still frame 


LVIDs, LV internal dimension systole; LVPW, LV posterior wall; TR, tricuspid regurgitation. 
*Choose to display either PLAX or PSAX. 


describe use of UEAs in detail. However, appropriate use of UEAs is 
considered an integral part of the routine transthoracic examination. 
An echocardiography laboratory should be provisioned with supplies 
and appropriate personnel to perform the procedure on demand 
during a routine study. Intravenous access is required. This section 
provides a brief description of the indications, instrumentation, 
administration techniques, and examples of UEA images. Operators 
are encouraged to become proficient in understanding when UEAs 
are indicated and be familiar with administration techniques and 
image optimization. All echocardiography laboratories should have 
established protocols for UEA administration. 

1. Indications. Currently, the only US Food and Drug 
Administration-approved cardiac indication for the use of UEAs is 
to opacify the LV chamber and to improve delineation of the LV endo¬ 
cardial border. UEAs should be used in patients with suboptimal im¬ 
ages for assessment of LV contractility, defined as the inability to 
detect endocardial motion in two or more contiguous segments in 
any of the three apical views. 79,82 

Other off-label uses of UEAs that are widely used include assess¬ 
ment of cardiac masses and intracardiac thrombi when endocardial 
border detection is limited. Poor-quality spectral Doppler signals, 
particularly CW Doppler envelopes for tricuspid regurgitation and 
aortic stenosis, may be enhanced with UEAs. Operators are encour¬ 
aged to assess the need for a UEA early during an examination to 
minimize the impact of ordering, preparing, and administering the 
enhancement agent on procedural time. 


2. Instrumentation and Administration. Each ultrasound 
manufacturer has a different algorithm for UEA image processing 
and contrast settings. Common to all of them are techniques that 
cancel out or lessen the strength of the returning signal from the tissue 
and enhance the signal received from the microbubbles. This usually 
involves a tissue cancelation technique coupled with harmonic imag¬ 
ing at a low or very low mechanical index. 79,82 

UEAs are administered intravenously using bolus or continuous infu¬ 
sion techniques. Although the bolus technique (straight bolus followed 
by a flush or diluted flush) is more commonly used, continuous infusion 
provides a more consistent concentration of enhancement agent replen¬ 
ishment, which can eliminate or lessen imaging artifacts. 

The most common artifacts associated with UEA imaging are atten¬ 
uation and swirling (Tables 8.1 and 8.2). Attenuation is caused by a 
high concentration of microbubbles in the near field and results in 
shadowing of distal structures. Swirling is an artifact that results 
when the rate of bubble destruction exceeds the rate of bubble 
replenishment. These common artifacts are easily resolved by varying 
the amount or rate of UEA administration. 

3. Image Acquisition. UEA imaging is usually best performed 
from the apical window because the anterior position of the right 
ventricle can result in attenuation and shadowing when using para¬ 
sternal views. Imaging is begun from the A4C view, followed by 
the A2C and the apical long-axis view. As the UEA concentration de¬ 
clines, the PLAX view and PSAX view may also be acquired. This 
sequence allows the assessment of all 17 LV segments. Imaging 
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from the parasternal window in the long- and short-axis views should 
also be performed after the apical views (Tables 8.3-8.7L 79 ' 82 


C. Strain Imaging 

Imaging techniques that measure ventricular strain are increasingly 
being adopted in echocardiography laboratories. There are multiple 
types of deformation (strain) imaging available. Currently, the most 
useful clinical data come from application of longitudinal strain ob¬ 
tained by 2D speckle-tracking derived from apical imaging planes. 
The writing committee recommends that echocardiography labora¬ 
tories that have ultrasound equipment capable of strain imaging 
develop laboratory protocols for acquiring appropriate apical images 
to calculate peak systolic strain of the segments of the left ventricle 
(note that ultrasound systems may display a 16-, a 17-, or an 18- 
segment model), display the results as a bull's-eye map, and calculate 
global longitudinal strain indices. Although a consensus document 
regarding standardization of deformation imaging has been pub¬ 
lished, 83 standardization among vendors continues to evolve, so pre¬ 
cise normal ranges of values are not yet available. Serial strain imaging 
studies should therefore be performed on the same ultrasound sys¬ 
tem to reduce variability caused by different equipment and software. 
The timing definitions for end-diastole and end-systole should be stan¬ 
dardized across the echocardiography laboratory. Minimum frame 
rates for high-quality image acquisition (generally >40 frames/sec) 
should be established. Recognition of appropriate segmental tracking 
quality is crucial for reproducible results. Technical performance 
details vary by manufacturer and should be fully reviewed with appli¬ 
cation specialists before adopting strain imaging into the echocardiog¬ 
raphy laboratory work flow (Table 9). 


D. Three-Dimensional Evaluation of LV Size and Systolic 
Function 

Three-dimensional imaging systems are becoming widely available. 
With transthoracic imaging, evaluation of LV size and systolic function 
is the most common 3D application currently in use. Acquisition 
and data-processing steps for measuring an ejection fraction with a 
3D volume set are dependent on the ultrasound system and software 
used to calculate the 3D volume, but some general image optimiza¬ 
tion techniques can be applied to all image acquisitions. To obtain a 
3D volume of the left ventricle for calculation of ejection fraction, 
the heart should be imaged in the A4C view, focusing on the left 
ventricle. The 2D image should be optimized by adjusting the focus, 
gain, and compression. Prior publications have suggested that both 
gain and compression should be set in midranges (i.e., 50) to allow 
adequate postprocessing of the 3D volume. After adjusting these set¬ 
tings, the TGC should be adjusted to further optimize the image. To 
maximize temporal and spatial resolution, the image field of view 
can be adjusted to allow the smallest volume that can capture the 
entire heart and increase the volume rate. After the field of view 
for acquisition is set, good endocardial tissue definition should be 
confirmed. Once the imaging parameters are optimized, the patient 
should be asked to suspend respiration to help eliminate motion dur¬ 
ing acquisition. Multiple-beat acquisitions result in higher voxel rates 
and therefore better spatial resolution. Most systems will allow the 
operator to review the quality of the data set after acquisition. 
Semiautomated software is activated for tracing of the endocardial 
borders for volume calculation. The results of this calculation are 
then reviewed and recorded for display (Table 3.14). 


X. THE INTEGRATED COMPLETE TRANSTHORACIC 
EXAMINATION 


Table 10 provides a suggested sequence for all of the protocol images 
that define a comprehensive TTE examination. Each laboratory 
should make adjustments in the protocol to address needs of its 
particular patient populations and imaging equipment. Some parts 
of the protocol (marked with asterisks) may seem redundant. In 
these situations the best of the multiple acquisition possibilities is suf¬ 
ficient. 


XI. THE LIMITED TRANSTHORACIC EXAMINATION 


The Intersocietal Accreditation Commission defines a limited echo- 
cardiographic examination as follows: "A limited study is generally 
only performed when the patient has recently undergone a complete 
examination and there is no clinical reason to suspect any changes 
outside the specific area of interest. A limited study generally 
examines a single area of the heart or answers a single clinical 
question." Listed below are some common limited-examination 
sequences (Table 11). 

A. Pericardial Effusion 

A repeat study for evaluation of a pericardial effusion is commonly 
performed to serially follow the progress of treatment. The protocol 
emphasis is on views that define the presence and size of the effusion. 
If no effusion remains, views to evaluate for tamponade physiology 
are not necessary. If an effusion of significant size is present, the study 
should include imaging and Doppler data to make a full assessment of 
the hemodynamic significance of the effusion, as shown in the com¬ 
plete protocol in Table 11. 

B. LV Function 

LV function is often assessed to follow disease natural history and 
monitor patient response to treatment. The limited examination for 
LV function may be performed at variable time intervals after a full 
comprehensive echocardiographic examination when there is 
a focused clinical question regarding a change in LV function (Table 11). 

C. Limited Right Ventricle and Pulmonary Hypertension 

In individuals with pulmonary hypertension, echocardiography can 
be used to provide indirect measures of PA pressures and information 
regarding RV function, hypertrophy, and size. Accurate assessment 
of pulmonary pressures and RV function is important to monitor the 
effect of treatment (Table 11). 

The views described in this section are presented as a starting point 
for acquiring images for these limited-examination indications. The 
visualization of unexpected or new pathology may dictate addition 
of other images to these limited protocols. 


ALTERNATIVE VIEWS 


For certain clinical questions it may be desirable to image additional 
anatomic structures in multiple planes. The appendix to this docu¬ 
ment provides a table demonstrating alternative views and a brief 
description of when they may be used. 
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XIII. APPENDIX: ADDITIONAL ALTERNATIVE VIEWS 


This appendix is compiled with additional views that may be of value 
when an echocardiographic examination is needed to answer a spe¬ 
cific question. 

A. PSAX Coronary Artery View 

The PSAX view imaged just superior to the location of the AV can be 
used to demonstrate the origin of the coronary arteries (Table 12.1). 
The right coronary artery typically is in the 11 o'clock position, and 
the origin of the left coronary artery is usually in the 5 o'clock position. 
To image the coronary artery origin, begin in the zoomed PSAX view 
just superior to the level of the AVand optimize the image. This image 
should demonstrate all borders of the aorta and allow enough room in 
all directions to be able to demonstrate the coronary artery origins and 
the initial course of each vessel. In some individuals, both coronary ar¬ 
teries may be seen in the same view. More commonly, each coronary 
artery is present in a slightly different plane. Sweep superior to infe¬ 
rior, slightly rotating counterclockwise to bring in the origin of the 
right coronary artery and clockwise to bring in the origin of the left 
coronary artery. 

B. RV A2C View 

Another view that can be used evaluate the right ventricle is the two- 
chamber RV view. To obtain this view, start from the focused RV four- 
chamber view and rotate 60° counterclockwise (as one does for the 
two-chamber LV view). The SVC, right atrium, and right ventricle 
(inferior RV free wall) will be visible. The AV will be seen in part as 
well. This view can be helpful to evaluate for endocarditis and 
thrombi on pacer leads and catheters coming from the SVC. This 
view may also allow a more parallel vector for color and spectral 
Doppler assessment of TV regurgitation (Table 12.2). 

C. SC SVC (Bicaval) View 

In some individuals, the SVC can also be seen entering the right 
atrium from a variation on the SC long-axis IVC imaging plane. To im¬ 
age the SVC, optimize the image of the long axis of the IVC, increase 
the depth, and angle the transducer toward the head, bringing the 
SVC into view. The SVC will be at the bottom of the sector at about 
5 to 6 o'clock. The RA junction of the IVC and the SVC can be seen. 
This view is helpful to evaluate SVC flow, leads and catheters arising 
from the SVC, and atrial shunts, including those from the sinus 
venous (Table 12.3). 

D. SC Abdominal Aorta 

From the SC long-axis image of the IVC, angle and slide slightly left¬ 
ward to image the aorta in long axis. The aorta is typically more ver¬ 
tical than the IVC. The vessel is oriented so that superior aspect is at 
the bottom of the sector and the inferior aspect is at the top. Color 
Doppler and pulsed Doppler show forward flow moving upward 
and to the left in the sector. The two-dimensional and Doppler views 
are helpful to image for aortic aneurysm, dissection, and atheroscle¬ 
rosis. This vessel does not respond to changes in respiration, which 
can help differentiate it from the IVC (Tables 12.4a and 12.4b). 

E. Right Lateral Imaging of the IVC 

In patients with poor sound transmission in the mid-SC window (i.e., 
abdominal bowel gas) or postoperative bandages, IVC imaging may 


be accomplished by imaging through the liver in a right lateral decu¬ 
bitus imaging plane. This is often helpful with intensive care unit pa¬ 
tients, who may be difficult to image. This image may be acquired in 
the supine position or by positioning the patient on his or her left side. 
Place the transducer on the patient's right side, just below the rib cage. 
Image through the liver to demonstrate the IVC and aorta in the same 
plane (Table 12.5). 

F. SC Short-Axis IVC 

The IVC can also be evaluated in the short axis. To acquire this image, 
rotate 90° from the IVC long-axis view, and the IVC will be demon¬ 
strated in cross-section on the right side of the body when normal car¬ 
diac and abdominal situs is present. This view is helpful to determine 
changes with respiration and also may be helpful for ensuring that the 
long-axis IVC image is in the center of the vessel, demonstrating its 
maximum diameter and thus maximum changes in diameter with 
respiration. A sweep of the ultrasound beam from this transverse 
view up to the heart can demonstrate pleural effusions (Table 12.6). 

G. SC Focused Interatrial Septum 

The interatrial septum can be magnified in the SC view to further 
evaluate for atrial septal aneurysm and/or echo dropout, which 
may indicate an atrial septal defect or patent foramen ovale. CDI 
can also be used in this view to interrogate the atrial septum for color 
crossing the septum, indicating that a septal defect is present. The co¬ 
lor velocity scale is often reduced to adequately display color flow 
(Table 12.7). 

H. SC Short-Axis RVOT View 

This view can be used to evaluate the RVOT, PV, and main PA. This 
view provides an excellent Doppler angle to evaluate flow in these 
structures and is helpful for Doppler measures to evaluate for PV ste¬ 
nosis and PV regurgitation. This is an alternative for use when para¬ 
sternal views are of limited quality (Table 12.8). 

I. SC Short-Axis Sweep from the Level of the Great Arteries 
through the Apex of the Heart 

In individuals with difficult parasternal and apical windows, the SC 
window can provide a window for completing LV function assess¬ 
ment. This sweep is a substitute for the PSAX sweep of the left 
ventricle and avoids the rib problem with the precordium. Start at 
the great vessel level and sweep toward the apex of the left ventricle. 
Anatomy, function, and septal defects can be evaluated with this 
view. Multiple clips may be obtained at all the same levels used in 
the PSAX views (Tables 12.9a and 12.9b). 

J. Right Parasternal View of the Aorta 

In cases in which aortic stenosis is present and the sonographer is hav¬ 
ing difficulty obtaining the aortic Doppler signal with the nonimaging 
CW transducer, an imaging transducer can be used to identify the Asc 
Ao. Place the patient in the right lateral decubitus position, and extend 
the right arm above the head. Place the transducer in the second or 
third intercostal space along the right border of the sternum. Align 
the index marker toward the patient's right shoulder. The Asc Ao is 
imaged in a long-axis plane as it leaves the heart. A Doppler image 
may be obtained from this view, and/or the sonographer may switch 
to the nonimaging CW transducer after locating the best window for 
obtaining a Doppler signal (Tables 12.10a-12.10c). 
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Table 12 Alternative views 


Anatomic image 


Echocardiographic image 


When used 


12.1. PSAX coronary arteries (see Video 98) 




Parasternal window 
PSAX view 

Origin of coronary arteries 

Used when there is a need to locate the 

origins of the coronary arteries. 



12.2. RV two-chamber (see Video 99) 



Apical window 
RV two-chamber view 
Used to evaluate the junction of the right 
atrium and SVC, additional regions of the 
right ventricle for RV function, the 
location of and suspected pathology on 
device leads and catheters, and structure 
and function of the TV. 


12.3. Subcostal SVC (see Video 100) 



Subcostal window 

Alternate view of SVC 

Used to evaluate SVC inflow velocity, 

size, device leads, catheters, and 

potential obstructive pathology. The right 

atrium and IVC are also seen in this view. 



12.4a. Subcostal long-axis abdominal aorta (see Video 101) 


Subcostal window 

Upper abdominal aorta 

Used to screen for abdominal aortic 

aneurysms, dissection, atherosclerotic 

plaques. 


(Continued) 
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Table 12 ( Continued ) 


Anatomic image Echocardiographic image When used 


12.4b. Abdominal aorta Doppler 


h 1 

i. - rt 

k ft 

! {'. ! v 

\ \ .. 

*> bn 

Subcostal window 

Upper abdominal aorta flow 

Used to evaluate systolic and diastolic 
flow patterns. 
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12.5. Right lateral IVC (see Video 102) 



Subcostal window 
IVC view 

In patients with abdominal bowel gas, 
IVC imaging may be accomplished by 
imaging through the liver in a right lateral 
decubitus imaging plane. 


12.6. Transverse IVC (see Video 103) 




Subcostal window 
Transverse view of the IVC and 
descending aorta 

Used to confirm the actual maximal 
diameter of the IVC when there is 
concern that the long-axis imaging plane 
may not be demonstrating the center of 
the IVC. 



12.7. Focused interatrial septum (see Video 104) 



Subcostal window 
IAS 

Zoomed focused image of the IAS, used 
to evaluate for atrial septal defect or PFO. 


(Continued) 
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Table 12 ( Continued ) 


Anatomic image 


Echocardiographic image 


When used 


12.8. Subcostal short-axis RVOT (see Video 105) 




Subcostal window 
RVOT, PV, MPA 

Used to evaluate structure and flow of the 
MPA, PV, and RVOT. 


12.9. Subcostal short-axis sweep from the level of the great arteries through the apex of the heart (see Videos 106 and 107) 



Subcostal window 

Sweep for LV morphology and function 
In individuals with difficult parasternal 
and apical windows, the subcostal 
window is an alternative for completing 
LV function assessment. 



12.10. High right parasternal view of aorta (see Videos 108 and 109) 


Right parasternal upper window 
Asc Ao 

This view is used to demonstrate flow in 
the Asc Ao. Often the aorta is imaged at a 
good Doppler angle from this view, and 
therefore this view may provide the 
highest Doppler velocities for 
assessment of aortic pathology. 




(Continued) 
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Table 12 ( Continued ) 


Anatomic image 


Echocardiographic image 


When used 



12.12. SSN view innominate veins and SVC (see r ideos 111 and ) 



SSN window 

SVC, R innom vn, L innom vn 

Used to evaluate the structure and flow of 

the R innom vn, L innom vn, and SVC. 



SSN window 

Crab view demonstrating right 
pulmonary artery, left atrium, and four 
Pulvns 

Used to evaluate Pulvn connections. 


(Continued) 
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Table 12 ( Continued ) 


Anatomic image Echocardiographic image When used 

12.14. Color M-mode flow propagation 

Apical window 
A4C view 
Color M mode 

This measure may be helpful in 
evaluation of diastolic dysfunction. 

The propagation velocity of the E wave is 
measured by measuring the slope (solid 
line). 


For Videos 98 to 113, see www.onlinejase.com. 



K. SSN Innominate Veins 

The standard longitudinal view may partially demonstrate a structure 
anterior to the aortic arch. This is usually the innominate vein. To fully 
demonstrate this vein, rotate the transducer into a transverse plane of 
the aorta (Table 12.11). Tilt the transducer inferior to demonstrate the 
left and right innominate veins draining into the SVC (Table 12.12a). 
Color flow imaging can be used to further demonstrate the venous 
anatomy and demonstrate patency of the veins (Table 12.12b). 

A variation of this view, tilting the transducer toward the sternum 
and slightly rightward, shows the SVC entering the right atrium with 
the proximal Asc Ao to the left. The AV can be seen in the far field. 

L. SSN Short-Axis LA and Pulvn View (“Crab View”) 

From the SSN transverse position, lay the tail of the transducer almost 
parallel with the sternum. The left atrium with the four Pulvns drain¬ 
ing into it can be demonstrated inferior to the right PA ( Table 12.13). 
This view is good to demonstrate anatomy of the right PA and pulmo¬ 
nary venous drainage into the left atrium. 

M. Color M-Mode Flow Propagation 

Color M-mode imaging has been used to measure the early diastolic 
flow propagation velocity from the slope of the linear isovelocity con¬ 
tour to assess the rapid filling phase of diastole. The display shows 
time on the x axis and spatial distance, mean velocity of inflow, and 
the timing of this inflow on the y axis. This measure may be helpful 
in the evaluation of diastolic dysfunction. A normal propagation ve¬ 
locity is >50 to 55 cm/sec; propagation velocity of <45 cm/sec has 
been associated with impaired relaxation. To acquire this image, 
the M-mode cursor is aligned with the mitral inflow jet in the apical 


view. The color M-mode box should be set to include the area 
from mitral annulus to the LV apex (Table 12.14). The color baseline 
should be moved toward the direction of flow to create aliasing in the 
forward flow direction so that the central highest velocity jet is blue. 
The slope is measured along the red first aliasing line of the signal 
in early diastole, which should have the same timing as the E wave. 
Measure from the mitral annulus to >4 cm into the left ventricle. 
Divide the distance into the left ventricle by time in seconds to obtain 
the slope in centimeters per second. 
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